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 1 • Plastic body •  Assemble 
the plastic body (do not fit 
the roof). Start by gluing 
the ends inside the sides, 
and then add the interior 
seating parts, the taller 
parts are the central backs 
x2 and the benches x6.

 4 • Painting • Paint the body, 
picking out the drop lights in 
a wooden colour. Cut 
glazing material (not supplied)
 to fit the recesses in the interior. 
Finally, secure the roof.

 2 • 3D printed chassis •  The bogies 
require coupling magnets fitting, check 
the orientation with other items of 
stock as the poles repel. The bogies 
are fitted to the body with a small pin.

 3 • Etched foot steps •  Fold 
up the foot steps, the half 
etched lines are on the 
inside of each bend and 
secure on the 3D printed 
chassis under each door 
with superglue.

Parts Placement 

Prototype Info 
The Royal Arsenal internal railway 
system was extensive, stretching to 
88 miles at Woolwich in south east 
London. A wide variety of rolling 
stock was provided over the 142 
years of operation. 
 
The 18" system ran dedicated 
passenger trains. A number of 
styles of open and closed carriages 
were provided over the years. Our 
model, based upon the Talyllyn 
'Lancaster' body depicts a very late 
19th Century example with three 
compartments on small bogies. 
 

Tools required: 
Sharp craft knife or scalpel
Tweezers
Needle file

About the kit 

The kit is comprised of a 3D printed plastic chassis, injection moulded
body and a fret of etched brass. Limited folding of these parts is 
required and they can all be glued in place. Use glues for each material 
as noted in the assembly instructions. Due to 
the nature of the 3D printing process, some support material may 
still be present on the body. This waxy residue has been cleaned 
during our checking process, but it can be a good idea to submerge 
the model in white spirit, agitated gently with an old tooth brush 
and leave to dry.  

Please note this is a scale model for adult collectors and not 
intended for children under 14 years of age. 
 
About 6point5 Minimum Gauge 
 
6point5 was founded in 2017 with support from Narrow Planet. 
This kit is part of a small range of minimum (sub 2ft) gauge 
prototypes and was designed by James Hilton. If you have any 
queries about the model or instructions please get in touch. 
 
Contact Details
www.narrowplanet.co.uk
james@narrowplanet.co.uk 
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Wet and dry paper
Superglue.

Assembly Notes 
 
1 • Check the chassis •  Insert the wheels into the bogies before 
assembly and check they are free rolling. If necessary gently 
scrape away any build up of residue in the axle box pin points. Fit 
the coupling magnets noting orientation with other stock (the 
poles can repel).  
 
2 • Assemble the chassis • Each bogie is secured with the small 3D 
printed pins. Push these through the bogie, and then apply a small 
drop of superglue to the inside of the hole in the chassis before 
pushing the pins carefully into position. Put to one side. 
 
3 • Assembly • The coach body consists of a roof and 4 sides, 2 
seat backs and 6 seat benches. Do not fix the roof at this stage. 
The body is styrene and should be glued using a 'liquid poly' style 
glue. Start by fixing the ends within each side to form the end 
bracing, and then check the chassis fits at this stage. Next the seat 
backs (2 taller pieces) are fitted between each compartment. 
Finally the seat benches are gently added. 
 
4 • Detailing • The foot steps can be cut from the brass etch and 
folded up using needle nose pliers, noting the half etched lines are 
on the inside of each bend. These should be superglued to the 3D 
printed chasiss under each door. The chassis should be a tight 
push fit within the body, if not it can be secured with just a touch of 
superglue on each end. Paint the model in your chosen colour (we 
used Humbrol 133) and then cut glazing material to fit inside each 
recess. Finally secure the roof.

Thank you for purchasing this 6point5 kit, we hope you enjoy 
building and operating it. Please read through the instructions 
thoroughly before beginning assembly.
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