
 

Honda Grom Fender Eliminator Installation Instructions 

TOOLS REQUIRED: 

Phillips screwdriver 

Ratchet (1/4” or 3/8” drive) and extension 

Metric sockets: 8mm, 12mm  

Metric open end wrenches: 8mm, 14mm  

Needle nose pliers 

 

INSTALLATION STEPS: 

1. Remove OEM rear fender assembly 

a. Remove the rear seat (key in left side of frame) 

b. Unplug the license plate light and turn signal electrical connector (black wire loom with connector near 

the battery) and unclip the wire loom from the plastic clips 

c. Remove the four bolts (12mm socket) that attach the rear fender to the frame.  Be careful not to drop 

the bolts down the holes in the sub frame tubes!! Placing tape over these holes will help prevent this. 

d. Slide the rear fender assembly rearward and remove from motorcycle 

2. Disassemble the OEM rear fender assembly 

a. Remove the plastic cover from the rear fender assembly by removing the Phillips head screws and one 

plastic rivet (push center to release) 

b. Remove the cable tie that attaches the wiring to the fender frame 

c. Disconnect the turn signal electrical connectors (needle nose pliers help release bullet connectors) 

d. Remove the right and left turn signals (14mm wrench) 

e. Remove the steel frame from the plastic shell (8mm flanged bolt under license plate) 

f. Remove the license plate light assembly from the OEM rear fender (two 8 mm nuts) 

3. Install the  Vagabond Motorsports Fender Eliminator 

a. NOTE: If possible, use a medium strength thread-locker (blue Loctite) on all bolts to prevent loosening 

over time with engine vibration 

b. Install license plate light into fender eliminator (8mm wrench) 

c. Install right and left turn signals into fender eliminator (14mm wrench) 

d. Re-connect the turn signal electrical bullet connectors 

e. Remove the rubber grommet from the fender eliminator; pass the wire loom (including the black cover 

for the turn signal bullet connectors) through the grommet and then the hole in the fender eliminator. 

Finally, re-install the rubber grommet 

f. Pull wire loom snugly through grommet and secure wire loom to the fender eliminator with the included 

cable-tie. Trim the cable-tie after it is pulled tight 

g. Route the electrical wires through the hole in the plastic fender well of the Grom 

h. Re-install the four OEM 14mm bolts to attach fender eliminator to the Grom 

i. Re-connect the electrical connector and tuck excess wire loom out of the way 

j. Re-install rear seat 

k. DONE!! 

VIDEO: One our earliest customers made a very detailed video on the installation of the Vagabond Motorsports Fender 

Eliminator.  Check out user lanceoa on youtube at: http://youtu.be/2gIc1IZq07s for additional help.  Thanks lanceoa!! 

Questions/Comments: 

Visit us at www.vagabondmotorsports.com 

Or email sales@vagabondmotorsports.com 

http://youtu.be/2gIc1IZq07s
http://www.vagabondmotorsports.com/
mailto:sales@vagabondmotorsports.com

