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KTM Duke 690 (2012+) Fender Eliminator Installation Instructions 

TOOLS REQUIRED: 

o Phillips screwdriver 

o Torx wrenches: T47, T30, T20 

o 13mm open end wrench 

o Flush-cut pliers or dikes 

 

INSTALLATION STEPS:  

1. Remove the rear passenger seat (key in left 

side of frame) 

2. Disconnect the electrical connectors under 

the passenger seat for the tail light, license 

plate light, and turn signals. (FIGURE 1) 

3. Remove the four bolts (T47 torx wrench 

required) that connect the passenger grab 

handles and factory rear fender to the sub-

frame (FIGURE 2). These bolts will be re-

used.  Remove the rear fender from the 

motorcycle. 

4. Remove the three bolts (T30 torx wrench 

required) that connect the factory tail light to the rear fender (FIGURE 3).  These bolts will be re-used. 

5. Remove the four bolts (T20 torx wrench required) that hold the plastic cover over the factory fender (FIGURE 4). These bolts 

will NOT be re-used. 

 

    

 

 

 

 

 

 

 

 

6. Remove the bolt (T20 torx wrench required) that holds the license plate light to the factory rear fender (FIGURE 5). This bolt 

will NOT be re-used. 

7. Remove the turn signals from the factory rear fender (13 mm wrench required) (FIGURE 6).  This hardware will be re-used. 

 

 

 

 

 

 

 

 

Questions/Comments: 

Visit us at www.vagabondmotorsports.com 

Or email sales@vagabondmotorsports.com 

 

PARTS INCLUDED: 

 Fender Eliminator 

 1X M4 bolt (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-ties 

 2X rubber bumpers (prevents license plate vibration) 

 2X rubber bumpers (prevents license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents license plate vibration) 
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8. Install the turn signals and license plate light into the new Vagabond Motorsports Fender Eliminator.  Use the supplied M4 

screw (Phillips screwdriver required) to attach the license plate light (FIGURE 7).  Secure the wiring to the fender eliminator 

with the supplied cable-ties.  We recommend running the license plate light wiring with the right side turn signal. Trim excess 

cable tie once the wiring is secured (dikes or flush-cut pliers required).  

9. Install the factory tail light into the fender eliminator using two of the original screws and washers (FIGURE 8). The third 

original screw is not required for this installation. 

 
10. Prepare the electrical connectors on the motorcycle for installation per FIGURE 9 below. Connect the corresponding 

connectors on the assembled fender eliminator. 

 
11. Using the four original bolts (T47 torx wrench required), reinstall the passenger grab handles and attach the new Vagabond 

Motorsports Fender Eliminator to the sub-frame of the motorcycle (FIGURE 10).  Pull the electrical connectors back into the 

space under the passenger seat and use factory clip to prevent excessive movement. Re-install passenger seat and license 

plate.  You are done! 

 

 

 

 

 

 

 

 

 

 

 

 

12. If you want to remove the passenger grab handles and purchased the optional cone washer kit, the four cone washers install 

under the factory bolts instead of the grab bars.  The factory bolts are still used. (FIGURE11)  
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