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VM-KD621 KTM Duke 690 (2012+) Cargo Rack Installation Instructions 

 

TOOLS REQUIRED: 

o Torx wrench: T47  

 

NOTE:  The standard installation of the Vagabond Motorsports Cargo Rack will require the removal of the factory 

passenger grab-handles.  If you want to maintain the installation of passenger grab-handles, you must use the optional 

spacer kit available for purchase separately.  Instructions for both configurations are included below. 

INSTALLATION STEPS:  

1. Remove the four bolts (T47 torx wrench required) that 

connect the passenger grab handles and factory rear 

fender to the sub-frame (FIGURE 1). The bolts will be re-

used.  The grab handles will not be re-used.  It is helpful 

to have a second set of hands hold up the factory rear 

fender during this process so that it will not fall out of 

place when the bolts are removed. 

2. Install the four included lock washers in the large holes in 

the factory rear fender (FIGURE 2). These will help keep 

the factory fender aligned. NOTE: If you are installing the 

cargo rack with the Vagabond Motorsports Fender 

Eliminator you will not need these lock washers. 

3. Place the Vagabond Motorsports Cargo Rack over the factory rear fender (or fender eliminator) and re-install the four factory bolts 

to secure the rack to the motorcycle.  Use the included cone washers under the heads of the factory bolts (FIGURE 3).  Tighten to 

factory recommended torque setting. 

 

4. OPTIONAL: If you purchased the optional spacer kit and want to re-use the factory passenger grab-handles, place the spacers 

between the grab handles and rack to create adequate clearance (FIGURE 4). The factory bolts will not be re-used and the 

longer bolts included with the spacer kit will be used instead (5mm hex key required) 

    

Questions/Comments: 

Visit us at www.vagabondmotorsports.com 

Or email sales@vagabondmotorsports.com 

 

PARTS INCLUDED: 

 Cargo Rack 

 4X M10 Lock Washers 

 4X M10 Cone Washers 

 2X rubber bumpers (prevents 

license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM 

license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents 

license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM 

license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents 

license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM 

license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents 

license plate vibration) 

 

FIGURE 1 FIGURE 2 

FIGURE 3 FIGURE 4 

http://www.vagabondmotorsports.com/
mailto:sales@vagabondmotorsports.com

