
 
 

 

 

SSR Razkull 125  (2017+) Fender Eliminator Installation Instructions 

TOOLS REQUIRED: 

o Ratchet (1/4” or 3/8” drive) and extension 

o 14mm hex wrench 

o 8mm, 10mm, 12mm sockets 

o Phillips screwdriver 

o Needle nose pliers 

o Flush-cutting pliers or dikes 

 

 INSTALLATION VIDEO: 

We’ve created a YouTube video to help explain the installation steps in more detail.  Search “Vagabond Motorsports 2017 

SSR Razkull 125 Fender Eliminator Install” or use the link: https://youtu.be/xXb0veM0DNQ  

 

INSTALLATION STEPS:  
1. Remove the rear seat (key in left side of frame) 

2. Cut the two cable-ties (FIGURE 1) securing the wiring loom running along the 

right side sub-frame tube with flush-cutting pliers or dikes. Slide the large black 

rubber boot back to expose the wiring connectors. 

3. Unplug the six bullet connectors (FIGURE 2) for the license plate light and turn 

signals. Needle nose pliers will make pulling the bullet connectors apart easier. 

4. Remove the four bolts (10mm socket, FIGURE 3) that attach the rear fender to 

the frame.  Slide the rear fender assembly rearward and remove from 

motorcycle.  

5. Remove the license plate from the OEM rear fender.  (2X Phillips head screws 

and 12mm nuts, hardware may vary dealer to dealer).  This hardware will be 

reused to mount the license plate to the fender eliminator so do not discard. 

6. Remove the plastic cover from the factory rear fender assembly by removing 

the four Phillips head screws on the bottom side (FIGURE 4) and one Phillips 

head screw on the top side (FIGURE 5). Use an 8mm socket on the nut on the 

back side of the one screw on the top side (FIGURE 6). 

 

 

 

 

 

 

 

Questions/Comments: 

Visit us at www.vagabondmotorsports.com 

Or email sales@vagabondmotorsports.com 
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PARTS INCLUDED: 

 Fender Eliminator Body 

 4X M8 flanged nuts 

 2X Stainless steel washers 

 2X Plastic shoulder washers  

 2X Rubber bumpers 

 1X M4 bolts (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents license plate vibration) 

 

 

 

 

 

 

 

 

 

 

 

 

 2X Small rubber grommets  

 1X Large rubber grommet 

 2X Cable-tie mounts 

 4X Cable-ties 
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7. Remove the right and left turn signals from the OEM fender (14mm nuts, FIGURE 7). You will reuse the flanged nuts so set them 

aside.  Once the turn signals are removed, remove the tubular steel fender frame by pulling it from the plastic shell. 

8. Remove the license plate light assembly from the OEM rear fender (five Philips head screws, FIGURE 8A).  Pull light assembly from 

fender shell and then remove the license plate light from the mount (two Philips head screws, FIGURE 8B).  The license plate light 

and the last two screws will be re-used on the fender eliminator. 

9. Install the two small rubber grommets supplied with the kit in the two round holes in the fender eliminator above the license plate 

mount flange (FIGURE 9A).  Install the larger rubber grommet in the round hole on the top plate of the fender eliminator (FIGURE 

9B). Make sure the grommets are fully seated and there are no edges caught in the hole which make wrinkles.   

 

 

 

 

 

 

 

 

10. Place the two supplied stainless steel washers over the two posts of the license light 

(FIGURE 10). Install the license plate light into the fender eliminator body by inserting 

the two posts into the grommets installed in Step 9. Use the two supplied black plastic 

shoulder washers in between the rubber grommets and the OEM screws (FIGURE 11). 

Tighten the screws to secure the license plate light. 

11. Install right and left turn signals into fender eliminator (FIGURE 12A). The holes in the 

fender eliminator are specially shaped to clock the turn signals at the appropriate 

angle so ensure the turn signals are fully seated. Note that the right turn signal has 

the green and turquoise wires and the left signal has green and orange wires. 

12. Thread the wiring looms for the turn signals and license plate light through the larger 

rubber grommet in the top plate.  Use two of the supplied cables-ties through the two 

cable-tie mounts in the fender eliminator to secure the wiring (FIGURE 12B). Trim the 

ends of the cable-ties with flush cutting pliers or dikes. 

13. Install the assembled fender eliminator on the motorcycle. Start by threading all the 

electrical connectors through the rectangular hole in the plastic undertail and then 

line up the four threaded studs on the fender eliminator with the four holes on the 

motorcycle sub-frame.  Secure the fender eliminator to the motorcycle with the four 

supplied flanged nuts (tighten with 12mm socket). 

14. Route the electrical wires alongside the right (brake side) side of the sub-frame and 

reconnect the bullet connectors by matching colors.  Note that the turn signal wires 

share a green ground connector.  Make a service loop of the excess wiring and tuck 

into the space of the plastic side panel. Close the OEM wire guide around the wiring 

loom. Use the remaining two supplied cable-ties to secure the wiring similar to factory 

cable-ties that were cut in Step 2. 

15. Re-install rear seat. 

16. Install the license plate with the original dealer-supplied hardware. 

17. Perform a system test to ensure all lights are functional and double check that 

all hardware is tight. 

 

 

TERMS & CONDITIONS 

Legal Notice: The purchaser and/or user of any Vagabond Motorsports, LLC branded parts releases Vagabond Motorsports, LLC from all liabilities pertaining to use of the parts.  The user 

acknowledges that any modification, alteration or change to a motorized vehicle may increase the risk of accident and/or injury.  Additionally, the user acknowledges any change may render 

the motorized vehicle illegal for use in public roads. Warranties: All Vagabond Motorsports, LLC branded products carry a one-year limited liability against workmanship and material defects.  

This Warranty is provided to the original purchaser of the products. Return Policy: All approved returns must be in new and unused condition within 90 days of purchase. 

 

 

 

 

 

 

 

 

 

 

 


