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Yamaha YZF-R3 (2015+) Frame Slider Installation Instructions 

TOOLS REQUIRED: 

o 4mm Allen hex wrench 

o 8mm Allen hex wrench (socket recommended) 

o 10mm hex socket wrench 

o Ratchet and extension 

o Torque wrench (range of 20-40 ft-lbs recommended) 

 

INSTALLATION VIDEO: 

We’ve created a YouTube video to help explain the installation steps in more detail.  Search “Vagabond Motorsports R3 

Frame Slider Installation” or use the following link: https://www.youtube.com/watch?v=8juEyyVQIeA 

INSTALLATION STEPS:  

1. NOTE: Install the sliders one side at a time.  Do not remove both rear 

motor mounts at the same time or else the motor may shift making 

re-assembly difficult. 

2.  Starting with the right (brake lever) side of the motorcycle, remove 

the lower rear fairing by removing the three 4mm allen head bolts 

(FIGURE 1).  The fairing needs to slide down relative to the front 

fairing to release its tabs (The installation video has tips for making 

this easy). Set the fairing aside.  

3. Remove the 10mm hex head bolt (FIGURE 2).  This will allow you to 

slightly lift the upper plastic panel for easier access to the motor 

mounts without removing more plastics. 

4. Remove the three 8mm allen head bolts for the right-side rear motor 

mount (FIGURE 3). Leave the metal bracket loosely in place. 

5. Install the new frame mount over the factory motor mount and 

reinstall the three factory bolts.  Torque the bolts to 45 N-m (33 ft-

lbs) using the torque wrench (FIGURE 4). 

6. Reinstall the 10 mm bolt and lower plastic fairing panel by reversing 

steps 2 and 3. 

7. Install one of the aluminum slider posts onto the installed right-side frame mount using the supplied bolt.  Torque bolt to 54 N-m 

(40 ft-lbs) with the torque wrench (FIGURE 5). 

8. Thread one of the slider caps onto the slider post.  Note that the slider cap will become harder to thread on as it reaches the o-

ring on the slider post.  Continue turning the slider cap until it bottoms out on the slider post.  Use two hands to tighten snugly 

(FIGURE 6).  Do not use a wrench, pliers or other tool to install the slider cap. 

    

 

 

 

 

 

 

 

Questions/Comments: 

Visit us at www.vagabondmotorsports.com 

Or email sales@vagabondmotorsports.com 

 

PARTS INCLUDED: 

 2X Aluminum Slider Posts 

 2X Delrin Slider Caps 

 2X Steel Frame Mounts 

 2X M8x100mm Bolts 

  

Fender Eliminator 

 1X M4 bolts (for OEM KTM 

license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents 

license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM 

license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents 

license plate vibration) 

 Fender Eliminator 

 1X M4 bolts (for OEM KTM 

license plate light) 

 2X cable-tie mounts 

 2X cable-tie mounts 

 2X rubber bumpers (prevents 

license plate vibration) 
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9. Moving the the left (shift lever) side of the motorcycle, remove the 

lower rear fairing by removing the three 4mm allen head bolts  

(FIGURE 7).  The fairing needs to slide down relative to the front 

fairing to release its tabs (The installation video has tips for making 

this easy). Set the fairing aside.  

10. Remove the 10mm hex nut (FIGURE 8).  Lift the plastic off the the 

stud. This will allow you to slightly lift the upper plastic panel for 

easier access to the motor mounts without removing more plastics. 

11. Remove the three 8mm allen head bolts for the left-side rear motor 

mount (FIGURE 9). Leave the metal bracket loosely in place. 

12. Install the new frame mount over the factory motor mount and 

reinstall the three factory bolts.  Torque the bolts to 45 N-m (33 ft-

lbs) using the torque wrench (FIGURE 10).  

13. Reinstall the 10 mm nut and lower plastic fairing panel by reversing 

steps 9 and 10. 

14. Install one of the aluminum slider posts onto the installed left-side 

frame mount using the supplied bolt.  Torque bolt to 54 N-m (40 ft-lbs) 

with the torque wrench (FIGURE 11). 

15. Thread one of the slider caps onto the slider post.  Note that the slider cap will become harder to thread on as it reaches the o-

ring on the slider post.  Continue turning the slider cap until it bottoms out on the slider post.  Use two hands to tighten snugly 

(FIGURE 12).  Do not use a wrench, pliers or other tool to install the slider cap.  

TERMS & CONDITIONS 

Legal Notice: The purchaser and/or user of any Vagabond Motorsports, LLC branded parts releases Vagabond Motorsports, LLC from all liabilities 

pertaining to use of the parts.  The user acknowledges that any modification, alteration or change to a motorized vehicle may increase the risk of accident 

and/or injury.  Additionally, the user acknowledges any change may render the motorized vehicle illegal for use in public roads. Warranties: All Vagabond 

Motorsports, LLC branded products carry a one-year limited liability against workmanship and material defects.  This Warranty is provided to the original 

purchaser of the products. Return Policy: All approved returns must be in new and unused condition within 90 days of purchase. 

 


