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Euro-Modular USB Charger 

SPECIFICATION 

 

Supply Voltage: 220 – 240 Vac, 47 – 53Hz 

Supply Current at full load: 0.3A Single, 0.6A Twin 

Standby Current: 1.3mA Single, 2.5mA Twin 

Charging Output: 5Vdc ± 5%, 1.0A per socket 

Output Connector: USB Type “A” 

Overload Protection: If the device is overloaded or short-circuited, 

the electronic circuit will limit the output power within safe limits to 

provide protection against damage or overheating. 

COMPLIANCE 

 

All of the modules comply with the following EC 

Directives: 

Low Voltage: Directive 2006/95/EC 

ROHS: Directive 2002/95/EC 

WEEE: Directive 2002/96/EC 

REACH: Directive 1907/2006 

EMC: Directive 2004/108/EC 

And:    IEC 60950-1 

IEC 61000-6-1/3 

These Euro-Modular USB 

Chargers have been designed to 

compliment existing modular 

Euro sized installations whilst 

remaining installer friendly and 

easy for the consumer to use.  

The Euro 25 x 50mm charger is 

compact enough to fit an 

existing 25mm wall box with a 

charging capacity of 1000mA.  

 

INSTALLATION INSTRUCTIONS  

 

Please note that this unit must be installed by a competent person, in accordance with the current IEE Wiring Regulations, 

(BS7671), and with due regard to these instructions. Failure to install correctly will negate the product warranty. 

The USB Charger is a delicate electronic device, and care should be exercised to ensure it is not damaged during installation, 

particularly by pressure on the enclosure by compressing excess wire into the mounting box. This may compromise safety. 

The Charger must not be installed in Bathrooms, wetrooms, or in any location subject to water splashing or condensation. 

The Charger Terminals will accept: 

1 x 2.5mm2 conductor OR 2 x 1.5mm2 conductor OR 2 x 1.0mm2 conductor 

Ensure that the power supply to the circuit is isolated before attempting to install or connect the charger.  

 

CONNECTIONS 

- Fit the unit to the Wallplate before making any connections. 

- Strip the wires to expose 7 to 8mm of copper conductor 

- Connect the Brown or Red wire to the terminal marked “L” 

- Connect the Blue or Black wire to the terminal marked “N” 

- Ensure that the earth wire (Green/Yellow sleeve) is securely connected to the metal mounting box used in the installation. 


