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A large variety of flow rates and spray patterns are achievable when the range   
of caps and bases is assembled into two piece jets.

Features 
Ÿ Caps available in eight spray patterns. 
Ÿ Eight colour coded bases to identify flow rate. 
Ÿ Jet assemblies made to order. 
Ÿ Caps and bases can be ordered separately.

Applications 
Assemblies suit garden bed watering and landscaped areas.

Micro Spray Jets: Caps and Bases

Ordering Information - Spray Caps
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Specifications- Caps and Bases

o360
18 hole

o360
15 hole

o360
12 hole

o300
10 hole

o270
o(3 x 90 )

o180
fan

o90
fan

Strip
o(2 x 20 )

Spray Pattern
& Colour

Order
Code

Pack 
Quantity

Packs per 
Carton

Carton
(kg)

o360  x 18 hole 10845 100 500 15.1
o360  x 15 hole 10855 100 500 15.1
o360  x 12 hole 10865 100 500 15.1
o300  x 10 hole 10875 100 500 15.1
o o270  (3 x 90 ) 10835 100 500 15.1
o180  fan 10825 100 500 15.1

o 90 fan 10815 100 500 15.1
oStrip (2 x 20 ) 10885 100 500 15.1

Ordering Information - Jet Bases

Nozzle Size
& Colour

Base
Type

Order
Code

Pack 
Quantity

Packs per 
Carton

Carton
(kg)

0.8 mm Black Winged 10705 100 310 17.2

0.9 mm Brown Winged 10725 100 310 17.2

1.0 mm Blue Winged 10715 100 310 17.2

1.3 mm Green Winged 10735 100 310 17.2

1.5 mm Red Winged 10755 100 310 17.2

1.8 mm Orange Hexagon 10975 100 350 17.1

2.0 mm Grey Hexagon 10945 100 350 17.1

2.3 mm White Hexagon 10985 100 350 17.1

Dimensions Cap Base Winged Base Hexagon

HEIGHT  9 mm 20 mm 20 mm

WIDTH  8 mm across wings 12.5 mm across flats 8 mm

WEIGHT (approx.) 0.2 g 0.5 g 0.5 g

UV STABILISED MATERIALS acetal acetal acetal

BASE/CONNECTION TYPE: Inlet ‘QUICK’ THREAD 4 mm ‘QUICK’ THREAD 4 mm

Dimensions vary slightly depending on cap selected

Specifications- Micro Spray Jets Winged (refer to Page 16)

Dimensions Assembled Base Winged

HEIGHT 23 mm

WIDTH across wings 12.5 mm

WEIGHT (approx.) 0.7 g

UV STABILISED
MATERIALS

BASE acetal

CAP acetal

BASE/CONNECTION TYPE: Inlet ‘QUICK’ THREAD 4 mm

Dimensions vary slightly depending on selected base and cap assembly

Winged Base with ‘Quick’ Thread

Hexagon Base with 10-32 UNF Thread

0.8 mm 0.9 mm 1.0 mm

1.3 mm 1.5 mm

1.8 mm 2.0 mm 2.3mm
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