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01. Read the instructions carefully before using.

02. Keep these instructions somewhere easily accessible.

03. Use only with 120V AC power supply.

04. Design and product development may be upgraded without notice.

05. Any quality improvements are subject to change without notice.

    CONTENTS

   H-AF Series (Household use only / Warranty included) 

Instruction Manual 

TM



02 IMportant SafeguardS

SaVe tHeSe InStruCtIonS
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11.

12.

13.

14.

When using electrical appliances, basic safety precautions should 
alWays be folloWed. read all instructions.

to protect against risk of electrical shock, do not put the main 
body (motor) in Water or any other liquid.

close supervision is necessary When any appliance is used near 
children.

unplug from outlet When not in use, before assembling or taking 
off parts and before cleaning.

avoid contact With moving parts.

do not operate any appliance With a damaged cord or plug,  after the 
appliance malfunctions, or is dropped or damaged in any manner. 
return appliance to the nearest authorized service facility for 
examination, repair or electrical or mechanical adjustment.

the use of attachments not sold or recommended by the 
manufacturer may cause fire, electric shock or injury.

do not let cord hang over edge of table or counter.

alWays make sure hopper is securely fastened in place before motor 
is turned on. do not unfasten hopper While juicer is in operation.

turn sWitch to off position after each use of your juicer. make sure 
the motor stops completely before disassembling.

do not put your fingers or other objects into the juicer While it is 
in operation. if food becomes lodged in opening, use food pusher or 
another piece of fruit or vegetable to help it doWn. if this method is 
not possible, turn the motor off and disassemble juicer to remove 
the remaining food.

do not use outdoors.

do not place on or near a hot gas or electric burner or in a heated 
oven.

do not use appliance for other than intended use.
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SaVe tHeSe InStruCtIonS

Precautions for safe use
 Do not plug oR unplug with wet hanDs. It may cause electric shock or injury.
 Do not use otheR than 120 V aC. 

  It may cause electric shock, fire or product failure. If the voltage is different, it may shorten the life of the motor or cause a failure.
 plug the poweR CoRD CoRReCtly anD push it tight in a wall soCket. It may cause an electric shock or a fire.
 iF the poweR CoRD, wiRe is BRoken oR DaMageD, oR the plug-in paRt BeCoMes loose, Do not opeRate it.

  It may cause electric shock, fire or injury. 
 neVeR alteR the applianCe. also, Do not DisasseMBle oR RepaiR the pRoDuCt By youRselF. Do not inseRt 

  FingeRs, FoReign suBstanCes oR oBjeCts suCh as pins into gaps oR holes in the BoDy.  
  It may cause a fire, electric shock or product failure. For any technical support, contact the authorized local Customer Service Center.
 when the poweR CoRD, wiRe is BRoken oR DaMageD, oR the plug-in paRt BeCoMe loose, Do not opeRate it. 

  It may cause electric shock, fire or injury.
 Do not Moisten BoDy oR splash wateR on the BoDy. 

  Be careful to not let any liquids or other substances get into the switch of the appliance.
 Do not opeRate the switCh with wet hanDs. It may cause an electric shock or fire.
 FoR saFety, Must Do gRounDing ConneCtion. also, Do not Do the gRounDing on gas pipe, plastiC wateR 

  pipe, telephone wiRe, etC. 
  It could cause electric shock, fire, malfunction or explosion. Be sure to use the electrical outlet with ground connection.
 neVeR DisasseMBle the ChaMBeR set DuRing opeRation oR inseRt FingeRs, FoReign oBjeCts suCh as FoRks, 

  spoons, etC. into hoppeR Chute oR juiCe outlet. It may cause injury, accident or product failure.
 applianCes Can Be useD By peRsons with ReDuCeD physiCal, sensoRy oR Mental CapaBilities oR laCk oF 

  expeRienCe anD knowleDge iF they haVe Been giVen supeRVision oR instRuCtion ConCeRning use oF the 
  applianCe in a saFe way anD iF they unDeRstanD the hazaRDs inVolVeD. ChilDRen shall not play with the 
  applianCe. Cleaning anD useR MaintenanCe shall not Be MaDe By ChilDRen. this applianCe shall not Be 
  useD By ChilDRen. keep the applianCe anD its CoRD away FRoM ChilDRen.
 Do not opeRate without loCking the hoppeR pRopeRly. It may cause an injury or a failure.
 when a gas leak is DeteCteD, Do not inseRt the poweR CoRD into its slot. 

  open the winDow iMMeDiately FoR aiR Ventilation. It may cause injury or failure.
 neVeR put a FingeR, FoRk oR spoon, etC. into juiCe outlet. It may cause injury or failure.
 iF Rotation oF sQueezing sCRew is stoppeD DuRing noRMal opeRation, pRess [ReVeRse] Button anD 

  holD FoR 2~3 seConDs anD aFteR ReVeRse opeRation is CoMpletely stoppeD, pRess [extRaCt] Button 
  again. If such stop continues during the operation, the parts may be damaged and performance may be deteriorated due to overheating in a 
  motor. When the problem continues, stop the appliance immediately and contact your local Customer Service Center.
 DuRing the opeRation, Do not atteMpt to MoVe the BoDy, DisasseMBle the ChaMBeR set oR paRts anD tRy 

  to loCk theM. It may cause an injury or a failure. If needed, switch off first and unplug the power cord.
 when using the applianCe, Be CaReFul with Clothing anD aCCessoRies (suCh as a neCktie, long neCklaCe, 

sCaRF, etC.) so they aRe not entangleD into the hoppeR Chute. It may cause injury, failure or breakage.
 plaCe the applianCe on a Flat anD staBle suRFaCe. It may cause injury or failure.
 when plaCing ingReDients into the hoppeR Chute, use only the pusheR pRoViDeD. It may cause injury or failure.
 Do not allow the applianCe to expeRienCe a seVeRe shoCk, oR DRop it. It may cause electric shock, fire or damage.
 iF the applianCe giVes oFF an unpleasant sMell, exCessiVe heat, oR sMoke, stop using iMMeDiately 

   anD ContaCt youR loCal CustoMeR seRViCe CenteR. 
   When using a new appliance, there may be a smell that disappears gradually over time.
 always unplug the applianCe aFteR use. always DisConneCt the applianCe FRoM the supply iF it is leFt 

  unattenDeD anD BeFoRe asseMBling, DisasseMBling oR Cleaning. when unplugging the poweR CoRD, Make 
  suRe to holD the poweR CoRD. Pulling the wire to unplug may cause electric shock or fire.
 Do not wash at high teMpeRatuRes oF 800C(1760F) oR higheR. Do not put the applianCe in a DishwasheR, 

   DRyeR oR a MiCRowaVe, etC.  It may cause a failure or parts deformation.
 the applianCe weighs aBout 6.5 kg (14.3 lb). when MoVing the applianCe, Make suRe to MoVe it holDing gRips 

  tightly at the BottoM oF BoDy with Both hanDs. 
   By attempting to hold chamber or the edge of the body, the body may fall causing an injury or failure.
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05 pusher

03 Squeezing Screw

09 Juice Container Lid 10 Juice Container 11 pulp Container

Screw Axis

02 Spinning Brush

Silicone Brush

Brush holder

06 - 08 Strainer

04 Chamber

Mid Gear Packing

Mid Gear

Pulp 
Outlet

Control 
Lever

Juice Cap

Juice Cap 
Packing

01 Hopper

hopper Chute

Safety Sensor 

Side
hopper 

Chute

Ice Cream 
Outlet

06 Fine Strainer 07 Coarse Strainer 08 Ice Cream Strainer

Strainer
Bump

partS * Components may vary depending on the model.
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15 tofu Set

17 Squeezer Set

Cone

Tilt handle

Safety Sensor

Serving Spout

13 Cleaning Brush 14 Small Cleaning Brush

diagram

Tofu Press

Tofu Mold

Shaft

12 Body

Body Bump

partS

*Chamber Rack can't be separated after 
assembling.

16 Chamber rack

Operating Switch

handle

Safety Sensor
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Please clean all the parts before first use.

Turn the hopper counterclockwise and pull upwards.

Remove the strainer and spinning brush from the 
chamber.

Remove the strainer from the spinning brush.

Hold both sides of the wing and pull out the squeezing 
screw.

dISaSSeMBLIng tHe CHaMBer
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Ice cream strainer is for making smoothies, slush and ice cream with frozen fruits.
Do not extract large chunks or large amounts of ingredients at once.
As the fruit defrosts inside the chamber, juice may form inside or even come out of the pulp 
outlet. This is completely natural, not a product failure. Do not use water-frozen ice cubes.

Keep peel and seeds intact when juicing fruits such as pear, kiwi, Korean  melon, etc.. Apple 
seeds contain toxins, so it is better to remove them before juicing.

Separate each grape from the cluster. Peel the pomegranate and use seeds only.

Peel outer rind of watermelon and citrus fruits. Cut them into appropriate sizes. 

Mango, cherry, peach, plum, etc., have hard seeds that cannot be chewed. Do not put 
these seeds in the juicer, as they may cause stoppage or damage to parts. Use only the 
fruits’ flesh. 

Insert a neat handful at a time, making sure that they do not get scattered.

Dice frozen fruits into 1 inch pieces when making ice cream. Melons should be 
peeled then frozen before use. Fruits with seeds that are too hard to chew, such as 
persimmon, apricot, lemon, plum, peach etc., should have the seeds removed before 
freezing. Choose seedless grapes for freezing.

Cut fibrous ingredients into sizes 2 inches or smaller.

uSe By StraIner typeS

► this is only a reference on how to prepare ingredients. If you have any allergies, 
       please choose the proper ingredients according to your needs.
► please refer to the recipe book on how to use the product according to ingredient.

Coarse strainer has larger holes for making thick and pulpy juice.
Works best to make thick juice with soft fruits like banana and strawberry, and is also 
useful for smoothies, lattes, or soups.

apple, pear, kiwi,
Korean melon

Watermelon, 
orange, grapefruit

Mango, cherry,
peach

Wheatgrass, chives

Coarse
strainer

fine
strainer

Ice cream
strainer

fruit flesh

Water parsley, kale, 
angelica, celery 

pomegranate,
grapes

for juicing

for making ice cream

this ice cream strainer is only for frozen fruits. 
do not use for crushing ice and/or grinding.

note

fine strainer has small, fine holes for making clean juice.

preparIng IngredIentS
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Assemble the strainer and spinning
brush as shown.

Place the assembled parts from [STEP1] 
into the chamber. Twist the strainer from 
side to side so that the bottom bump of the 
strainer fits the groove of the chamber.

21
STEPSTEP

bottom
bump of the
strainer

groove of
the chamber

aSSeMBLIng tHe CHaMBer for JuICIng
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note

Assemble the hopper as shown. After 
fitting the hopper on the chamber, turn 
clockwise until it locks completely.

Press the squeezing screw into the 
assembled parts from [STEP 2] until the 
screw fits perfectly.

3 4
STEP STEP

The appliance works even if 
the hopper is assembled in 
the opposite direction.

aSSeMBLIng tHe CHaMBer for JuICIng
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note

The spinning brush 
is not needed for 

ice cream making.

Place ice cream strainer in the chamber. 
Align the ice cream outlet of the strainer 
with the juice outlet of the chamber.

Press the squeezing screw into the 
assembled parts from [STEP 1] until the 
screw fits perfectly.

21
STEPSTEP

aSSeMBLIng tHe CHaMBer for MaKIng ICe CreaM

Juice outlet

Ice cream 
outlet
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note

The appliance works even if 
the hopper is assembled in 
the opposite direction.

Assemble the hopper as shown. Place the 
hopper on the chamber and turn clock-
wise until it is completely locked.

3
STEP

aSSeMBLIng tHe CHaMBer for MaKIng ICe CreaM
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aSSeMBLIng tHe CHaMBer Set and Body

place the control lever of the chamber to  
as shown in Image❶.

fit the bottom of the chamber to the body bump.
If the control lever is not placed on   the chamber set 
and body will not fit completely.

align the the  <  >  sign on the body and the 
sign  <  >  on the chamber set.

*The assembly method is the same regardless of strainer type.

note
1.The body on its own (without the chamber) will not work.
2. If the chamber is not properly assembled, the appliance will not 
work.



13
CautIonS durIng operatIon

note
Ingredients kept in the refrigerator long-term may become withered, which in turn may make small amounts 
of juice or even no juice at all. 
If the unit is not cleaned immediately after use, residue may dry and stick to the unit. This will make assembling 
and cleaning difficult as well as lead to performance degradation.

 Ingredients that require caution.
- Fruits with hard seeds that are hard to chew, such as persimmon, Japanese apricot, lemon, plum, peach 
etc. should have the seeds removed and not extracted.

- Stalk vegetables with tough fiber, such as water parsley, celery, etc., should be cut into small sizes of 
about 1-2 inches before insertion.

- Do not insert sesame seeds, coffee beans, tree bark, etc. These cannot be extracted. 

- Do not insert fruits preserved in alcohol, sugar, honey, etc. (grapes, apricot, berries, etc.) and/or succu-
lents (glasswort, leek, etc.).

 It is recommended to drink green vegetable juice and fruit juice immediately after extraction,
      rather than keeping them for a long time. 

 do not use for grinding grains.
- It may cause product damage or failure.

 do not re-insert the expelled pulp back into the juicer.   

 do not operate the appliance before putting in the ingredients. 

 do not use the appliance for more than 30 minutes continuously. 
- May cause a failure due to the motor overheating.
- When using continuously, stop the appliance after 30 minutes and allow at least 5 minutes of rest before 
using it again.

 never insert your finger(s), a fork or knife, or any other object into the juice outlet during operation.
- Inserting extraneous items into the juice outlet (such as fingers or spoons) during operation may cause 
them to get stuck into the spinning brush and cause damage.

 do not press ingredients with anything other than the included pusher.
- May cause damage, injury, and failure.

 do not operate the switch with wet hands. 
- May cause electric shock or fire. Do not get liquids on or near the switch.

 When extracting over 400ml at once, please switch the control lever to HaLf-CLoSed every 400ml 
to help emit the pulp. 
- Keeping on CLOSE increases pressure inside the chamber, preventing the hopper from opening, and/or 
may cause damage.
 
 please only use thawed frozen fruits with the ice cream strainer. do not put in ice cubes or other 
ingredients for grinding.
- May cause damage or failure.
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정회전

역회전

정지상태

작동스위치
정회전

역회전

off(정지)
정지

누름정회전

역회전

작동스위치
정회전

역회전

Pusher

Hopper 
Chute

Side 
Hopper 

Chute

1

3

5

2

4

uSIng tHe produCt : for juicing / Ice cream

note
Make sure that the squeezing screw is completely 
stopped when switching between [on] and [reV].

press the [on] button to start.

place the control lever to the CLoSe
( ) position before operating.

Juice : place the control lever on half-closed
( )  when inserting the last of your ingredients.
Ice cream : Keep the control lever on Close
( )

As long as the pulp in the strainer is properly released, 
the hopper will open easily.

The appliance will slowly come to a stop.

Do not press the ingredients with anything other than  the 
pusher provided.
Please prepare the ingredients into 1 to 2 inch sizes.

When using thawed ingredients with the ice cream strainer, 
some juice may come out through the outlet. This is normal. 

When extracting over 400ml at once, please open the 
control lever (switch to “half-closed”) every 400ml to emit 
the pulp. 

If the appliance does not start, please check that the 
chamber set is correctly assembled.

The chamber cannot be assembled correctly if the control 
lever is not on CLOSE ( ) position.

put ingredients in the hopper chute gradually 
and press with the pusher (if needed).

once extraction is complete, press the [reV] 
button once to stop the machine.

Stop 

[On]
On

[Rev]
Reverse

[On]
On

[Rev]
Reverse

Press
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 The control lever is between the juice outlet and pulp outlet.
 The control lever can help extract the most out of various ingredients. 

[  ] Cleaning Mode

[ ]  Ice cream mode

[ ] preparation/extraction mode

[ ] Completion, Simple Cleaning Mode

uSIng tHe ControL LeVer By Mode

note
If it is hard to open the hopper after operation : Place the control lever to half-closed ( ) and press the 
Reverse button for about 3 seconds. Repeat this for 2 to 3 times and the hopper should open easily.

For most ingredients, the extraction rate is good when you 
close (  ) the control lever during operation. When 
extracting over 400ml at once, please open the control lever 
every 400ml to emit the pulp.

For juicing fruits with small, firm seeds, such as grapes and 
pomegranates, place the control lever on close (  
) and switch to half-closed ( ) position once the juice begins 
to fill the chamber.

Since there is no pulp to be released separately, keep the 
control lever on close (  ).

Place the control lever on the half-closed ( ) position 
when putting in the last of the ingredients and release 
the remaining pulp. The hopper will open easily when 
the pulp  in the strainer is released. 

For Simple Cleaning Mode, place the control lever on 
the half- closed ( ) position and release the pulp.

When detaching and cleaning the chamber, place the control
lever completely on the ( ) position. 
You can easily and conveniently clean the chamber. 
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Apple, pear, melon, watermelon, strawberry, blueberry, orange, grapefruit, lemon, mango, plum, peach, 
cherry, persimmon, pineapple, wheatgrass, parsley, celery, dandelion, carrot, ginger, potato, beet, tomato, 
bell pepper, broccoli, cauliflower, cabbage, kale, spinach, cooked sweet potato and pumpkin, corn

Grapes, pomegranate, blackberry, kiwi

Banana, strawberry and blueberry, etc.

  Ingredients

 Ingredients with seeds

Mixed with milk

uSIng tHe ControL LeVer By IngredIent (Juicing)

1.  Start on  position. 2. When extraction is almost finished, place the 
     control lever on,  Half-Opened position

1. Start on  position. 2. When juice begins to fill chamber, place the 
control lever on the  Half-Opened position.

1. Start on  position.
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[ON]

[REV]

[STOP]

[ON]

note

[REV]

If tHe SqueezIng SCreW StopS durIng operatIon

Caution when using operation button

1

2

note

Press on the [REV] button to push the ingredients 
back upward.
The [REV] button only works while pressing down on 
it, the squeezing screw stops rotating if you release 
the button.

press [reV] button on the operating switch- 
for about 3-5 seconds then stop. repeat this 
2-3 times.

press [on] button to operate after reverse 
operation is completely stopped. 

When switching between the [ON] and [REV] but-
tons, make sure the squeezing screw stops com-
pletely. 

If the above directions do not work, please unplug the 
power cord, disassemble and clean the chamber set, 
and try the above again.

In case of reversing during operation, press [reV] button shortly to stop the 
appliance, then press [reV] button for operation.
From the feature of the product, even though you stop the operation, it doesn’t stop right 
away. It rotates slowly then stops. If the rotation stops completely, you may press the button 
to any direction you want.
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aSSeMBLIng and CLeanIng tHe Squeezer

1. Turn completely off and the remove the plug from the power outlet before cleaning.
2. Remove the cone and serving spout from the body and clean the parts under running water.
3. Rinse or wash all squeezer parts immediately after use. Dried pulp is difficult to clean.

do not WaSH at HIgH teMperatureS of 80℃ or HIgHer. 
do not put tHe appLIanCe and partS In a dISHWaSHer, 
dryer or a MICroWaVe etC.
It may cause a failure or parts deformation.

1

fit the cone onto the spin axis on the 
body.

Mount the serving spout on the body.
Align  the  grooves  on the bottom of  the  
serving  spout with the body bumps.

   assembling the squeezer set on the body

    Cleaning

2

Safety 
sensor

Cone

Safety 
sensor

note
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uSIng tHe Squeezer

Prepare the juice cup under the serving spout.

If you extract an excessive amount of 
ingredients, it may overflow.

Cut the citrus fruit in half. place one of the 
halves onto the cone, flesh-side down, 
and push down gently.

press the [on] button to turn on.

 Remove seeds before extraction, or your juice may contain seeds. 
 If you want clear juice, use the hurom chamber for juicing.
 Please wash all fruit thoroughly before extraction.
 Please use fruit at room temperature, rather than frozen fruit, for greater yield. 
 We recommend you drink your juice immediately after extraction rather than keeping it for a 

long time.

누름정회전

역회전

작동스위치
정회전

역회전

ON Press

    How to use the squeezer

   Cautions

1

2
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Cleaning parts

CLeanIng

01

02

03

04

05

06

07

note

Unplug the power cord of the fully stopped unit 
using dry hands.

Remove the chamber set from the main body. Twist 
the hopper to open and lift out the parts in order to 
disassemble the unit.

Using a cleaning brush, wash the chamber set 
under running water.

Open the control lever ( ) and juice cap to 
wash out the chamber.

Wipe the main body with a damp towel or a soft 
cloth.

The silicone packing can be disassembled and 
washed. (Including juice cap packing, chamber 
packing, silicone brush)

Soak in water diluted with one or two drops of 
baking soda or natural bleach for dishes for about 
30 minutes to sterilize and clean.

1. 

2.

If the chamber is not cleaned immediately after use, residue may dry and stick to the unit. This 
will make disassembling and cleaning difficult as well as lead to performance degradation. 
Please wash the chamber set immediately after use.

Do not wash with hot or boiling water, an iron scrubber, abrasive material, sink solvents, or 
sharp cleaning tools. Do not put it in a dishwasher or dish dryer. After washing, thoroughly and 
naturally dry, and store in a clean area.

When you clean the chamber set, wash the 
residue inside and bottom of the chamber under 
running water.

The chamber packing can't be disassembled. Do 
not disassemble the chamber packing.
If you try to disassemble the chamber packing,
it might be damaged.

Chamber 
packing
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Spinning Brush

    Juice Cap packing

CLeanIng: SILICone partS

1

2

Open the juice cap. hold the chamber and juice cap with 
one hand, and remove the juice cap packing with the other 
hand to disassemble.

Please be careful not to drop or damage the juice cap and 
chamber when disassembling the unit.

remove the silicone brush from the spinning 
brush holder.

using a cleaning brush, wash the inside and 
outside of the spinning brush holder under 
running water.

Pull on the silicone brush outward (as shown in 
the diagram to the left). Please follow the above 
method to prevent damage of spinning brush 
holder and silicone brush.

Wash the silicone brush under running water using 
the same method.

If you push on the mid gear from 
the under-side of the chamber, the 
gear will pop out.

After cleaning the chamber set, 
make sure the mid gear packing is 
in place. 

Place the mid gear back into its ap-
propriate spot inside the chamber 
only after the mid gear packing is 
set in place.

Mid gear and Mid gear packing
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If you need additional assistance or information, please contact your local Customer Service Center or 
visit www.hurom.com. When requesting for service or repairs after purchase, please have the serial 
number or bar code available.

trouBLeSHootIng

1. the main body will not work.
For your safety, this unit only works when it is
correctly assembled with the chamber set.

2. please align the safety sensor.
For your safety, this unit only works when it is cor-
rectly assembled.

4. do not press on ingredients using anything 
other than the pusher in the hopper chute.
It may cause damage, injury, etc.

3. do not insert too many ingredients at once.
If you insert an excessive amount of ingredients or 
ingredients that are too large, the unit may stop.
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5. the appliance does not work. 
Make sure that the power cord is properly plugged in.
Check that the hopper is properly assembled. 
For safety reasons, if the hopper has not been locked into place, the appliance will not operate.
Check if the appliance is assembled according to the directions in the manual. 
Refer to manual for assembly instructions or consult with your Customer Service Center for addi-
tional assistance.

6. the appliance stops during normal operation. 
Make sure you haven’t inserted heavy loads or large pieces of ingredients into the appliance.
Refer to page 17 of the manual and follow the guideline for using the [REV] button.
If the issue is not resolved after following the above process, please contact your local Customer 
Service Center. 

7. the hopper does not open.
there might be a lot of residue (pulp) built up inside.
Put the control lever in half-closed ( ) position, and press [On] button to release residue. Press 
[REV] button for 3-5 seconds then stop. Repeat this process 2 to 3 times.
Have you placed any foreign substances or solid objects (hard seeds such as cherry seeds) in the 
juicer?
Press [REV] button to push the ingredients back up the hopper chute.
do not attempt to open by force. 
Please contact your local Customer Service Center for assistance. 

8. Juice leaks over the body.
Have you inserted a lot of ingredients into the hopper chute?
If the amount of ingredients inserted is too much compared to the amount coming out of the pulp 
outlet, the packing becomes slightly pushed away creating a gap, so the juice leaks out. Do not put 
too many ingredients in by force, but gradually when extracting.

9. there are fine lines or scratch marks around the squeezing screw.
These are completely normal “molding marks” resulting from the manufacturing process. There 
are no problems for use.

10. the chamber shakes when squeezing.
the motor may cause slight shaking.
Depending on the texture of the ingredient, there may be slight shaking as the squeezing screw ro-
tates. This is a normal phenomenon and is not a malfunction. Firm ingredients (e.g. carrot, potato, 
radish, beet, etc.) may cause more shaking than softer ingredients.

11. the chamber shakes when squeezing.
If the control lever is in the  position, the chamber set will not fit onto the body. Before 
assembling the chamber set, make sure that the control lever is in the  position.



 product name

 Supplier  date of purchase

 address

 Model name

 Manufacture’s serial number

 Customer name

4DC010533_V.01

     product Specifications

    Warranty

Manufacture : 
Hurom webpage : www.hurom.com

 product name     

 Model name     

 rated Voltage     

 rated frequency   

 rated power 
   Consumption 

 rpM 

 rated 
   operating Hour

Hurom Slow Juicer

H-AF Series

120 V

60 Hz

150 W

43 rpm

Less than 30 
minutes

 Cord Length     

 Motor

 fuse

 Weight 

 Squeezer Weight

 outward 
   dimension

1.4 m

Single-phase induction 
motor

250 V  8 A

6.5 kg (14.3 lb)

205g

270 mm
180 mm
430 mm

137 mm
191 mm
137 mm

Width
Length
Height

Width
Length
Height

 Squeezer
    dimension

(Chamber set included)
Energy efficiency 
is low at high rated 
power consump-
tion(W). 

1. Important: to better protect your purchase, fill out and mail this form to a local distributor 
where you purchased the appliance and keep the original receipt.

2. this certifies that the Hurom slow juicer is covered under warranty by  to be 
free from defects in material construction and workmanship.
hurom provides warranty for ten (10) years for the motor and two (2) years for other parts from 
the date of purchase by the original purchaser. Coverage is valid only with proof of purchase from 
an Authorized Local Distributor.  (No international warranty available)
This warranty does not apply to damages caused by accident, misuse, abuse, commercial use, alter-
ation, failure to follow operating instructions, or damage caused by parts or service unauthorized 
by . Damages caused by transportation must be claimed with carrier. 
disclaims all responsibilities for consequential damages from incidental losses caused by use of this 
appliance. 

3.  please check the bottom of your Hurom product for a sticker with a barcode. 
 this barcode sticker helps verify a genuine Hurom product and identify the product manufac-
turing date. Hurom’s manufacturer’s warranty does not cover products with missing or dam-
aged barcode stickers. products are to be inspected upon receipt. 

4. for service and assistance with technical difficulty, please contact our local customer care 
center.


