
 

 

HP L1955 Flat Panel Monitor 

 

 
The HP L1955 Flat Panel Monitor is a high-performance 
19-inch flat panel monitor with advanced features and 
legendary HP quality for most-demanding customers. 

Advanced features 
The monitor offers superior clarity with an extra bright 
screen, up to 1000:1 high contrast ratio, superior image 
processing, and 176-degree viewing angles. An  
anti-glare coating and flicker-free TFT image presentation 
help eliminate glare, eyestrain, and fatigue. The 
integrated power supply eliminates bulky "power bricks" 
and improves cable management, making it easier to 
mount the monitor on the wall or on an arm. The monitor 
supports both standard 15-pin D-Sub analog and 
advanced DVI digital interfaces. 

User-friendly features 
A height-adjustable base plus a 90-degree pivot 
capability for portrait or landscape viewing make it easy 
to achieve comfortable eye contact with the screen. 
Direct access keys on the front of the monitor let you 
quickly access the monitor settings or switch video inputs. 
The space-saving, lightweight design includes a "quick 
release" detachable base that simplifies mounting, 
handling, and shipping. The slim profile and small 
footprint take less room and free up more usable desk 
space. A built in USB hub with four ports offers quick 
and easy connection to a variety of peripheral devices. 

Super-thin bezels (13 mm) on the left and right sides of 
the screen let you "tile" several panels together for 
panoramic viewing of large data displays on trading 
floors or other data-intensive environments. 

The new HP Display LiteSaver feature lets you schedule 
Sleep mode at preset times to help protect the display 
against image retention, drastically lower power 
consumption and energy costs, and extend the lifespan 
of the monitor. 

The optional HP Desktop Access Center (sold separately), 
which fits just under the base of the monitor, offers 
integrated microphone/headset jacks, dual-function 
headset for phone/PC support, a MultiBay slot for 
adding an optical drive, and four USB ports for easy 
integration of third-party digital solutions. The HP 
Desktop Access Center provides a communications, 
telephony, and audio hub that helps personalize and 
centralize communication devices, ranging from a PC 
and phone to USB and wireless peripherals, without 
adding clutter to the desktop.  

The optional HP Flat Panel Speaker Bar (sold separately) 
is powered by the monitor and attaches seamlessly to the 
bezel, adding full multimedia support features like dual 
speakers with full sound range and an external jack for 
headphones. 

Quality and reliability 
HP monitors meet the highest levels of quality and 
reliability and are part of a complete, global, optimized 
solution, backed by a world-class service and support 
team. Each model is tested and qualified to assure 
backward and forward compatibility with current or 
planned HP workstations and desktops. 

 

Large-screen CRT replacement for workstation and business 
users. 



 

 

HP L1955 Flat Panel Monitor  
Specifications  

 

Panel type Active matrix TFT (thin film transistor); anti-glare/anti-static coatings 

Viewable image area (diagonal) 19 in (48.26 cm) maximum viewable area 

Viewing angle 176 degrees horizontal/176 degrees vertical (10:1 min. contrast ratio) typical 

Brightness Up to 250 nits (typical) 

Contrast ratio Up to 1000:1 (typical) 

Response rate <16 ms (rise+fall) 

Pixel pitch .294 mm 

Color depth support 16.7 million colors 

Frequency Horizontal: 30 to 82 kHz; Vertical: 56 to 75 Hz 

Self powered USB 2.0 hub One upstream, four downstream ports (cable included) 

Resolutions supported 1280 x 1024 @ 60 Hz (native); all VESA modes up to 1280 x 1024 @ 75 MHz 

Input signal Two connectors: one 15-pin mini D-sub analog VGA; and one DVI-I (VGA analog or digital) 

Video cable VGA to VGA; VGA to DVI, DVI-D to DVI-D 

User controls (on-screen display) Size and positioning, contract, brightness, clock, clock phase, selectable color temperature, input selection, reset, individual 
color contract, full-screen resolution 

Built-in power supply Auto-ranging, 90 to 265 VAC; Internal power supply, 47.5 to 63 Hz 

Power consumption <60 watts maximum, <40 watts typical, <2 watts power saving mode 

Bezel width 13 mm left and right, 14 mm top, and 15 mm bottom 

Dimensions (h × w × d) Without stand: 33.5 x 40.4 x 7.9 cm  (13.2 x 15.9 x 3.1 in) 
With stand: 42.7 (minimum) to 56.6 (maximum) x 40.4 x 21.1 cm (16.8 (minimum) to 22.3 (maximum) x 15.9 x 8.3 in) 

Weight With stand: 7.5 kg (16.5 lb); Without stand: 4.75 (10.5 lb) 

Base features –5° to 35° vertical tilt; ±50° swivel; 90° pivot/landscape rotation; 13 cm (5.1 in) height adjust; detachable "quick release" base 

Temperature Operating 5° to 35°C  (41° to 95° F); Non-operating –20° to 60°C  (-4° to 140° F) 

Humidity Operating: 20% to 80%; Non-operating: 5% to 95% 

Options HP Desktop Access Center—Optional; features integrated microphone/headset jacks, dual function headset for phone/PC 
support, a MultiBay slot for adding an optical drive (sold separately), and four USB ports for easy integration of third-party 
digital solutions; part number DK985A. For more information, refer to the HP Desktop Access Center QuickSpecs. 

 HP Flat Panel Speaker Bar—Optional; powered directly by the monitor, seamlessly attaches to the monitor's bezel to bring full 
multimedia support to select HP flat panel monitors; features dual speakers with full sound range, external jack for headphones. 
Part number PF804AA. For more information, refer to the product's QuickSpecs. 

Certification and compliance Australian ACA approval, Canadian requirements/CSA, CE Marking, China CCC approval, CISPR requirements, Eastern 
European approvals, Energy Star compliant, FCC approval, German Ergonomic (TUV and GS Mark), , ISO 13406-2 compliant 
(Pixel Defect Guidelines), Mexican NOM approval, MPR-II compliant, PC2001 compliant, PC99 certified, S. Korean MIC, 
approval, Taiwan BSMI approval, TCO 03 (emissions, ergonomics, environment), TUV-Ergo, UL Listed, VCCI approvals, 
Microsoft® Windows® certification 

Warranty Limited three years parts, labor, and on-site service, including backlight. Certain restrictions and exclusions might apply. Consult 
HP Customer Service for details. 

 
Note: All specifications are provided by the component manufacturers. Performance specifications represent the highest specification of all HP component 
manufacturers' typical level specifications for performance. Actual performance may vary either higher or lower. 
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