DISPLAY AND CONTROLS OVERVIEW

- The assist level controls will let you adjust the output of the motor from 1-5 using the + and – buttons on the handlebar control. (See photo 5.2)
- The top speed levels are: level 5 = 12 mph, level 4 = 9 mph, level 3 = 7 mph, level 2 = 4 mph, level 1 = 2 mph and level 0 is Off.
- New riders should limit the top speed until you get use to riding the Liberty Trike. With a few days of practice you will feel more comfortable.
- Lowering the assist level will limit the power that the motor produces, the top speed and it will make it harder for you to climb steep hills.

SAFETY FIRST! The Liberty Trike has a very strong motor! You don’t have to use the maximum power level 5, all the time. On the flat ground, turn the power down. Levels 3, 4, and 5 are for climbing up steep hills.

BATTERY LEVEL INDICATOR (See photo 5.1)

- The Liberty Trike LCD will display your battery status.

NOTE: With the lithium battery, the indicator will read high until the battery voltage starts to drop, and then it will drop very quickly.
LCD OVERVIEW

**ODOMETER, TRIP, RIDE TIME, MAX AND AVERAGE SPEEDS** (See photo 6.1)

- The Liberty Trike LCD also features a speed and odometer readout.
- To change the settings for trip, odometer, and ride time, (located at the bottom display area) press the “i” button on the handlebar controls.
- To change the settings for current, max and average speeds, (located at the top display area) press the “i” button on the handlebar controls.
- Turning the system off and then back on again, will reset the max and average speeds, and ride time counters.

**CLEARING THE TRIP DISTANCE**

- Hold + and - for 3 seconds
  - Screen will now display EC-n
- Press + to change to EC-y
- Hold “i” for 3 seconds, to save and close.

**BACKLIGHT FUNCTION** (See photo 6.2)

- Hold the + button down for 3 seconds to increase the backlight. Hold the + button again to return the backlight to normal.