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Product Specification

DMX512 Decoder LED Controller 

     

 

 

Description 
This DMX common controller adopts the advanced micro control unit, receives standard DMX-512 digital 
control signal and transformed it into PWM signal to driving LED With over 30 preprogrammed color 
changing patterns, including gradual changing, screening and jumping, our DMX controller offers a variety 
of display options. As a powerful color managing controller, it will enable you to choose the desired 
pattern and appropriate speed to manage your RGB LED lighting fixtures With 0 to 100 dimming grades, 
you can also control the color and brightness according to your requirements easily, and mix up to 1 
million different colors. The LCD monitor on the controller offers an easy and visible managing method; 
the mounting bracket will enable the operator to easily fix the controller onto any place. Each DMX 
common controller occupied 3 DMX address, adopt coding switch set address.  
 
 
Technical Parameters of RF Wireless RGB LED Controller 
1. Working voltage: DC 12V/24V 

2. Output control: 3 circuits(R/G/B)  

3. Control current: 4A/circuit  

4. Connecting mathod: common anode 

5. Dimension: L164 x W65 x H40mm 

6. Receiving range: 20m 

  

 

How to use 

 

1. DMX address code settings:  

 

Each DMX common controller occupied 3 DMX addresses, adopt coding switch set address, it is a Binary 

numerical code switch which is setting DMX original address code from 1 to 9, 1 is the lowest, and 9 is the 

highest, 511 address codes could be fixed in all. DMX original address code equal aggregate value of the 

coding switch value from 1 to 9, dial the coding switch upwards (ON is setted 1), the value of bit can be 

gotten, on the contrary, the value of bit is 0.  

DMX signal can be received when coding switch FUN(10)-OFF  
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2. Other functions direction for use:  

 

Testing function:  

The tenth bit of coding switch is FUN,  that is a built-in function button. FUN=OFF shows the DMX decoder 

function, DMX signal can be received.  

The default coding switch 1-9 is off: black 

 

Conjunction Diagram 
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Attention

1. Please install the products by professional electrician. 
2. This product is non-waterproof, please put into water-proof tank if the clients want to use it outdoor. 
3. Always be sure to mount this unit in an area that will allow proper ventilation to ensure a fitting temperature. 
4. Please don't install this controller in lightening, intense magnetic and high voltage fields. 
5.Check if the voltage and power adapter suit the controller and LED lights. 
6.Please make sure the wires can sufficiently load the LED lights for avoiding accident. 
7.Please make sure all the wires are connected correctly before switching on the power. 


