
     ITEM NUMBER:             TTC

     SERIAL NUMBER:  ___________________

Transit Tire Carrier
Instructions for Assembly, Testing, Operation, and Servicing

WARNING
READ and UNDERSTAND the Owner’s Manual completely before using this product.
 Assemble, test and use only in accordance with the Owner’s Manual instructions. 
Improper use of this tire carrier could result in serious inury to the operator or nearby  
 persons.

Any Questions, Comments, Problems or Parts Orders
Call Trail Tested Manufacturing 1-831-682-0813
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Unpacking
Before taking/signing for the tire carrier do a quick inspection for damage. Note all 
damage and notify shipper if any. Trail Tested MFG does not cover shipping damage 
under the warranty.
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What’s Included:
All carriers include the following...

- (1) Aluminum Centering Puck
- (2) Aluminum Tube Spacers
- (4) 3/8” Oversized Washers
- (1) 7/8” Washer
- (1) 7/8”-9 Nut
- (2) 3/8”-16x5 Bolt
- (2) 3/8”-16x3/4” Button Head Bolt
- (2) 3/8” Washer
- (4) 3/8”-16 Nylock Nut
- (4) 1/4”-20x3/4” Button Head Bolt
- (4) 1/4”-20 Nylock Nut
- (1) Steel Reinforcement Bracket
- (1) Steel Hand Crank
- (1) Tire Carrier Assembly

If you are missing any components, 
please contact us immediately

via email to sales@trailtestedmfg.com

Assembly Note: We reccomend placing touch-up paint on all exposed edges af-
ter drilling holes. Debur all drilled holes as you go.

Step 1:  Remove Interior Door Panel

1. Remove the interior door panel,
2. Either use a panel removal tool or your 

hands to carefully pry the panel away 
and release the plastic clips. 

3. If any plastic clips remain on the door, 
remove them.



Assembly

3

Step 2: Mark and Drill First Hole
1. You will mark and drill the lower left 

hole first.
2. Mark hole 4.5” up from the plastic 

edge and 3/8” in from the left edge.
3. Center punch hole and drill to 1/4”. We 

reccomend using a smaller pilot bit 
first.

4. Debur edges of hole on inside and 
outside.

Step 3: Bolt Carrier To Door
1. Bolt carrier to door using the hole you 

just drilled with 1/4-20 bolt. The feet with 
2 holes go on the left side of the door 
and the feet with only 1 hole go on the 
right.

2. Have someone hold the carrier level 
and snug bolt. 

3. You can often use the Transit letters as 
a reference when leveling carrier.

4. Mark the hole on the upper right hand 
foot with dry erase marker.

5. Remove carrier.



Assembly
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Step 4: Drill Upper Right Hole
1. Using center punch and pilot bit, drill 

hole on outside of door panel to 3/8”.
2. You will now need to continue this hole 

on the inside of the door panel. We 
reccomend using a square to help you 
mark where the hole should be.

3. The hole should end up centered.
4. Center punch, pilot and drill hole to 

3/8”.

Step 5: Bolt Carrier Onto Door
1. Re-install tire carrier onto door using 

lower left bolt hole.
2. In hole you just drilled place 3/8-16x5” 

bolt from the inside. Use a small 
washer under the bolt head, slide bolt 
through first layer of panel, then use 
extra large washer, aluminum tube 
spacer and another extra large washer 
before placing bolt through last layer of 
door panel.

3. Slide carrier onto bolt and attach using 
3/8x16 nylock nut. Snug but do not ful-
ly tighten, using 9/16” wrench/socket.



Step 7: Install Bolts
 Install 1 bolt on each foot.

Assembly
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Step 6: Drill Remaining Holes
1. Using the tire carrier as a guide, drill the 

remainder of the holes.
2. All holes on the LEFT side of the carrier 

should be drilled to 1/4”.
3. All holes on the Right side of the carrier 

should be drilled to 3/8”.
4. For the lower right hole, drill through the 

second layer of door in the same way you 
did the upper right hole. 

Step 8: Install Reinforcement Bracket
1. Remove the upper bolt in the carrier and 

reinstall with reinforcment bracket. Do not 
tighten yet.

2. Now install the remainder of the bolts and 
tighten.

3. Using bracket as a guide, drill 3/8” holes 
into door panel.

4. Insert 3/8” button head screws and tight-
en.



WARNING
IMPORTANT: We highly recommend checking the hand crank and all hardware occasionally, espe-
cially after installation. Do not exceed the carriers weight rating of 100lbs.

Assembly
Step 9: Install Tire

1. Thread 7/8” nut onto all-thread
2. Thread all-thread into carrier.
3. Using large crescent wrench, tighten nut 

against carrier.
4. Place tire on all-thread
5. Slide aluminum puck onto all-thread, with 

the narrow tapered part up against the 
wheel, followed by large 7/8” washer.

6. Tighten hand crank onto all-thread. You 
may need to slightly lift up on tire as you 
tighten to help it become centered.

7. Tighten hand crank BY HAND ONLY until 
the tire slightly compresses and the crank 
feels snug.

Installation Complete!
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Limited Warranty
Dear Valued Customer:

 The Trail Tested Manufacturing product you just purchased is built with the finest material and crafts-
manship. Use this product properly and enjoy the benefits from its high performance. By purchasing a Trail 
Tested Manufacturing product, you show a desire for quality and durability.

 Like all mechanical equipment this unit requires a due amount of care. Treat this unit like the high qual-
ity piece of machinery it is. Neglect and improper handling may impair its performance. Please thoroughly read 
the instructions and understand the operation before using your product

Limited Warranty
Trail Tested Manufacturing shall warranty any piece of equipment manufactured, or parts of equipment man-
ufactured, to be free from defects in material or workmanship for a period of 1 year from the date of purchase 
by user. This warranty applies to the original purchaser of the equipment and is non transferable. Verification 
of purchase is the responsibility of the buyer. Parts will be replaced or repaired at no charge, except when the 
equipment has failed due to lack of proper maintenance. Any misuse, abuse, alteration or improper installation 
or operations will void warranty. Determining whether a part is to be replaced or repaired is the sole decision of 
Trail Tested Manufacturing.

NOTE: Some services performed by parties other than Trail Tested Manufacturing may void warranty.

This warranty covers parts only. It will not provide for replacement of complete products due to de-
fective parts. Components not manufactured by Trail Tested Manufacturing are guaranteed by their 

manufacturer and can be serviced at factory-authorized locations near you. Any costs incurred due to 
replacement or repair of items outside of a Trail Tested Manufacturing approved facility is the respon-
sibility of the buyer and not covered under warranty. Trail Tested Manufacturing can supply you with 

the service center location in your area.

This warranty specifically excludes the following; failure of parts due to damage caused by accident, fire, flood, 
windstorm, acts of God, applications not approved by Trail Tested Manufacturing in writing, corrosion caused 
by chemicals, use of replacement parts which do not conform to manufacturer’s specifications, and damage 
caused by vandalism. Additional exclusions: loss of running time, inconvenience, loss of income, or loss of use, 
including any implied warranty of merchantability of fitness for a specific use.

Warranty does not cover items subject to normal wear such as tires, receptacles or any part subject to direct 
physical contact by the public. This warranty does not cover any personal injury or damage to surrounding prop-
erty caused by failure of any part.

This warranty is in lieu of any other warranty expressed or implied and Trail Tested Manufacturing assumes no 
other responsibility or liability outside that expressed within this warranty.

Please fill in the following information and have it on hand when you call in a warranty claim.

Customer Number: ______________________________________________________________

Date of Purchase: _______________________________________________________________

Trail Tested MFG Serial Number: __________________________________________________

Item Number: __________________________________________________________________ 7
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Manufactured by Trail Tested Manufacturing
510 Hunter Pl

Paso Robles, CA 93446

www.trailtestedmfg.com

(831) 682-0813


