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Install the battery

Snap the battery in the battery cavity in the center of the bottom body. The battery wires 
should face toward the back of the body.

Locate the four extension wires. Plug them into the board connectors 1, 2, 3 and 4.

Bottom body (Printed) Battery
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02 Plug the wires into the board

Extension wires (4) Board
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03 Install the board

Place the board on the indents of the designated area located on the top body. Face the 
side of the board with the connectors down toward the inside of the body. The wire 
connectors should be facing toward the back of the body. Use the four screws to secure 
the board in place.

Route the wires to the corresponding corners. Tuck the wires into the arms of the top 
body. Pull the end of the wires out through the top of each corner.

Top body (printed) Board Screws
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04 Route the wires

Extension wires (4)
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05 Join the body

Connect the battery and the board. Pull the wire slack through the cutout in the bottom 
body. Join the top and bottom body. Snap on the four body clips to each of the corners in 
order to hold the top and bottom bodies together. 

Connect motors A (black/white wires) to the extension wires 2 and 3. Connect motors B
(red/blue wires) to the extension wires 1 and 4. Press the motors in from the top down, 
with the gear facing down. Stop when the motor is �ush with the top of the body.

Body clips (4)
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06 Install the motors

Motors A and B (2 each)
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Once paired you’ll see a percentage on the screen. Stay within the 50 meter remote 
control range and review the pre-�ight checklist included in the packaging before you take 
o�.

On the drone, turn the board’s power switch on and plug in the battery.
With the controller powered o�, make sure the throttle changing buttons left and right are both in 
the down position. Hold the left stick all the way down.
Turn the controller on. You will hear a beep and see the red LED blinking if the controller is not 
paired.
Press the stick mode switch until you see STICK MOD 2 on the screen. (This changes which stick 
controls altitude and which controls steering). Mod 2 will set the right stick to roll/pitch and the left 
stick to yaw/throttle, which is the most commonly used con�guration.
Move the left stick all the way up and then all the way down again. You will hear a
second beep.
Move the left stick halfway up and then all the way down again. You will see the LED light stop 
blinking and remain on. This indicates that the controller was successfully paired.

1.
2. 

3. 

4.

5. 

6.

Before you �y, you must pair your controller with the drone’s board.

CONTROLLER PAIRING
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07 Install the propellers

Refer to the diagram for correct placement of propellers A and B. You’ll �nd the A and B 
labels on the underside of the propellers. 

Slide one bushing onto the gear shaft. Push the gear shaft up through the bottom of the 
corner of the drone body. Slide a second bushing over the gear shaft. Attach the propeller 
to the top of the gear shaft, aligning the holes. Screw the propeller to the drive gear shaft. 
Repeat for all four corners. 

Propellers A and B (2 each) Propeller gears (4) Screws (4) Bushings (4)
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