
TOP  MOUNT - INSTALLATION INSTRUCTIONS
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Many people are used to molded wood seats and think plastic is bad, but for harsh 
environments such as bathrooms, high-quality polypropylene (plastic) is superior for several 
reasons. Polypropylene is non-porous and will not absorb moisture or germs. Polypropylene 
is extremely durable, chemical and stain resistant, and lasts longer than wood. For these 
reasons, public restrooms always specify plastic seats. Bath Royale® toilet seats are made of 
100% virgin (not recycled) polypropylene which is stronger than wood, yet flexible, smooth 
and comfortable. Our seats are a solid color throughout and will not chip, peel or fade.  



®

                        Simply tap the seat (or 
cover) forward and it will close quietly 
and softly by itself.

One-Touch Lift & Clean: Makes 
thorough cleaning  fast and easy. 
Eliminates hidden areas that collect 
waste and odor-causing germs.
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Ribbed Plastic Insert

Stainless Steel lock washer

“Right” and “Left” mounting bases with stainless steel posts
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2. Insert hardware assembly into seat
mounting holes on toilet.

3. Using screw driver, turn screws several 
times to engage anchors.

NOTE: Do not completely tighten. (Mounting 
bases must be able to rotate in order to 
adjust seat.)
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IMPORTANT: For most toilets, rotate bases 

so mounting posts are closest to the center 

of the bowl. 

1.Remove old toilet seat ( if necessary).
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5. Close seat and cover. Tap forward and let the seat and 
cover close by themselves. 

Tighten screws. When tightening the screws...
A) Be sure seat does not move.
B) Confirm the clear rubber gaskets are in proper posi-
tion.
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4. Attach seat. While holding seat, move mounting bases to align posts with the
 holes in the back of the seat. (NOTE: It may be necessary to loosen the screws.) 
Once aligned, carefully lower the seat (holes) onto the mounting posts. (you may 
hear a “click”).  

6. Adjust seat. With seat closed (horizontal position), adjust it by moving bases,

clear gaskets and seat together. 

Tip: We recommend installing the seat slightly overhanging the front of the bowl. 

That way, users can lift the seat without touching the toilet bowl.

NOTE: If screw heads are not accessible,  carefully remove the seat (steps 7-8) to 
access the screw heads. (see next page)

NOTE: If posts are not perfectly aligned and inserted at 
the same time, one post may “lock” into place. If this 
happens, don’t try to unlock or remove the seat. Instead, 
move the base(s) so the second post can be inserted.
NOTE: The quick release button works much better if 
both posts are inserted and locked into place.
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7. With seat closed (horizontal position), press

and release the quick-release button (should 

hear a “click” and the button should remain 

depressed).

9. Finish tightening or double-check the

tightness of the screws.

NOTE: Be sure mounting bases do not move.  

If base plates move, repeat steps 4-7.

8. With seat open (vertical position), lift

the seat  straight up with one hand. 

NOTE: You will hear  “click” as the seat 

slips off the posts very easily.
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10. Place decorative caps on base plates.

Bonus: There is an extra pair of decorative 

caps included. Choose chrome or white to 

match the colors and finishes in your bath-

room.

TIP:  Stainless steel caps that match 

Brushed Nickel or Satin Nickel finishes are 

sold separately and available at 

www.bathroyale.com or (704)-589-1009.

11. Replace Seat: Align holes with mounting

posts and carefully lower seat back into place (a

 “click” will be heard as the button pops out and 

seat locks into place).

NOTE:  Do not push hard or force seat onto posts.

(If difficult, re-check alignment of posts and holes.)

CONGRATULATIONS, YOU ARE FINISHED!

TIP: Practice removing seat (steps 7-8) and  replacing seat (step 11).
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1. Clean seat with a soft cloth, mild hand soap and water.  (Anti-bacterial hand soap or 

dish soap can be used to fight germs.)

2. Dry with a soft cloth.

- Do not use bleach, chlorine, solvents, acid, concentrated cleaners, 

disinfectants, scouring powders or aerosol products.

- Do not spray or saturate mounting bases or decorative caps.  

- Do not use brushes or abrasives.

Rev. 08262016


