
Tools Required:

Phillips Head Screwdriver

Model: 
BR631B (elongated)

Toliet Seat — Installation Instructions
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Congratulations on buying one of the best seats available!
BEFORE YOU START, please review these tips:

1. Installation is not diffcult, but it is VERY DIFFERENT from other seats. Please follow these 
directions step by step. NOTE: Bath Royale seats are not compatible with bidets that install 
between the seat and toilet bowl.

2. Check package and confirm that you have all parts listed on page 2. (If parts are missing,
we are happy to send replacements at no charge.)

3. DO NOT try to assemble or attach parts to the seat. Mounting bases must be installed on 
the toilet first, BEFORE trying to attach seat.

4. 

For seat to fit properly, mounting bases must be rotated so the posts FACE  THE FRONT
of the toilet, NOT the tank (see diagram below).

5. 

DO NOT WORRY if the holes in your seat do not match (or align with) the holes in you 
toilet. (They’re not supposed to.) 

6. 

Slow-close DOES NOT WORK until seat is completely installed on the toile  t.
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Missing Parts? Please do not return your seat. Call (704) 589-1009 or email 
info@bathroyale.com and we will immediately send parts at no charge. 

IMPORTANT: Be sure to use all parts.

Mounting bases with stainless steel posts.

           : Some 1-piece toilets or toilet bowls with flat sides (concealed trap 
way) require "Top-mount" hardware. Top-mount hardware is sold separately
at Amazon.com (search "B0759WR3F9") or www.bathroyale.com.

NOTE

Stainless Steel washer

Clear Rubber Gasket
(pre-installed in bottom of mounting base)
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3. Do Not Completely Tighten Nuts:
(Mounting bases must rotate freely so the seat 
can be adjusted.)

1. Remove old toilet seat (if necessary).

2. Assemble parts on bowl.
A) Insert the

into the
B) Insert screws through mounting base,

metal washers, clear rubber gasket and
clear plasic ribbed insert. (Raised sec-
tions of clear rubber gaskets fit inside
cavities under the mounting bases.)

C) Check proper order of washers. Black
rubber washer goes on first, then white
washer and finally, the white nut.

IMPORTANT: Posts must be 5-1/2 inches apart 
for seat to be installed. Rotate bases so moun- 
ting posts are forward (closest to front of the bowl, not tank). 

Mounting surface must be level. 

Use mounting template (if included) to properly space mounting posts.

5-1/2 in.
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4. Attach seat. Remove mounting template. Hold seat over mounting posts and
align posts with the holes in the back of the seat. Once aligned, carefully lower the 
seat (holes) onto the mounting posts. NOTE: Seat must be leaning slightly forward, 
(85 degrees vs 90 degrees, almost vertical/straight up and down), for posts to insert 
correctly.

5. Close seat and cover. Tap forward and let the seat
and cover close by themselves. 

NOTE: If screw heads are not accessible, hand-tighten
the nuts, then carefully remove the seat (step 7) to 
access the screw heads. (see next page)

6. Adjust seat. With the cover closed, adjust seat by the moving bases, clear gaskets
and seat together. (Loosen screws further, if necessary.)
Tip: If possible,we suggest installing the seat slightly overhanging the front of the bowl. 
That way, users can lift it without touching the toilet bowl.  

Tighten screws. When tightening the screws...
A) Be sure seat does not move.
B) Confirm the clear rubber gaskets are in proper

position.
C) It may be necessary to hold the nuts to comp-
    letely tighten the screws.
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7. b) With seat almost vertical (open 85
degrees), lift straight up with one hand. 

NOTE: For seat to detach, it must be open
85±5 degrees.

7. a) Carefully open the seat (Hinges will pivot and you will feel some 
resistance. This is normal and the seat should remain connected to 
the posts.)

8. Finish tightening or double-check the

tightness of the screws. NOTE：

a) Be sure the mounting bases do not move.

b) It may be necessary to hold the nuts to

      completely tighten. 

c) If bases move, repeat steps 4-7.
8
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CONGRATULATIONS, YOU ARE FINISHED!

TIP: 

9. Place decorative caps on mounting bases.



                     Please call (704) 589-1009 (7 days/week) or visit our website   
at www.bathroyale.com 

—Thank you for your purchase! If you are not 

a 30-day, no-hassle return policy). Our standard 2-year warranty is one of 

the best in the industry and covers defects in materials and workmanship.   

Rev. 11132017 

Bath Royale® by Marcobelle Company

18630 Hammock Lane, Davidson, NC  28036

www.bathroyale.com 

© All Rights Reserved

Care & Cleaning

Your Bath Royale toilet seat is made from 100% pure (not recycled) polypropylene 

but abrasives and hard objects (tools, belt buckles, keys, jewelry, etc.) can scratch 
or dull the surface.

IMPORTANT:

CAUTION:

- Do not use solvents, acid or concentrated cleaners.

- Do not use brushes or abrasives (Comet, Soft Scrub, etc.) which may
scratch the surface.

- Do not spray or saturate the mounting bases because some solutions 
can be absorbed beneath, causing the bases to move and the seat to slip.
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2-Year Limited Warranty




