
Up to 40
Up to 150’ (50m)

3.7V 250mAh LiPo

30 Minutes
1.7 oz. (49g)

Power LED

Nose Cone

Parachute Compartment 

Launch Button

Weighted Propeller

Launch Pad

Charging Port

Launch Pad

Missile USB Charging Cable

Instruction Manual

Motor Run Time

Flights Per Charge
Flying Height
Internal Battery
Charge Time
Missile Weight

Missile Height 9” (228mm)

1. Connect the included USB charger to the charge port on the Spinner Missile X and a USB power 
source, such as a laptop. The indicator light on the USB charger will be red during charging and 
turn o� when the battery is fully charged. Charge time is about 30 minutes.

2. Disconnect the USB charger when the battery is fully charged. Do not attempt to over charge!

CAUTION:
Use only the included USB 
charger to charge the 
Spinner Missile X battery. 
Other chargers may damage
the product!

1 Press = 4 Sec
2 Press = 8 Sec

Speci�cations

Package Contents:

Charging Instructions:
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Flying the Spinner Missile X

Replacing Damaged Propellers

1. Turn the On/O� switch to On and the red status LED will light up, the rocket is now ready 
     for �ight.
2. Place the Spinner Missile X on the launch pad. Press the launch button and the rocket will 
    power up after approximately 3 seconds. With one press, the �ight will last about 
    4 seconds before the parachute opens. For the rocket to reach its highest altitude 
    (8 second �ight time), press the launch button twice in quick succession.
NOTE: There is a 3 second delay from the time that the launch button is pressed and the Spinner
Missile X begins its launch. This allows time to walk a safe distance away from the missile. 

Loading the Parachute

1. Check for any entanglement of the parachute chords, untangle if necessary.
2. Fold the bottom of the parachute over so it touches the base of the nose cone.
3. Push the release piston down, then carefully insert the parachute chords and folded 
    parachute into the compartment.
4. Push the nose cone down onto the compartment. Check that none of the parachute fabric
    is stuck between the nose cone and the parachute compartment.

The Spinner Missile X features a parachute to reduce the impact during landings. Loading the
parachute correctly will reduce the possibility of a malfunctioning parachute.

To replace a damaged propeller, remove the screw holding it in place and slide the propeller 
away from the rocket and o� the shaft. Slide the new propeller into position and reinstall the 
screw. If you are not able to remove the old propeller by hand, use pliers to assist.

Warning: 
To avoid injury and damage, check the propeller 
regularly for nicks and breaks and make sure it is 
securely attached before and after each �ight.

Use only the propeller intended for this product
Part# RGR4138.

Do not alter, repair, modify or customize the propellers

Make sure that the lines or 
chute are not pinched by 
the nose cone. 

Make sure that the lines are
not twisted or tangled.



The Spinner Missile X includes an internal Lithium battery.
Do not dispose of the Spinner Missile X with battery in a �re.
Never place or store this product in a hot location.
Keep the product in dry and cool environment at all times.
Use only the included USB cable to charge the Spinner Missile X
Charge the battery per instructions in this manual only.
Do not damage or puncture the Lithium battery.
Turn the power switch to O� when the product is not in use.
Charge the Lithium battery every 6 months for maximum service life.

See your local hobby shop or place of purchase �rst. If unavailable, parts can be ordered
directly at www.ragerc.com or call 1-800-622-7223 M-F 9:00-5:00PM Mountain Time

                     Item number  Description
 RGR4131  Spinner Missile X Electric Free-Flight Rocket
 RGR4137  500mA USB Charger; Spinner Missile X
 RGR4138  Propeller; Spinner Missile X 
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NOTE: When �ying your Spinner 
Missile X look for a location that 
is free of trees or other obstructions
that the missile might get caught 
on when landing. Try to �nd soft 
landing spots  like grass whenever
possible. 
Before launching, observe the wind 
direction. The Spinner Missile X will
drift downwind during its descent. 
Check that there are no obstructions
in the downwind direction.
If any repairs to the foam are necessary,
use a sutiable foam-safe CA adhesive (Super Glue).

Lithium Battery Warning

Replacement Parts
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