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Figure 49

Check Valve, Threaded Ends

Size Range:
5 through 2 inches

Design Features:

« Integral Seat
- Y Pattern

« MSS SP-42

« ASME B16.34

Dimensions and Weights

Dimensions (inches)

Valve Size Weight (Ibs) A B
% 0.7 1.56 18
% 11 315 2.0
1 15 354 24
1% 31 4.77 3.)
] 46 551 37

Please refer to page 28 for Pressure-Temperature Ratings.

Materials of Construction

1 Body ASTM A351 CF8M
2 (Cap ASTM A351 CF8M
3 Disc ASTM A351 CF8M
4 Hinge Arm ASTM A351 CF8M
5 Hinge Pin 31655

6 Disc Nut 31655

7 Disc Washer 31655

8 Plug 31655

9 Seal PTFE

10 Gasket PTFE

Crane ChemPharma & Energy

Fig. 49
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Figure 370 Dimensions and Weights
Check Valve, Threaded Ends Dimensions (inches)
Valve Size Weight (Ibs) A B (open) *
. % 35 335 24 38
Flg ure 374 % 37 374 28 50
Check Valve, Socket Weld Ends 1 55 453 31 50
1% 86 49 41 50
) 103 591 46 62

Size Range:

. * For Figure 374 only - socket weld depth
5 through 2 inches

Please refer to page 28 for Pressure-Temperature Ratings.

Design Features:
« Integral Seat

« Recessed Retained Gasket Industry Standards
+ MS5 §P-42 ot secor T
all Section .
* ASMEB16.34 Socket Weld Ends ASMEB16.11
End-to-End Manufacturer's Standard
Pressure Temp. Ratings ASME B16.34
Testing API 598

Materials of Construction

1 Body ASTM A351 CF3M
) Cover ASTM A351 CF8M
3 Disc ASTM A351 CF8M
4 Hinge Arm ASTM A351 CF8M
5 Hinge Pin ASTM A276 1316
6 Disc Washer ASTM A276 1316
7 Disc Nut ASTM A194 GR 8M
8 Plug ASTM A276 1316
9 Gasket PTFE

10 Plug Seal PTFE

1 Cover Bolt ASTM A193 GR B8
12 Cover Bolt Nut ASTM A194 GR 8
13 1D Tag ASTM A276 1304
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Figure 377 Dimensions and Weights

Check Valve, Raised Face, Flanged Ends Dimensions (inches)
Valve Size Weight (Ibs) L H

Size Range: 1 42 425 26

% 56 161 28

> through 12 inches 1 34 500 50

1% 13.5 6.50 38

Design Features: . 24 500 =

1% 507 8.50 6.

- Integral Seat 3 573 9,50 6.5

« Recessed Retained Gasket 4 99.2 1150 86

« MSS SP-42 5 N/A 13.00 138

.« ASME B16.34 6 1720 14.00 16.0

8 2999 19.50 183

10 719 24.50 212

12 7078 27,50 190

Please refer to page 28 for Pressure-Temperature Ratings.

Industry Standards

End Flanges ASMEB16.5

Wall Section ASMEB16.34
Face-to-Face ASMEB16.10
Pressure-Temp Ratings ASMEB16.34
Testing API598

Materials of Construction

1 Body ASTM A351 CF8M
) bisc ASTM A351 CF8M
3 Hinge ASTM A276 316
@7 4 ASTM A194 GR &M
® 5 Pin ASTM A276 316
6 Hinge ASTM A351 CFaM
®, 7 Hinge Pin ASTM A276 316
D AN N - 8 [Yoke ASTM A351 CFaM
i w— —_ 7 _ 9 Spring Gasket ASTM A276 316
= [ 10 [Bolt ASTM A193 GR B8
L === 1 [Gasket PIFE
' 1 [ NamePlate ASTM A276 304
/ 3 |Bonnet ASTMA3ST CF8M
14 [Bolt ASTM A193 GR B8
- - F - — 15 [Nt ASTM A194 GR 8

RIAAIAAAY
|

L
Fig. 377
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Figure 2370 Dimensions and Weights

Check Valve, Threaded Ends Dimensions (inches)
Valve Size Weight (Ibs) A B

: % 4 33 33

Flgure 2374 % 42 3.3 33

Check Valve, Socket Weld Ends 1 58 413 34

1% 101 492 39

) 131 531 41

Size Range:
5 through 2 inches

Please refer to page 28 for Pressure-Temperature Ratings.

Design Features:

+ Integral Seat Industry Standards
- Recessed Retained Gasket C&gﬁg’;ﬁa:; ﬁmiglﬁzgi
| 3
» MSS 5P-42 Socket Weld Ends ASMEB16.11
- ASME B16.34 End-to-End Manufacturer's Standard
Pressure Temp. Ratings ASME B16.34
Testing API598

Materials of Construction

1 Body ASTM A351 (F3M
2 Cover ASTM A351 (F8M
3 Disc ASTM A351 (F8M
4 Hinge Arm ASTM A351 CF8M
6 e 5 Hinge Pin ASTM A276 1316
0 Disc Washer ASTM A276 1316
7 Disc Nut ASTM A194 GR 8M
8 Gasket PTFE
y m AR 9 Cover Bolt ASTM AT93 GR B8
: 10 Cover Bolt Nut ASTM A194 GR 8
11 ID Tag ASTM A276 T304

A
Fig. 2370
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Figure 2377 Dimensions and Weights
Check Valve, Raised Face, Flanged Ends Dimensions (inches)
Valve Size Weight (Ibs) A B
Size Range: Vs 85 6.00 34
% 1 700 36
. )
Y52 through 12 inches ] 165 350 m
1% 278 950 6.
Design Features: 2 344 10,50 68
. Integral Seat 2% 816 1150 89
) 3 92.6 12,50 138
« Recessed Retained Gasket T e 00 60
+ MSS SP-42 6 734 1750 183
- ASME B16.34 [ 4895 2100 2.2
10 643.9 2450 140
12 979.0 28.00 155

Please refer to page 28 for Pressure-Temperature Ratings.

Industry Standards
End Flanges ASMEB16.5
Wall Section ASMEB16.34

_ Face-to-Face ASMEB16.10
Pressure-Temp. Ratings ASMEB16.34
Testing API 598

B
Materials of Construction
1 Body ASTM A351 CF8M
2 Cover ASTM A351 CF8M
3 Disc ASTM A351 CF8M
4 Hinge Arm ASTM A351 CF8M
5 Hinge Pin ASTMA276 1316
6 Disc Washer ASTMA276 1316
7 Disc Nut ASTM A194 GR 8M
8 Gasket PTFE
9 Cover Bolt ASTM A193 GR B8
10 Cover Bolt Nut ASTMA194 GR 8

A 11 D Tag ASTM A276 1304
Fig. 2377
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Figure 4370 Dimensions and Weights

Check Valve, Threaded Ends Dimensions (inches)
Valve Size Weight (Ibs) A B

: % 4 3.3 33

Flg ure 4374 % 4 3.3 33

Check Valve, Socket Weld Ends 1 58 413 34

1% 101 492 39

) 13 531 4

Size Range:
5 through 2 inches

Please refer to page 28 for Pressure-Temperature Ratings.

Design Features:

Industry Standards
« Integral Seat . Y
- Recessed Retained Gasket W;Iel Tg:’(ias: ﬁzmg El;gl
| 8
+ MS5 5p-42 Socket Weld Fnds ASME B16.11
+ ASME B16.34 Fnd-to-Fnd Manufacturer's Standard
Pressure Temp. Ratings ASMEB16.34
Testing API 598
Materials of Construction
1 Body ASTM A351 CF3M
6 2 Cover ASTM A351 CF8M
3 Disc ASTM A351 CF8M
4 Hinge Arm ASTM A351 CF8M
_ S 5 Hinge Pin ASTM A276 1316
| 6 Disc Washer ASTM A276 1316
| | | 7 Disc Nut ASTM A194 GR 8M
| ] 8 Gasket PTFE
— . F\@ 9| CoverBolt ASTM AT93 GRBS
| | 10 Cover Bolt Nut ASTM A194 GR 8
| 1 ID Tag ASTM A276 T304
B
5
|
0)
|
|
3 6 7 1
A
Fig. 4370
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Figure 4377 Dimensions and Weights

Check Valve, Raised Face, Flanged Ends Dimensions (inches)
Valve Size Weight (Ibs) L H

Size Range: 2% 108.0 13.00 79

, 3 135 14.00 90

2V5 through 12 inches 4 71 700 8

6 4498 22.00 147

Design Features: 8 7541 26.00 177

10 13759 31.00 180

- Integral Seat ) 71 3300 20

« Ring Type Joint Bonnet Gasket
« MSS SP-42
- ASME B16.34

Please refer to page 28 for Pressure-Temperature Ratings.

Industry Standards

End Flanges ASMEB16.5

Wall Section ASMEB16.34
Face-to-Face ASMEB16.10
Pressure-Temp. Ratings ASMEB16.34
Testing API598

Materials of Construction

1 Body ASTM A351 CF8M
2 Disc ASTM A351 CF8M
3 Hinge ASTM A276 T304/316
4 Nut ASTM A193 GR BSM
5 Pin ASTM A276 T304/316
6 Hinge ASTM A351 CF8M
@ 7 Hinge Pin ASTM A276 T304/316
8 Yoke ASTM A351 CF8M
9 Spring Gasket ASTM A276 T304/316
14 0 |Bolt ASTM AT93 GR B3M
@ N 1 Ring Type Joint Gasket ASTM A276 T304/316
o 12 Bonnet ASTM A351 CF3M
12 i - 13 D Tag ASTM A276 T304
5}) 14 Bolt ASTM A193 GR BSM
pasd 15 Nut ASTM A194 GR 8
] 16 Bolt Steel

]

AV

R

L

u

Fig. 4377
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