L)

C.SHEET

" r,y " = Bas
R — -
4 1 & =N

5 v
VALVE SPE

TWO-PIECE 600 PSI FULL PORT
THREADE BALL VALVE

FORGED BRASS BODY
FLOATING BALL

600 WOG, 150 SWP

BLOW-OUT PROOF STEM
THREADS CONFORMS TO
ANSI B1.20.1, BS21, DN 259/2999

Cap

FORGED BRASS

1 3
2 Seat PTFE :
3 Ball BRASS, CHROME PLATED - "
4 Body FORGED BRASS -
5 Stem FORGED BRASS . ;
6 Washer PTFE ‘
i Packing PTFE o] 1 | UL A
8 Packing PTFE
9 Gland Nut BRASS ' '
10 Handle STEEL, ZINC PLATED
11 Retainer STEEL, ZINC PLATED chi 3/ il i
12 Stem Nut STEEL, ZINC PLATED £
PRESSURE TEMPERATURE RATING
PAR # - 1000
BFT-600-1/4 1/4" | 2.75 | 3.26 | 1.50 T
BFT-600-3/8 3/8" | 2.75 | 3.26 | 1.50 a. 800
BFT-600-1/2 1/2" | 3.37 | 3.26 | 1.46 w
BFT-600-3/4 | 3/4" | 3.63 | 3.45 | 1.93 E 600
BFT-600-1 1" | 497 | 4.88 | 2.10 a
BFT-600-11/4 [1-1/4"| 5.71 | 5.00 | 2.33 O 400
BFT-600-11/2 [1-1/2"| 5.62 | 5.00 | 2.52 w
BFT-600-2 2" | 7.34 [ 6.90 | 2.96 [+4 200
BFT-600-2H 2"HD| 8.25 | 7.80 | 3.50 = \
BFT-600-21/2 [2-1/2"| 7.74 | 7.87 | 3.94
BFT-600-3 3" | 9.00 | 7.87 | 4.37 0 100 200 300 400 500




