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THREADED
ANST B1.20.1 (TAPER)

Materials of Construction

CRANE

No. | Description Material ASTM Spec.
1 | Body Bronze B-62 C83600
2 | Bonnet Bronze B-62 C83600
3 | Stem Copper Silicon Bronze B-371 69400
4 | Disc Bronze B-62 £83600
5 | Packing Ring | Graphite (Asbestos Free)
6 |[Gland Brass BSEN12164 CW614N
7 | Packing Nut Brass BSEN12164 CW614N
8 | Handwheel Malleable Iron A-197 F22000
9 |ID Plate Aluminum
10 | Handwheel Nut | Brass BSEN12164 CW614N
See page 8 for Pressure-Temperature Ratings.
Industry Standards

MSS SP-80, Type 2

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)

Valve
Size

Dimensions

Wt.

B C

A

Vi

4.96 | 1.75

181 0.7

(126) | (45)

(46) | (0.32)

%

4.96 | 1.75

181 0.7

(126) | (45)

(46) | (0.31)

Y5

5.07 | 2.06

198 | 1.0

(129) | (52)

(51) | (0.46)

%

6.25 | 2.56

214 | 1.6

(159) | (65)

(55) | (0.72)

7.44 | 2.75

246 | 2.4

(189) | (70)

(63) [(1.10)

1%

8.62 | 3.06

2.77 | 3.3

(219) | (78)

(71) | (1.50)

1%

9.68 | 3.62

2.85 | 4.9

(246) | (92)

(73) | (2.25)

11.85 | 3.62

3.25 | 7.0

(301) | (92)

(83) | (3.20)

2%

14.53 | 5.28

4.25 | 12.8

(369) | (134)

(108) | (5.80)

16.39 | 5.28

4.59 | 18.8

(416) | (134)

(117) | (8.52)
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Materials of Construction

Glass Fiber Nitrile Filled

No. | Description Material ASTM Spec.
1 |Body Bronze B-62 83600
2 | Bonnet - Union | Bronze B-62 C83600
3 |Stem Copper Silicon Bronze B-371 C69400
4 | Disc Bronze B-62 C83600
5 |Gland Brass BSEN12164 CW614N
6 | Packing Nut Bronze B-62 C83600
7 | Union Ring Bronze B-62 C83600
8 | Packing Ring Graphite (Asbestos Free) | WRAS Listed & Approved
i (14" - 2") Brass BSEN12164 CW614N
10| Packing Nut - 5 o 3 Bronze B-62 C83600
11 | Handwheel Malleable Iron A-197 F22000
BS970605M36 T
12 | Bonnet Stud Phosphated Steel & BS3189
13 | Bonnet Nut Phosphated Steel BS4190 & BS3189
14| Gasket** (212 - 3" only) Synthetic | . orcil cas00

** Not Shown
See page 8 for Pressure-Temperature Ratings.

Industry Standards

ANSI BL20.1 (TAPER)

MSS SP-80, Type 2

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size c A B wi.
" 4.96 1.75 1.81 0.7
(126) | (45) (46) | (0.32)
% 4.96 1.75 1.81 0.7
(126) | (45) (46) | (0.31)
" 5.07 | 2.06 1.98 1.0
(129) | (52) (51) | (0.46)
9 6.25 256 | 2.14 1.6
(159) | (65) (55) | (0.72)
] 744 | 2.75 2.46 2.4
(189) | (70) (63) | (1.10)
) 862 | 3.06 | 2.77 3.3
(219) | (78) (71) | (1.50)
1 9.68 | 3.62 2.85 4.9
(246) | (92) (73) | (2.25)
» 11.85 | 3.62 3.25 7.0
(301) | (92) (83) | (3.20)
21 1453 | 5.28 | 4.25 12.8
(369) | (134) | (108) | (5.80)
3 16.39 | 5.28 | 4.59 18.8
(416) | (134) | (117) | (8.52)

* 2 ¥%"and 3" have Bolted Bonnet

www.craneenergy.com
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Materials of Construction

No. | Description Material ASTM Spec.

1 | Body Bronze B-62 83600

2 | Bonnet Bronze B-62 £83600

3 | Stem Brass B-371 69400

4 | Disc Bronze B-62 C83600

6 | Stuffing Box Brass B-371 69400

8 | Packing Ring | Graphite (Ashestos Free)

9 | Gland Brass BSEN12164 CW614N
10 | Packing Nut Brass BSEN12164 CW614N
11 | Handwheel Malleable Iron A-197 F22000

12 | ID Plate Aluminum

13 | Handwheel Nut | Brass BSEN12164 CW614N

See page 8 for Pressure-Temperature Ratings.
Industry Standards

MSS SP-80, Type 1

ANSI BL20.1 CTAPER)

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)

Valve
Size

Dimensions

C A

B Wt.

295 | 1.75

181 | 0.6

(75) | (45)

(46) |(0.27)

2.95 | 1.75

181 | 0.6

(75) | (45)

(46) |(0.26)

3.23 | 2.06

1.98 | 0.8

(82) | (52)

(51) |(0.35)

3.74 | 2.56

214 | 1.2

(95) | (65)

(55) | (0.55)

4.64 | 2.75

246 | 1.8

(118) | (70)

(63) | (0.84)

1%

5.67 | 3.06

277 | 2.6

(144) | (79)

(71) 1(1.18)

1%

6.53 | 3.62

2.85 | 3.6

(166) | (92)

(73) | (1.66)

7.48 | 4.06

3.25 | 5.6

(190) | (103)

(83) |(2.55)

2%

9.26 | 5.28

4.25 | 124

(235) | (134)

(108) | (5.62)

9.89 | 5.28

459 | 174

(251) | (134)

(117) | (7.89)

1
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Materials of Construction

No. | Description Material ASTM Spec.
1 | Body Bronze B-62 C83600
2 | Bonnet Bronze B-62 C83600
3 | Stem Copper Silicon Bronze B-371 C69400
4 | Disc Bronze B-62 £83600
6 | Stuffing Box Copper Silicon Bronze B-371 C69400
8 | Packing Ring Graphite (Asbestos Free)

9 |Gland Brass BSEN12164 CW614N

10 | Packing Nut Brass BSEN12164 CW614N

11 | Handwheel Malleable Iron A-197 F22000

12 | ID Plate Aluminum

13 | Handwheel Nut | Brass BSEN12164 CW614N

12

W

IBI

Caution: Before installing solder-joint valves, be sure solder or brazing alloy
melting point is high enough to withstand line pressure, temperature conditions,
and is compatible with fluid medium.

See page 7 for Adjusted Pressure-Temperature Ratings.

Industry Standards
MSS SP-80, Type 1

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size A B c wt.

2.06 | 2.00 | 3.23 | 1.00

% T2 ) | 82 [047)

2.56 | 2.20 | 3.74 | 1.30

% ) [ 61) | (95) [10.60)

2.75 | 2.50 | 4.64 | 2.00

%o Tas) T 92

3.06 | 2.80 | 5.67 | 3.10
(79) | (79) | (144) | (1.41)

3.62 | 2.90 | 6.53 | 4.20

1 (92) | (88) | (166) | (1.92)

4.06 | 3.30 | 7.48 | 6.00
(103) | (105) [ (190) | (2.72)

1%

5.28 | 4.30 | 9.26 | 12.40
(134) | (112) | (235) | (5.62)

5.28 | 4.60 | 9.89 | 17.40
(134) | (126) | (251) | (7.89)

2%

5.35 | 12.83 | 5.12 | 15.10
(136) | (326) | (130) | (6.82)

www.craneenergy.com



429 Gate Valve

Materials of Construction

CRANE

Nitrile Filled

No. | Description Material ASTM Spec.
1 | Body Bronze B-62 C83600
2 | Bonnet Bronze B-62 83600
3 | Disc Bronze B-62 C83600
4 | Stem Copper Silicon Bronze B-371 C69400
5 | Packing Graphite (Asbestos Free)
6 |Gland Brass BSEN12164 CW614N
7 | Packing Nut Brass BSEN12164 CW614N
8 | Stem Bush (1") Copper Silicon Bronze B-371 069400
) (1 %" -2") Copper Silicon Bronze | B-371 C69400
8 | Swifing Box o 3 Bronze B-62 C83600
9 | Handwheel Malleable Iron A-197 F22000
10 | Handwheel Nut | Brass BSEN12164 CW614N
11 [ ID Plate Aluminum
12 | Gasket (3" only) Synthetic Glass Fiber

See page 8 for Pressure-Temperature Ratings.

Industry Standards

MSS SP-80, Type 1

www.craneenergy.com

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size B C M wt.
4.88 2.75 3.90 5.71
(124) (70) (99) (2.59)
1" 5.71 3.63 4.33 6.31
(145) (92) (110) (2.86)
1% 6.50 3.63 4.72 9.04
(165) (92) (120) (4.10)
7.44 4.06 5.32 12.33
(189) (103) (135) (5.54)
21 9.13 4.75 6.50 18.50
(232) (121) (165) (8.39)
10.39 6.00 7.28 25.50
(264) (152) (185) | (11.60)
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THREADED
ANSI B1.20.1 (TAPER)

Materials of Construction

No. | Description Material ASTM Spec.

1 | Body Bronze B-62 C83600

2 | Bonnet Bronze B-62 C83600

3 | Stem Copper Silicon Bronze B-371 €69400

4 | Disc Bronze B-62 C83600

8 | Packing Ring Graphite (Asbestos Free)

9 |Gland Brass BSEN12164 CW614N
10 | Packing Nut Brass BSEN12164 CW614N
11 | Handwheel Malleable Iron A-197 F22000

12 | ID Plate Aluminum

13 | Handwheel Nut | Brass BSEN12164 CW614N

See page 8 for Pressure-Temperature Ratings.

Industry Standards

MSS SP-80, Type 2

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size B c A wt.
" 496 | 1.75 | 1.81 0.7
(126) | (45) | (46) | (0.32)
% 496 | 1.75 | 1.81 0.7
(126) | (45) | (46) | (0.32)
" 5.07 | 2.06 | 1.98 1.0
(129) | (52) | (51) | (0.46)
" 6.25 | 256 | 2.14 1.6
(159) | (65) | (55) | (0.72)
1 744 | 275 | 2.46 2.4
(189) | (70) | (63) | (1.10)
1% 8.62 | 3.06 | 2.77 3.3
(219) | (78) | (71) | (1.50)
1% 9.68 | 3.62 | 2.85 49
(246) | (92) | (73) | (2.25)
’ 1185 3.62 | 3.25 | 7.0
(301) | (92) | (83) | (3.20)
2, 1453 | 5.28 | 4.25 | 12.8
(369) | (134) | (108) | (5.80)
3 16.39 | 5.28 | 4.59 | 18.8
(416) | (134) | (117) | (8.52)

www.craneenergy.com




431UB Gate Valve

‘A

OPEN

c

-_>||

21,3

www.craneenergy.com

THREADED
ANST BL.20.1 (TAPER)

CRANE

Materials of Construction

No. | Description Material ASTM Spec.
1 | Body Bronze B-62 C83600
2 | Bonnet - Union | Bronze B-62 C83600
3 |Stem Copper Silicon Bronze B-371 C69400
4 | Disc Bronze B-62 £83600
5 |Gland Brass BSEN12164 CW614N
6 | Packing Nut Bronze B-62 C83600
7 | Union Ring Bronze B-62 C83600
8 [Packing Ring Graphite (Asbestos Free) | WRAS Listed & Approved
) (144" - 2") Brass BSEN12164 CW614N
10| Packing Nut - 5 3 Bronze B-62 C83600
11 | Handwheel Malleable Iron A-197 F22000
BS970605M36 T
12 | Bonnet Stud Phosphated Steel & BS3189
13 [ Bonnet Nut Phosphated Steel BS4190 & BS3189
o (212" - 3" only) Synthetic | . .
14| Gasket Glass Fiber Nitrile Filled | K n0€rsil G4500

** Not Shown
See page 8 for Pressure-Temperature Ratings.

Industry Standards

MSS SP-80, Type 2

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size c A B Wt

” 496 | 1.75 | 1.81 0.7
(126) | (45) | (46) |(0.32)

% 496 | 1.75 | 1.81 0.7
(126) | (45) | (46) | (0.31)

" 5.07 | 2.06 | 1.98 1.0
(129) | (52) | (51) | (0.46)

% 6.25 | 256 | 2.14 1.6
(159) | (65) | (55) |(0.72)

1 744 | 275 | 2.46 2.4
(189) | (70) | (63) | (1.10)

1 8.62 | 3.06 | 2.77 3.3
(219) | (78) | (71) | (1.50)

11 9.68 | 3.62 | 2.85 49
(246) | (92) | (73) | (2.25)

9 11.85 | 3.62 | 3.25 7.0
(301) | (92) | (83) | (3.20)

21 1453 | 528 | 425 | 12.8
(369) | (134) | (108) | (5.80)

3 16.39 | 5.28 | 4.59 | 18.8
(416) | (134) | (117) | (8.52)

* 2 %" and 3" have Bolted Bonnet
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THREADED
ANST B120.1 (TAPER)

Materials of Construction

No. | Description Material ASTM Spec.

1 | Body Bronze B-62 C83600

2 | Bonnet Bronze B-62 C83600

3 |Stem Copper Silicon Bronze | B-371 C69400

4 | Disc Bronze B-62 C83600

6 | Stuffing Box Brass B-371 £69400

8 | Packing Ring Graphite (Asbestos Free)

9 |Gland Brass BSEN12164 CW614N
10 | Packing Nut Brass BSEN12164 CW614N
11 | Handwheel Malleable Iron A-197 F22000

12 | ID Plate Aluminum

13 | Handwheel Nut | Brass BSEN12164 CW614N

See page 8 for Pressure-Temperature Ratings.
Industry Standards

MSS SP-80, Type 1

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)

Valve
Size

Dimensions

C A

B Wt.

Vi

295 | 1.75 [ 1.81 | 0.6

(75) | (49)

(46) |(0.27)

%

295 | 1.75 | 1.81 | 0.6

(75) | (45)

(46) | (0.26)

1/z

3.23 | 2.06 | 1.98 | 0.8

(82) | (52)

(51) |(0.35)

%

3.74 | 256 | 214 | 1.2

(95) | (65)

(55) | (0.55)

464 | 2.75 | 246 | 1.8

(118) | (70)

(63) |(0.84)

1Y%

567 | 3.06 | 277 | 2.6

(144) | (79)

(71) [(1.18)

1%

6.53 | 3.62 | 2.85 | 3.6

(166) | (92)

(73) | (1.66)

748 | 406 | 3.25 | 5.6

(190)

(103) | (83)

(2.55)

2%

9.26 | 5.28 | 4.25 | 124

(235) | (134) | (

108) [ (5.62)

9.89 | 5.28

4.59 | 17.4

(251) | (134) | (

117) | (7.89)

www.craneenergy.com
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CRANE

Materials of Construction

No. | Description Material ASTM Spec.

1 | Body Bronze B-62 C83600

2 | Bonnet Bronze B-62 C83600

3 | Stem Copper Silicon Bronze B-371 €69400

4 | Disc Bronze B-62 C83600

6 | Stuffing Box Copper Silicon Brass B-124 C37700

8 | Packing Ring Graphite (Asbestos Free)

9 |[Gland Brass BSEN12164 CW614N
10 [ Packing Nut Brass BSEN12164 CW614N
11 [ Handwheel Malleable Iron A-197 F22000

12 | ID Plate Aluminum

13 | Handwheel Nut | Brass BSEN12164 CW614N

Caution: Before installing solder-joint valves, be sure solder or brazing alloy
melting point is high enough to withstand line pressure, temperature conditions,
and is compatible with fluid medium.

See page 7 for Adjusted Pressure-Temperature Ratings.

Industry Standards
MSS SP-80, Type 1

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions Wi
Size | C A D* B )
" 3.23 | 2.06 | 0.81 | 2.00 | 1.0
(82) | (52) | (21) | (48) [(0.47)

% 3.74 | 256 | 0.86 | 2.20 | 1.3
(95) | (65) | (23) | (62) [(0.60)

1 464 | 275 | 1.04 | 250 | 2.0
(118) | (70) | @7) | (73) [(0.92)

1, 5.67 | 3.06 | 1.18 | 2.80 | 3.1
(144) | (79) | 30) | (79) | (1.41)

m 6.53 | 3.62 | 1.22 | 2.90 | 4.2
(166) | (92) | (31) | (88) [(1.92)

’ 748 | 4.06 | 1.42 | 3.30 | 6.0
(190) | (103) | (36) | (105) | (2.72)

21, 9.26 | 5.28 | 1.44 | 430 | 124
(235) | (134) | (37) | (112) | (5.62)

3 9.89 | 5.28 | 1.57 | 4.60 | 17.4
(251) | (134) | (40) | (126) | (7.89)

*Piping Make-Up Dimensions

17



CRANE

1330 Gate Valve Materials of Construction
No. | Description Material ASTM Spec.
1 | Body Bronze B-62 C83600
2 | Bonnet Bronze B-62 C83600
3 | Stem Copper Silicon Bronze B-371 C69400
4 | Disc Bronze B-62 C83600
8 | Packing Ring Graphite (Asbestos Free)
9 |[Gland Brass BSEN12164 CW614N
10 | Packing Nut Brass BSEN12164 CW614N
11 | Handwheel Malleable Iron A-197 F22000
12 | 1D Plate Aluminum
13 | Handwheel Nut | Brass BSEN12164 CW614N

Caution: Before installing solder-joint valves, be sure solder or brazing alloy
melting point is high enough to withstand line pressure, temperature conditions,
and is compatible with fluid medium.

See page 7 for Adjusted Pressure-Temperature Ratings.

OPEN

IBI

Industry Standards
MSS SP-80, Type 2

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)
Valve Dimensions
‘A’ Size A B c
2.00 | 5.07 | 2.06 | 1.00
(48) | (129) | (52) |(0.46)
2.20 | 6.25 | 2.56 | 1.60
(61) | (159) | (65) |(0.72)
250 | 7.44 | 2.75 | 2.40
(73) | (189) | (70) [(1.10)
2.80 | 8.62 | 3.06 | 3.30
(79) | (219) | (78) |(1.50)
2.90 | 9.68 | 3.62 | 4.90
(88) | (246) | (92) |(2.25)
3.30 | 11.85| 3.62 | 7.00
(105) | (301) | (92) |(3.20)
4.30 | 14.53 | 5.28 [12.80
(112) | (369) | (134) | (5.80)
4.60 | 16.39 | 5.28 [18.80
(126) | (416) | (134) | (8.52)

Wt.

iz

%

1%

1%

2%

18
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THREADED
ANSI B1.20.1 CTAPER)

CRANE

Materials of Construction

No. |Description Material ASTM Spec.
1 | Body Bronze B-62 C83600
2 | Bonnet-Union | Bronze B-62 C83600
3 |[Stem Copper Silicon Bronze B-371 C69400
4 |Disc Bronze B-62 C83600
5 |Gland Brass BSEN12164 CW614N
6 | Packing Nut Bronze B-62 C83600
7 | Union Ring Bronze B-62 C83600
8 | Packing Ring Graphite (Asbestos Free) | WRAS Listed & Approved
) (14" - 2") Brass BSEN12164 CW614N
1 Packing Nut
0 | Packing Nu (21/2"- 3) Bronze B-62 C83600
11 | Handwheel Malleable Iron A-197 F22000
BS970605M36 T
12 [Bonnet Stud Phosphated Steel & BS3189
13 [ Bonnet Nut Phosphated Steel BS4190 & BS3189
e (2 12" - 3" only) Synthetic | . )
14| Gasket Glass Fiber Nitrile Filled | K n08rsil G4500

** Not Shown
See page 8 for Pressure-Temperature Ratings.

Industry Standards

MSS SP-80, Type 2

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size c A B wt.
" 4.96 1.75 1.81 0.7
(126) (45) (46) (0.32)

% 4.96 1.75 1.81 0.7
(126) (45) (46) (0.31)

" 5.07 2.06 1.98 1.0
(129) (52) (51) (0.46)

% 6.25 2.56 2.14 1.6
(159) (65) (55) (0.72)

] 7.44 2.75 2.46 2.4
(189) (70) (63) (1.10)

w 8.62 3.06 2.77 3.3
(219) (78) (71) (1.50)

n 9.68 3.62 2.85 49
(246) (92) (73) (2.25)

» 11.85 3.62 3.25 7.0
(301) (92) (83) (3.20)

21 14.53 5.28 4.72 12.8
(369) (134) (120) | (5.80)

3 16.39 5.28 5.28 18.8
(416) (134) (134) | (8.52)

* 2 ¥%2"and 3" have Bolted Bonnet
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Materials of Construction

No. | Description Material ASTM Spec.
1 Body Bronze B-61 C92200
2 | Body Seat Ring Stainless Steel A-276 Type 410
3 | Disc Bronze B-61 92200
4 | Stem Bronze B-371 069400
5 | Gasket S)l/n‘theti.c/GIass Fiber with

Nitrile Binder
6 | Bonnet Bronze B-61 C92200
7 | Stud Steel Cadmium A-109 C1144
8 | Stud Nut Mild Steel A-563 GR A
9 | Packing Graphite (Asbestos Free)

10 |Gland Brass B-16 HO2
11 | Packing Nut Brass B-16 H02
12 | Handwheel 3" Ductile Iron -

13 | Union Bonnet Ring | Bronze B-61 C92200
14 | Handwheel (/4" -2 /,") Cast Iron
15 | ID Plate Steel Zinc Plated
16 | Lock Nut Steel Cadmium

See page 8 for Pressure-Temperature Ratings.
Industry Standards
MSS SP-80, Type 2

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size B C A wt.
" 4.67 2.24 2.03 0.88
(119) (57) (52) | (0.40)
Y 4.67 2.24 2.13 0.90
(119) (57) (54) | (0.41)
" 5.37 2.76 2.44 1.43
(136) (70) (62) | (0.65)
Y 6.57 2.76 2.61 2.07
(167) (70) (66) | (0.94)
1 7.60 2.76 3.06 3.23
(193) (70) (78) | (1.47)
1 9.09 4.02 3.35 4.86
(231) | (102) (85) | (2.21)
w 10.28 | 4.02 3.69 6.18
(261) | (102) (94) | (2.81)
) 1217 | 4.02 3.96 10.36
(309) | (102) | (101) | (4.71)
oy 1437 | 4.76 4.60 18.61
(365) | (121) | (117) | (8.46)
. 16.68 | 5.51 5.63 | 31.33
(424) | (140) | (143) | (14.24)

* 2 %" and 3" have Bolted Bonnet

Www.craneenergy.com
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CRANE

Materials of Construction

No. | Description Material ASTM Spec.
1 | Body Bronze B-61 092200
2 | Disc Bronze B-61 92200
3 |Stem Bronze B-371 C69400
4 | Bonnet Bronze B-61 92200
5 | Union Bonnet Ring | Bronze B-61 092200
6 | Packing Graphite (Asbestos Free)

7 | Gland Brass B-16 H02

8 | Packing Nut Brass B-16 H02
Cast Iron (V4 - 22")

9| Handwheel Ductile Iron (3')

10 | ID Plate Aluminum
11 | Lock Nut Steel Cadmium

Synthetic/Glass Fiber

12| Gasket with Nitrile Binder
13 | Stud Steel Cadmium A-109 C1144
14 | Stud Nut Mild Steel A-563 GR A

See page 8 for Pressure-Temperature Ratings.
Industry Standards
MSS SP-80, Type 2
Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size B C A Wt.
"% 4.65 2.25 1.64 0.79

(118) (57) (42) (0.36)

% 4.65 2.25 1.64 0.77
(118) (57) (42) (0.35)

" 5.37 2.75 2.10 1.28
(136) (70) (53) (0.58)

% 6.56 2.75 2.14 1.85
(167) (70) (54) (0.84)

1 7.60 2.75 2.47 2.99
(193) (70) (63) (1.36)

w 9.09 4.00 3.08 4.40
(231) | (102) | (78) | (2.00)

1 10.24 4.00 3.21 5.46
(260) | (102) | (82) | (2.48)

9 12.14 4.00 3.47 9.70
(308) | (102) (88) (4.41)

9 1) 14.65 4.75 4.25 14.83
(372) | (121) | (108) | (6.74)

. 16.81 5.50 4.59 22.07
(427) | (140) | (117) | (10.03)

* 2 ¥%"and 3" have Bolted Bonnet
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CRANE

634E Gate Valve

Materials of Construction

No. | Description Material ASTM Spec.
1 | Body Bronze B-61 92200
2 | Body Seat Ring Stainless Steel A-276 Type 410
3 |Disc Bronze B-61 €92200
4 |Stem Bronze B-371 069400
5 | Bonnet Bronze B-61 92200
6 |Packing Graphite (Asbestos Free)
7 | Gland Brass B-16 H02
8 | Union Bonnet Ring | Bronze B-61 92200
) Brass (% -1%2") B-16 H02
9| Packing Nut Bronze (2'- 3) B-61 092200
B Cast Iron (V4 -212")
OPEN / 10 | Handwheel Ductile Iron (3)
\® 12 |ID Plate Aluminum
7 13 | Lock Nut Steel Cadmium
7 Synthetic/Glass Fiber
77 14| Gaslet with Nitrile Binder
/// = ’7\@ 15 |Stud Steel Cadmium A-109 C1144
77, /// N 16 | Stud Nut Mild Steel A-563 GR A
g -+ XA 8 See page 8 for Pressure-Temperature Ratings.
7 l M‘ %
_ // ! ) /@ Industry Standards
R £ /@ MSS SP-80, Type 2
717 O Dimensions and Weights
77 5 Inches (millimeters) - Pounds (kilograms)
Valve Dimensions Wit
Li A Size B c A )
” 4.67 2.24 2.03 0.88
(119) | (57) (52) | (0.40)
7.43 2.24 2.13 0.90
' jﬁMA % (189) | (57) (54) | (0.41)
FOR 3" " 5.37 | 2.76 | 2.44 1.43
(136) | (70) (62) | (0.65)
Y, 6.56 | 2.76 | 2.61 2.07
16 ' (167) | (70) (66) | (0.94)
1 760 | 2.76 | 3.06 3.23
> 15 (193) | (70) (78) | (1.47)
l ; 1909 [ 402 [ 335 [ 486
:[ 14 sy | o2 | @5 | (2.21)
L 11 10.28 | 4.02 3.69 6.18
(261) | (102) | (94) | (2.81)
9 1217 | 4.02 3.96 10.36
(309) | (102) | (101) | (4.71)
91 14.36 | 4.75 4.60 19.21
(365) | (121) | (117) | (8.73)
-3 16.71 | 5.51 5.63 | 32.82
(425) | (140) | (143) | (14.92)
* 2 ¥%"and 3" have Bolted Bonnet
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636E Gate Valve
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CRANE

Materials of Construction

No. | Description Material ASTM Spec.
1 | Body Bronze B-61 92200
2 | Body Seat Ring Stainless Steel A-276 Type 410
3 | Disc Bronze B-61 92200
4 | Stem Bronze B-371 069400
5 | Bonnet Bronze B-61 92200
6 | Stem Retaining Nut | Brass B-16 HO2
7 | Packing Carboform Type 11
8 |[Gland Brass B-16 H02
9 | Union Bonnet Ring | Bronze B-61 092200
10 | Packing Nut Brass B-16 36000 HO2
11 | Handwheel Cast Iron
12 | ID Plate Aluminum
13 | Lock Nut Steel Cadmium

See page 8 for Pressure-Temperature Ratings.

Industry Standards

MSS SP-80, Type 1

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size B c A wt.

" 346 | 2.25 | 2.03 | 0.81
(88) (57) (52) | (0.37)

% 346 | 225 | 213 | 0.84
(88) (57) (54) | (0.38)

” 3.85 2.75 2.44 1.32
(98) (70) (62) | (0.60)

Y 4.38 2.75 2.61 1.83
(111) | (70) (66) | (0.83)

1 4.89 2.75 3.06 2.95
(124) | 70y | @78) | (1.34)

17 5.88 4.00 3.35 4.44
(149) | (102) | (85) | (2.02)

1 6.66 | 4.00 | 3.69 | 5.65
(169) | (102) | (94) | (2.57)

’ 7.51 4.00 | 3.96 | 9.61
(191) | (102) | (101) | (4.37)
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