CRANE

461 Gate Valve
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Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions
Size | B c m | W
, | 1131 [ 800 [ 7.00 | 30
(287) | (203) | (178) | (14)
21, | 1240 | 800 | 7.50 [ 40
(315) | (203) | (191) | (18)
5 | 1325 | 800 [78.00 | 56
(337) | (203) | (203) | (25)
4, |16:31 [10.00 [ 6.00 | 90
(414) [ (254) | (229) | (41)
o | 1800 [ 10.00 [ 10.00 | 126
(457) | (254) | (254) | (57)
6 | 2069 [ 12.00 1050 | 152
(526) | (305) | (267) | (68)
g | 2412 [14.00 [ 1150 | 260
(613) | (356) | (292) | (117)
1o |-33.00 | 20.00 [ 13.00 | 490
(838) | (508) | (330) | (222)
1o | 3650 | 20.00 [ 14.00 | 672
(927) | (508) | (356) | (304)
14 |4050 | 20.00 [ 15.00 | 968
(1029) | (508) | (381) | (440)
16 |48.00 [22.00 [ 16.00 | 1180
(1219) [ (559) | (406) | (535)
1g |505 | 22.00 [ 17.00 | 1701
(1289) | (559) | (432) | (772)
o0 | 5612 | 24.00 | 18.00 | 2788
(1426) | (610) | (457) | (993)
o4 | 6400 [ 3000 | 20.00 | 3150
(1626) | (762) | (508) | (1432)

Materials of Construction

No. [ Description Material ASTM
1 Body Cast Iron A125 Class D
2 | Bonnet Cast Iron A126 Class B
4 | Disc Bronze (2" - 3") B584 C84400
Cast Iron (4" - 24" A126 Class B
) Bronze (2" - 12") B584 84400
6 | SeatRing Bronze (14" - 24') B584 C84400
- Bronze (4" - 12") B584 84400
7| Disc Ring Bronze (14"~ 24') B584 C84400
'(\g?’]gfz",,‘;se Bronze B584 C36400
8 | Stem Copper-Silicon Bronze
(14" - 24"
' Ductile Iron (2" - 8") A536 Gr. 65-45-12
11| Stuffing Box Cast Iron (10" - 24') A126 Class B
) Braided Flexible Graphite
121 Packing with Corrosion Inhibitor
Ductile Iron (2" - 8") A536 Gr. 65-45-12
13 | Gland Flange Ductile Iron (14"- 24") | A536 Gr. 65-45-12
14 | Gland* Bronze (10" - 12") B584 C84400
15 | Handwheel Ductile Iron A536 Gr. 65-45-12
21 | Handwheel Nut Carbon Steel A563 Gr. A
23 | Bonnet Gasket Aramid Fibers with SBR Binder
24 | Bonnet Bolt* Carbon Steel A307 Gr. B
25 | Bonnet Bolt Nut* Carbon Steel A563 Gr. A
26 | Gland Bolt Carbon Steel A307 Gr. B
27 | Gland Bolt Nut Carbon Steel A563 Gr. A
28 | Stuffing Box Gasket | Aramid Fibers with SBR Binder
34 | Stuffing Box Bolt* Carbon Steel A307 Gr. B
35 | Stuffing Box Bolt Nut* | Carbon Steel A563 Gr. A
55 | Gland Follower* Ductile Iron (10" - 12") A536 Gr. 65-45-12
* Not shown

See page 5 for Pressure Temperature Ratings

Industry Standards

MSS SP-70, Type 1
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www.cranechempharma.com
www.craneenergy.com




473 Gate Valve
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CRANE

Materials of Construction

No. | Description Material ASTM
1 | Body Cast Iron A126 Class B
2 | Bonnet Cast Iron A126 Class B
4 | Disc Cast Iron A126 Class B
8 |Stem Stainless Steel A276 Type 304
9 | Disc Nut 13 CR SS (4"- 8" A582 Type 416
11 | Stuffing Box Ductile Iron A536 Gr. 65-45-12
. Braided Flexible Graphite
12| Packing with Corrosion Inhibﬁtor
13 | Gland Flange Ductile Iron A536 Gr. 65-45-12
15 [ Handwheel Ductile Iron A536 Gr. 65-45-12
21 | Handwheel Nut Carbon Steel A563 Gr. A
23 | Bonnet Gasket Aramid Fibers with SBR Binder
24 | Bonnet Bolt Carbon Steel A307 Gr. B
25 | Bonnet Bolt Nut Carbon Steel A563 Gr. A
26 | Gland Bolt Carbon Steel A307 Gr. B
27 | Gland Bolt Nut Carbon Steel Zinc-Plated A563 Gr. A
28 | Stuffing Box Gasket | Aramid Fibers with SBR Binder
34 | Stuffing Box Bolt* | Carbon Steel A307 Gr. B
35 | Stuffing Box Bolt Nut* | Carbon Steel A563 Gr. A
* Not shown

See page 5 for Pressure Temperature Ratings

Industry Standards

MSS SP-70, Type 1

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimesions
Size B C M wr
) 11.31 | 8.00 | 7.00 30
(287) | (203) | (178) | (14)
2, 12.40 | 8.00 | 7.50 44
(315) | (203) | (191) | (20)
3 13.25 | 8.00 | 8.00 56
(337) | (203) | (203) | (25)
4 16.31 | 10.00 | 9.00 91
(414) | (254) | (229) | (41)
5 18.00 | 10.00 | 10.00 | 126
(457) | (254) | (254) | (57)
6 20.69 | 12.00 | 10.50 | 152
(526) | (305) | (267) | (69)
8 24.12 | 14.00 | 11.50 | 260
(613) | (356) | (292) | (118)




CRANE

464 2> Gate Valve
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Materials of Construction

See page 5 for Pressure Temperature Ratings

No. | Description Material ASTM
1 Body Cast Iron A126 Class B
— 15 2 | Yoke Bonnet Cast Iron A126 Class B
Bronze (2") B61 C92200
9 4 | Disc Bronze (2'/2" - 3") B584 C84400
48 Cast Iron (4) A126 Class B
6 | Seat Ring Bronze B584 84400
7 | Disc Ring Bronze (4") B584 (84400
13 8 |Stem Manganese Bronze B584 £86400
9 | Yoke Sleeve Manganese Bronze B584 C86400
12 ) Braided Flexible Graphit
2 12| Packing v\/i?hdggrroesiobnelr?h{ab[i)tore
13 |[Gland Ductile Iron A536 Gr. 65-45-12
23 15 | Handwheel Ductile Iron A536 Gr. 65-45-12
25 21 | Handwheel Nut | Sintered Nickel Steel B484 Gr. 2 GL B Type Il
23 | Bonnet Gasket | Aramid Fibers with SBR Binder
24 | Bonnet Bolt Carbon Steel A307 Gr. B
’ 25 | Bonnet Bolt Nut | Carbon Steel A563 Gr. A
26 | Gland Bolt Carbon Steel A307 Gr. B
27 | Gland Bolt Nut | Carbon Steel Zinc-Plated A563 Gr. A
6 46 | Yoke Gap* Ductile Iron A536 Gr. 65-45-12
47 | Yoke Cap Bolt | Carbon Steel A307 Gr. B
48 | Yoke Cap BoltNut | Carbon Steel A563 Gr. A
* Not shown

Industry Standards

MSS SP-70, Type 1

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size A B C D wr
9 538 | 1475 | 8.00 | 12.50 25
(137) | (375) | (203) | (318) | (11)

2, 6.62 | 16.06 | 8.00 | 13.31 38
(168) | (408) | (203) | (338) | (17)

3 7.00 | 17.38 | 8.00 | 13.88 46
(178) | (441) | (203) | (353) | (21)

A 8.00 | 21.44 | 10.00 | 17.06 77
(203) | (545) | (254) | (433) | (35)

www.cranechempharma.com
www.craneenergy.com
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Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)
Valve Dimensions
Size B C M wr
, | 1475 | 800 | 7.00 | 33
(375) | (203) | (178) | (15)
oy, |1606 | 800 | 750 | 47
(408) | (203) | (191) | (21)
5 [ 1738 ] 800 | 800 | 58
(441) | (203) | (208) | (26)
, |24 [ 1000 | 9.00 | o7
(545) | (254) | (229) | (44)
s [ 2581 [ 10.00 | 10.00 | 135
(656) | (254) | (254) | (61)
¢ |01 [ 12.00 | 1050 | 162
(770) | (305) | (267) | (73)
g [ 8775 [ 14.00 | 11.50 | 280
(959) | (356) | (292) | (126)
10 14941 | 18.00 | 13.00 [ 502
(1255) [ (457) | (330) | (228)
1o | 5681 ] 18.00 | 14.00 | 670
(1442) | (457) | (356) | (304)
14 |64.88 | 20.00 | 15.00 [ 1093
(1648) | (508) | (381) [ (496)
16 |75:25 | 22.00 | 16.00 [ 1425
(1911) [ (559) | (406) | (647)
15 [.82.00 | 22.00 [ 17.00 | 1738
(2083) [ (559) | (432) | (789)
o9 | 9062 | 24.00 [ 18.00 | 2085
(2302) [ (610) | (457) [ (946)
5y | 105.38 | 30.00 [ 20.00 | 3183
(2677) | (762) | (508) | (1445)

www.cranechempharma.com
www.craneenergy.com

CRANE

Materials of Construction

No. | Description Material ASTM
1 [Body Cast Iron A126 Class B
2 | Bonnet Cast Iron A126 Class B
Bronze (2") B61 092200
4 |Disc Bronze (2'/2'& 3") B584 (84400
Cast Iron (4" - 24") A126 Class B
6 |Body Seat Ring |Bronze B584 C84400
7 |Disc Seat Ring | Bronze B584 C84400
8 |stem Manganese Bronze (2" - 12") | B584 C86400
Brass (14" - 36")
Manganese Bronze (2" - 12") |B584 C86400
9 |YokeSleeve 5 icTron (14 24) A536 Gr. 65-45-12
10 Gland* Bronze (10" & 12 B584 C84400
Gland Flange* | Ductile Iron (10" & 12") A536 Gr. 65-45-12
) Braided Flexible Graphite with
12| Packing Corrosion Inhibitor i
15 |Handwheel Ductile Iron A536 Gr. 65-45-12
Sintered Nickel Steel (2" - 8") |B484 Gr. 2 CL B Type Il
21 |Handwheel Nut oy it Tron (10° - 247) A536 Gr. 65-45-12
23 |Bonnet Gasket  [Aramid Fibers with SBR Binder
24 | Bonnet Bolt Carbon Steel A307 Gr. B
25 | Bonnet Bolt Nut [Carbon Steel A563 Gr. A
26 |Gland Bolt Carbon Steel (2'- 12" A307 Gr. B
26 | Gland Eyebolt* [Carbon Steel (14" - 24"
27 |Gland Bolt Nut  [Carbon Steel A563 Gr. A
Ductile Iron (2" - 8") A536 Gr. 65-45-12
46 | Yoke Cap Cast Iron (10" - 12)) A126 Class B
47 [Yoke Cap Bolt Carbon Steel (2"- 12" A307 Gr. B
48 | Yoke Cap Bolt Nut | Carbon Steel (2" - 12") A563 Gr. A
49 [Stem Collar Seat* |Brass (14" - 24"
50 |[Disc Pin* Brass (14" - 24"
51 | Yoke Bolt* Carbon Steel (14" - 24"
52 |Yoke Bolt Nut* |Carbon Steel (14" - 24")
53 | Yoke to Bonnet Bolt* [ Carbon Steel (14" - 24")
54 [Backseat Bushing* | Brass (14" - 24")
55 | Eyebolt Pin* Carbon Steel (14" - 24"
56 |[Yoke* Cast Iron (14" - 24"
* Not shown

See page 5 for Pressure Temperature Ratings

Industry Standards

MSS SP-70, Type 1
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CRANE

475 > Gate Valve
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Dimensions and Weights
millimeters) - Pounds (kilograms)

Inches

Valve
Size

Dimensions

B c | wm |

2

14.75 | 8.00 | 7.00 33

(375) | (203) | (178) | (15)

2%

16.06 | 8.00 | 7.50 47

(408) | (208) | (191) | (21)

17.38 | 8.00 | 8.00 58

(441) | (203) | (203) | (26)

21.44 1 10.00 | 9.00 97

(545) | (254) | (229) | (44)

25.81 [ 10.00 | 10.00 | 135

(656) | (254) | (254) | (61)

30.31 | 12.00 [ 10.50 | 162

(770) | (305) | (267) | (73)

37.75 | 14.00 | 11.50 | 280

(959) | (356) | (292) | (126)

10

49.41 | 18.00 | 13.00 | 502

(1255) | (475) | (330) | (228)

12

56.81 | 18.00 | 14.00 | 670

(1442) | (457) | (356) | (304)

14

64.38 | 20.00 | 15.00 | 1093

(1635) | (508) | (381) | (497)

16

75.25 | 22.00 | 16.00 | 1425

(1911) | (559) | (406) | (647)

18

82.00 | 22.00 | 17.00 | 1738

(2083) | (559) | (432) | (790)

20

90.62 | 24.00 | 18.00 | 2085

(2302) | (610) | (457) | (911)

24

105.28 | 30.00 | 20.00 | 3183

(2674) | (762) | (508) | (1446)

12

Materials of Construction

No. | Description Material ASTM
1 |Body Cast Iron A126 Class B
2 | Bonnet Cast Iron A126 Class B
4 | Disc Cast Iron A126 Class B
6 | SeatRing* Cast Iron (12" - 24") A126 Class B
8 | Stem Carbon Steel, Nickel-Plated | A108
9 | Yoke Sleeve Manganese Bronze B584 C86400
2 Jrawne | e
Ductile Iron (2" - 8") A536 Gr. 65-45-12
13 | Gland Carbon Steel Zinc-Plated
(10" - 24" A108
15 | Handwheel Ductile Iron A536 Gr. 65-45-12
Sintered Nickel Steel (2" - 10") | B484 Gr. 2 CL B Type Il
21| Handwheel NUt 15 i ron (12" - 24) A536 Gr. 65-45-12
23 | Bonnet Gasket | Aramid Fibers with SBR Binder
24 | Bonnet Bolt Carbon Steel A307 Gr. B
25 | Bonnet Bolt Nut | Carbon Steel A563 Gr. A
26 | Gland Bolt Carbon Steel A307 Gr. B
27 | Gland Bolt Nut | Carbon Steel Zinc-Plated A563 Gr. A
46 | Yoke Cap Ductile Iron A536 Gr. 65-45-12
47 | Yoke Cap Bolt | Carbon Steel A307 Gr. B
48 | Yoke Cap Bolt Nut | Carbon Steel A563 Gr. A
55 | GLD Follower* | Ductile Iron (10" - 24") A536 Gr. 65-45-12
* Not shown

See page 5 for Pressure Temperature Ratings

Industry Standards

MSS SP-70, Type 1
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488 Gate Valve

CRANE

Materials of Construction

HERERININ .
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VIEW A
Size Pressure Rating
Yo - 2" 225 PSIWOG (Non-Shock)
2% -4" 175 PSIWOG (Non-Shock)

www.cranechempharma.com
www.craneenergy.com

No. | Description | Material ASTM
1 | Disc Ductile Iron A536
2 | Bonnet Ductile Iron A536
3 | Nut Steel ASTM A563
4 |"U"-Bolt Steel ASTM A307
5 | Body Ductile Iron A536
6 | Gasket Aramid Fiber with Nitrile Binder
7 | Packing Die-formed Compressed Graphite
8 |Gland Stainless Steel A276-410
9 | Packing Nut [ Ductile Iron A536
10 | Stem Stainless Steel A276-410
11 | Handwheel | Cast Iron A126 Gr. B
12 | Name Plate | Aluminum
13 | Wheel Nut | Steel A563 Gr. A
* Not shown
See page 5 for Pressure Temperature Ratings
Industry Standards
MSS SP-70
ASME B16.42
Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)
Valve Dimensions
Size H L C Wt
v, 5.00 2.09 A7 1.50
(125) (53) (11) (.68)
% 5.00 2.09 A7 1.50
(125) (53) (11) (.68)
v, 5.00 2.09 A7 1.50
(125) (53) (11) (.68)
Y 6.22 2.52 .50 2.0
(160) (63) | (12.7) | (.90)
1 7.50 2.63 .63 3.0
(190) (67) (16) (1.36)
" 9.00 2.91 .70 5.0
(228) (73) (18) (2.26)
1% 9.14 3.14 75 6.5
(232) (79) (19) (2.94)
9 11.58 | 3.89 .75 10.0
(293) (99) (19) (4.53)
oY 12.88 | 4.59 91 16.0
(327) | (1186) (23) (7.25)
3 1477 | 4.92 91 24.0
(375) | (124) (23) (10.8)
4 19.30 | 5.93 .98 48.0
(490) [ (150) (24) (21.7)
13




CRANE

488 V- Gate Valve Materials of Construction
No. | Description | Material ASTM
D1 /@ 1 | Disc Ductile Iron A536
2 | Bonnet Ductile Iron A536
= g%/@ 3 [Nut Steel ASTM A307 Gr. A
4 |"U"-Bolt Steel ASTM A307 Gr. A
% XN 9 5_|Body Dustile Iron A536
|— 6 | Gasket Aramid Fiber with Nitrile Binder
. N 7 | Packing Die-formed Compressed Graphite
H . ’F \ 9 8 |Gland Stainless Steel A276-410
A 9 | Packing Nut | Ductile Iron A536
open u—_ @ 10 | Stem Stainless Steel A276-410
11 | Handwheel | Cast Iron A126 Gr. B
; = Jﬁ,i 12 | Name Plate | Aluminum
i ] <<\< TJ 13 | Wheel Nut | Steel A307 Gr. A
~ i /9 See page 5 for Pressure Temperature Ratings
i
Industry Standards
MSS SP-70, Type 1
ASME B16.42

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size | H L | Di T | W

1 7.50 3.19 2.95 .32 6.0

(190) (81) (75) (8) (2.7)

1% 9.14 3.74 3.75 .32 11.0

(232) | (99) (95) (8) ()

9 11.58 4.25 3.98 .32 16.0

(293) | (108) | (101) (8) (7.3)

%, 12.88 4.94 4.75 .32 24.0

N . (327) | (125) | (121) (8) a1
Size Pressure Rating s | 1477|7506 [76.00 |37 | 840
1-2" 225 PSI WOG (Non-Shock) (375) | (129) | (152) | (9) | (15.4)
- 4 19.30 6.75 9.00 .50 62.0
2% -4 175 PSIWOG (Non-Shock) (490) | (171) | (229) | (13) | (28.1)

14

www.cranechempharma.com
www.craneenergy.com



490 Gate Valve

CRANE

Materials of Construction

No. | Description | Material ASTM
1 |[Disc Cast Bronze B62
2 | Bonnet Ductile Iron A536
3 | Nut Steel ASTM A307 Gr. A
4 |"U"-Bolt Steel ASTM A307 Gr. A
5 |[Body Ductile Iron A536
6 | Gasket Aramid Fiber with Nitrile Binder
7 | Packing Die-formed Compressed Graphite
8 |Gland Brass B16
9 [ Packing Nut [ Ductile Iron A536
10 | Stem Brass B16
11 | Handwheel | Cast Iron A126 Gr. B
12 | Name Plate | Aluminum
13 | Wheel Nut | Steel A307 Gr. A

See page 5 for Pressure Temperature Ratings

Industry Standards

MSS SP-70, Type 1

ASME B16.42

Size Pressure Rating
Va-2" 150 PSIWSP | 225 PSIWOG (Non-Shock)
2% -4" 125 PSI WSP 175 PSIWOG (Non-Shock)

www.cranechempharma.com
www.craneenergy.com

Dimensions and Weights

Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size H L c wT
Y 5.00 | 2.09 47 1.50
(125) (53) (11) (.68)

% 5.00 2.09 A7 1.50
(125) (53) (11) (.68)

y 5.00 | 2.09 47 1.50
§ (125) | (3) | (11) | (68)

% 6.22 2.52 .51 2.0
(160) (63) (12.7) (.90)

y 7.50 2.64 .63 3.0
(190) (67) (16) (1.36)

" 9.00 2.91 .70 5.0
(228) | (73) (18) [ (2.26)

1% 9.14 3.15 .75 6.5
(232) (79) (19) (2.94)

9 11.58 3.90 .75 10.0
(293) (99) (19) (4.53)

o1, 12.88 | 4.60 .90 16.0
(327) | (116) (23) (7.25)

3 14.77 4.92 .90 24.0
(375) | (124) | (23) | (10.8)

4 19.30 | 5.94 .98 48.0
(490) | (150) (24) (21.7)

15



CRANE

Materials of Construction
3E Gate Valve No. | Description Material ASTM
1 | Body Cast Iron A126 Class B
™ 18 2| Bonnet Cast Iron A126 Class B
(N p— e} e 5 o Bronze (2~ 4) B584 084400
= - 15 s CastIron (6 - 12) A126 Class B
S —fy 4 | Seat Ring Bronze B584 £84400
14 N K 23 5 | Disc Ring Bronze (6" - 12') B584 C84400
17 Manganese Bronze (2'- 8') | B584 C86400
23 E04T 6 | Stem Naval Brass (10") B21 048500
S =] Manganese Bronze (12") B138 67500
= ' Ductile Iron (2" - 4") A536 Gr. 65-45-12
> N = 7| Stuffing Box Cast Iron (6' - 12) A126 Class B
= 8 | Glang Ductile Iron (2" - 4") A536 Gr. 65-45-12
12 = Bronze (6"-12") B584 C84400
g 9 | Gland Flange Ductile Iron (6" - 12") A536 Gr. 65-45-12
E 10 | Handwheel Ductile Iron A536 Gr. 65-45-12
11 | Bonnet Bolts Carbon Steel A307 Gr. B
- 12 | Bonnet Bolt Nuts Carbon Steel A563 Gr. A
Saov 13 | Stuffing Box Bolts* Carbon Steel A307 Gr. B
5 —| 14 Gland Studs Carbon Steel (2'/2" - 6") A108
0 7/ Gland Bolts Carbon Steel (2', 8"-12") A307 Gr. B
1 15 | Gland Stud or Bolt Nuts | Steel Zinc-Plated A563 Gr. A
16 | Stuffing Box Studs* Carbon Steel A108
17 | Stuff Box Stud - Bolt Nuts | Carbon Steel A563 Gr. A
18 | Handwheel Nut Carbon Steel A563 Gr. A
19 | Bonnet Gasket Aramid Fibers with SBR Binder
20 | Packing Uit Cortosion nhibtor
21 | Stuffing Box Gasket Aramid Fibers with SBR Binder
22 | Disc Bushing Bronze B21 C48200
Industry Standards 23 | Identification Plate Aluminum
MSS SP-70, Type 1 * Not shown
See page 5 for Pressure Temperature Ratings
Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)
Valve Dimensions
Size B C M wr
9 11.94 | 8.00 8.50 47
(303) | (203) | (216) | (21)
2%, 12.94 | 8.00 9.50 84
¢ :’] (328) | (203) | (241) | (38)
F; ) 3 1450 | 10.00 | 11.12 | 113
(368) | (254) | (282) | (51)
A 17.38 | 12.00 | 12.00 | 175
B (441) | (305) | (305) | (79)
6 23.00 | 16.00 | 15.88 | 335
(584) | (406) | (403) | (151)
Y 8 30.75 | 20.00 | 16.50 | 545
(781) | (508) | (419) | (246)
‘ ‘ 10 36.00 | 22.00 | 18.00 | 854
~— M —> (914) | (559) | (457) | (385)
39.75 | 24.00 | 19.75 | 1250
16 12 (1010) | (610) | (502) | (563)

www.cranechempharma.com
www.craneenergy.com



7 12.E Gate Valve
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MSS SP-70, Type 1
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Materials of Construction

CRANE

No. | Description Material ASTM
1 |Body Cast Iron A126 Class B
2 | Bonnet Cast Iron A126 Class B
4 |pisc Bronze (2'- 3") B584 C84400
Cast Iron (4'-12") A126 Class B
6 | SeatRing Bronze B584 84400
7 | Disc Ring Bronze (4" - 12") B584 C84400
8 |stem Manganese Bronze (2'- 4", 6"- 8') | B584 C86400
Naval Brass (5", 10", 12") B21 048500
9 | Yoke Sleeve Manganese Bronze B584 C86400
T T
Ductile Iron (2" - 4", 6") A536 Gr. 65-45-12
13 | Gland Bronze (8- 12) B584 C84400
. Carbon Steel (5') A307 Gr. B
14| Gland Flange Ductile Iron (8- 12) A536 Gr, 65-45-12
15 | Handwheel Ductile Iron A536 Gr. 65-45-12
Sintered Nickel Steel (2" - 6") B484 Gr. 2 Class B Type Il
21 | HandwheelNut 0 e Tron (8- 12) A536 Gr, 65-45-12
23 | Bonnet Gasket Aramid Fibers with SBR Binder
24 | Bonnet Bolt Carbon Steel A307 Gr. B
25 | Bonnet Bolt Nut Carbon Steel A563 Gr. A
% Gland Bolt Carbon Steel (2" - 4",6"- 8" A307 Gr. B
Gland Stud Carbon Steel (5", 10", 12") A307 Gr. B
27 | Gland Bolt Nut Carbon Steel Zinc-Plated A563 Gr. A
Ductile Iron (2" - 4", 6") A536 Gr. 65-45-12
46 | Yoke Cap Cast Iron (8" A126 Class B
47 | Yoke Cap Bolt Carbon Steel A307 Gr. B
48 | Yoke Cap Bolt Nut | Carbon Steel A563 Gr. A
51 | Yoke Hub Bolt* Carbon Steel (5", 10", 12)
52 | Yoke Hub Bolt Nut* | Carbon Steel (5", 10", 12')
53 | Yoke Pad Bolt* Carbon Steel (5", 10", 12)
* Not shown

See page 5 for Pressure Temperature Ratings

Dimensions and Weights
Inches (millimeters) - Pounds (kilograms)

Valve Dimensions

Size B C M wT

9 15.06 | 8.00 8.50 54
(382) [ (203) | (216) (24)

21 16.69 | 8.00 9.50 80
(424) | (203) | (241) (36)

3 18.75 | 10.00 | 11.12 114
(476) [ (254) | (282) (52)

4 23.44 | 12.00 | 12.00 174
(595) | (305) | (305) (79)

5 24.00 | 14.00 | 15.00 280
609 356 381 127

6 31.75 | 16.00 | 15.88 332
(806) | (406) | (403) | (151)

8 39.88 | 18.00 | 16.50 600
(1,012) | (457) | (419) | (270)

10 41,75 | 22.00 | 18.00 920
(1060) | (559) | (457) | (417)
19 47.00 | 24.00 | 19.75 | 1400
(1193) | (610) | (502) | (635)
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