VALVE SPEC'SHEET
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10000 PSI NEEDLE VALVE

CARBON OR STAINLESS BODY
10000 PSI CWP

GLOBE STYLE

MNPT X FNPT, FNPT X FNPT
METAL SEATS

NACE MR-0157 COMPLIANT
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il Bonnet Pin 30488 304SS
2 Stem 316SS 316SS
3 | Tee Handle AISI 1045+ZINC PL A182 Fba H
4 | Handle Nut 410SS 410SS
5 Bonnet AISI 1045+ZINC PL 316SS
6 O'ring VITON VITON
8 O'ring VITON VITON
9 Body AlISI 1045+ZINC PL 316SS
145
10 Nut NBR (RED) NBR (RED) ~
PARTH ATERIA p P D PRESSURE TEMPERATURE RATING
CNV-1/4M1/4F10 CARBON STEEL |1/4" MNPT|1/4" FNPT| 327 | 237 | 2865 10000
CNV-1/4F1/4F10 CARBON STEEL | 1/4" FNPT [1/4"FNPT| 296 | 237 | 265 -
CNV-1/2M1/2F10 CARBON STEEL [1/2" MNPT|1/2" FNPT| 3.27 | 237 | 265 (7]
CNV-1/2F1/2F10 CARBON STEEL | 1/2" FNPT | 1/2" FNPT| 296 | 237 | 265 2 8000
CNV-3/4M3/4F10 CARBON STEEL |3/4" MNPT|3/4" FNPT| 327 | 237 | 265 w
CNV-3/4F3/4F10 CARBON STEEL | 3/4" FNPT |3/4" FNPT| 2.96 | 237 | 265 o
CNV-1M1F10 CARBON STEEL | 1"MNPT | 1"FNPT | 373 | 237 | 265 = 6000
CNV-1F1F10 CARBON STEEL | 1"FNPT | 1"FNPT | 342 | 237 | 265 7]
SNV-1/4M1/4F10 STAINLESS _ |1/4" MNPT|1/4" FNPT| 327 | 237 | 265 » 4000
SNV-1/4F1/4F10 STAINLESS [ 1/4" FNPT|1/4"FNPT| 296 | 237 | 265 L
SNV-1/2M1/2F10 STAINLESS _ [1/2" MNPT|1/2" FNPT| 327 | 237 | 265 [+
SNV-1/2F1/2F10 STAINLESS | 1/2" FNPT|1/2" FNPT| 296 | 237 | 265 a. 2000
SNV-3/4M3/4F 10 STAINLESS  |3/4" MNPT|3/4" FNPT| 3.27 | 237 | 285
SNV-3/4F3/4F 10 STAINLESS | 3/4" FNPT|3/4"FNPT| 296 | 237 | 265
SNV-1M1F10 STAINLESS | 1"MNPT | 1"FNPT | 373 | 237 | 265 0 100 200 300 400 500
SNV-1F1F10 STAINLESS 1"FNPT | 1"FNPT | 342 | 237 265 TEMPERATU RE oF




