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Style 40 size & dimensions for Cast Iron and Ductile Iron Pipes 

Nominal 
Size  

(ID) (in.)    

Outside  
Diameter 
(OD) (in.) 

Middle Ring Bolts Overall Dimensions Working 
Pressure 
(Lbs. per 
Sq. (in.) 

Max. 
Pressure 
(Lbs. per 
Sq. (in.) 

Thickness 
[A] (in.) X Length 

[B] (in.) Number Diam. 
[D] (in.) X Length 

[E] (in.) 
Diam. 

[H] (in.) 
Length 
[L] (in.) 

2       2  1/2  0.18 x 12 3       5/8 x 15       – – – – 
3       3.74-4.02 0.188 x 12 4       5/8 x 15       – – – – 
4       4.74-5.06 0.299 x 12 4       5/8 x 15       – – – – 
6       6.84-7.16 0.25 x 16 6       5/8 x 17  1/2  – – – – 
8       8.99-9.36 1/4 x 16 6       5/8 x 19  1/2  – – – – 

10       11.04-11.46 3/8 x 16 8       5/8 x 19  1/2  – – – – 
12       13.14-13.56 3/8 x 16 8       5/8 x 19  1/2  – – – – 
14       15  3/10 3/8 x 16 10       5/8 x 19  1/2  – – – – 
16       17  2/5  3/8 x 16 10       5/8 x 19  1/2  – – – – 
16       17  2/5  3/8 x 24 10       5/8 x 28       – – – – 
18       19  1/2  3/8 x 16 12       5/8 x 19  1/2  – – – – 
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