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Nitro Cleaning Guide



Required Items
You will require the following 
Items in order to complete this task:

1 x Bucket or container tub.

1 x Bucket or container tub.

1x  Hose plug

(empty)

(with 2-3L of water)

(thats the small white item in 
the picture to the right)

1x  Cleaning Liquid
(cleaning liquid of your choice)
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Step 1
Connecting the hose plug to the Nitro Fusion intake line 

To start, pull back the collar of the end of the  
Nitro Fusion intake line and then connect the 

hose plug pictured in the previous slide. 
 

Ensure that the intake line collar is returned 
to its original position as you can see from 

the picture above. 
 

This is an example of  
a correct connection

This is an example of  
a incorrect connection
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Step 2
Cleaning the intake filter

Locate the intake filter on your 
Nitro unit and being too 
unscrew the ribbed cap.

Ensure that the intake line 
collar is returned to its original 
position as you can see from 

the picture above. 
 

Next up, remove the filter 
from the grey casing.
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Then rinse the filter clean with 
tap or filtered water.

Finally, place your clean filter back in the grey casing and screw on the ribbed cap.



Step 3
Preparing to clean the Nitro Fusion lines

Place your Nitro Fusion intake line inside your  
container with water. 

 

Next place your empty container under your 
Nitro Fusion taps.

Please make sure there is sufficient water in the  
container so no air is sucked in. This ensures that 

the lines will be cleaned thoroughly. 
In the picture above are both versions of the Nitro 

Fusion. This method works for both units.
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Step 4
Running water through the lines

Now all you have to this open the tap which you have connected to your 
water container and wait until the water starts running clear with no foam.

This can take anywhere from 2-5 minutes.  

Just be patient and make sure to not leave Nitro Fusion unattended while 
the tap is open.
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Step 5
Running cleaning liquid through the lines

Now you will need to mix you’re cleaning liquid with 1L of water. The 
advised ratio is 12ml cleaner to 1L of water, however, this can vary based 

on your cleaning products. Always use the ratio advised by the instructions 
of your cleaning product.

Next you’ll need to run this cleaning solution through the machine. Start by 
opening the tap and letting it run through. After 30 seconds, close the tap 

and let the solution sit inside the machine for 15 minutes. 
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Step 6
Running water through the lines again

Now that your Nitro machine has been cleaned you will need to run water 
through it again to remove the cleaning solution. To start, empty your 

container of cleaning solution and fill it with 2-3L of water. 

Next up place the Nitro fusion intake line inside your container of water, 
open the tap and let it run for 2 minutes and close the open tap.
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Step 7
Cleaning up

Otherwise, all you need to do is 
leave the clean water inside the 

machine until you resume service.

Give yourself a pat on the 
back. You’re all done!

!9 !9

If you’re reconnecting your 
Nitro products to resume 

service. Please make sure to 
leave the dirty output 

container on the drip tray and 
keep the tap open until you 
see the darker liquid of the 
product coming through. 


