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1.8° Hybrid Stepper Motor @@ PLEASE LET US KNOW THE
LDO-42STH60-2004AC  #YYMMDD CABLE LENGHT YOU WANT
B RED D BLU WHEN YOU PLACE ORDER.
ITtems Specs Items Specs
Phase Number 2 phases Step Angle 1.8° +5%
Rated Voltage 4.0 VDC Rated Current DC 2.0 A/ Phase A — SQW Release XUdSDb i‘ B |u/i/47
) t M Dat
Resistance (20°C)| 2.0+10% © / phase Inductance 3.3420% mil / Phase REV eeription ace by | “pprove] Pare
Holding Torque | = 8.5Kg—cm(0.85 Nm) | Detent Torque 0.28 Kg—cm REF. E_ -@' LDO MOTORS CO.,LTD
Rotate Directi ABCDA CW MAX Starting PPS 2500 PP Scale )
otate Pirection artine 000 PPS Hybrid Stepper Motor
MAX slewing PPS 2500 PPS Insulation Resistance =100 MQ (DC 500V) LDO-4ZSTH60-2004AC
HI POT AC600V/1mA/1S Insulation Class Class B
Rotor Inertia 102 g.cm’ Weigth 0.5 Kg REF. Des. Check | Appr. Date [‘acc(}doery page
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