
INSTALLATION GUIDE
CIVIC TYPE R DOWNPIPE

Tools Required:
5.5 ¼ socket
¼ ratchet
O2 sensor socket 
14mm socket 
12mm socket 3/8ths
10mm socket 3/8ths 
3/8ths ratchet

WHat’s in the box:
1x MAP 2017+ Civic Type R Downpipe
4x M10x1.25 Copper nuts (Turbo Outlet)
3x M10x1.25 Flanged Nuts
3x M10x1.25 Studs



1. Remove intake tube connecting to inlet pipe (this 
may vary depending on what intake you have)

3. Remove 2 bolts (10mm) holding wiring harness to 
inlet pipe and position out of the way 

2. Remove 4 bolts holding the water crossover pipes 
to inlet pipe

4. Remove 2 bolts (12mm)  holding the inlet pipe 
onto the turbo inlet

5. Remove inlet pipe, ensure you do not lose the gas-
ket that will come off with it 

2. continued



6. Remove the pre cat 02 sensor, be sure to discon-
nect the sensor before removing it

7. At this point, you will be able to remove the bolts holding the factory heat shield on. It will take some 
maneuvering of coolant crossover pipes but you will be able to slide the heat shield up and out 

8. Remove the 4 14mm bolts and nuts connecting 
the factory downpipe to the turbo outlet 

9. Now move to the underside of the car, remove 
the undertray and remove the front support brace



10. Remove support brackets between the downpipe and the oil pan (4x 14mm)

12. It may be necessary to also remove the nuts holding the front pipe-to-catback 3 bolt connection to 
allow you remove the downpipe 

11. Remove 3 14mm nuts on the downpipe to front 
pipe connection



13. Once you have the front pipe out of the way, 
remove the factory downpipe

15. Install the post cat 02 sensor into the MAP 
downpipe

16. Slide the MAP downpipe into place, reinstall 4 
nuts and bolts securing it to the turbo outlet

14. Remove post cat 02 sensor 

16. continued 17. Install pre cat 02 sensor and reconnect connec-
tor 



18. reconnect post cat 02 sensor with included 02 sensor extension harness

19. reinstall both front pipe connections at the 
downpipe and catback 

20. Reinstall support brackets to oilpan and down-
pipe 

21. Move back uptop, reinstall your inlet pipe back 
onto the turbo, ensure the gasket is in place 

22. Reinstall mounting hardware securing the cool-
ant crossover pipes



THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
suppport@maperformance.com

Show us some photos! @maperformance / #maperformance

23. Reconnect the inlet pipe to the intake 24. Start and check for leaks


