
INSTALLATION GUIDE
ecoboost mustang intercooler

Tools Required:
3/8s ratchet
10mm Socket 
11mm Socket
13mm Socket 
T25 Torx bit

WHat’s in the box:
1x MAP Direct fit Ecoboost Intercooler
1x Fastener block and M6 Screw
1x M6 Socket head screw

1. Jack car up and place on jackstands, 
or on a lift

please note: Can be done from below or by removing the front bumper,
in these instructions we will go over how to do it from below

2. Remove splash guard 3. Remove Cooling panel above radiator
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4. Remove Intake - May vary depending on what is on the car, but no matter what 
remember to remove the Blow off valve, AIT sensor, and Air filter

6. Remove the two top mounts securing 
the radiator to the core support 

9. Separate the AC condenser and Radiator by pushing back on the rad, push the AC 
condenser under the rad support 

5. Detach Coolant reservoir and secure 
out of the way

7. Remove old charge piping from the 
bay

8. Remove the Intercooler to Throttle 
Body pipe

10. Disconnect MAP sensor from Intercooler 



11. Push the radiator and intercooler up and out of the lower 
bushing, raise the radiator until it is sitting on the subframe 
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13. Once out, remove the MAP sensor 
with a T25 Torx Bit.

15. Take  the included spacer and slide in into the bracket on the drivers side of the 
radiator where the factory clip was, and install the factory bolt on the other side.

14. Slide the MAP intercooler up and into the bay from below, taking the same care as 
you did removing the stock one. Should be much easier get in though. 

12. Unclip the intercooler from the radiator on the driver side and re-
move the intercooler - This can be tricky, and will take some finessing

16. Install the MAP sensor and plug in 
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20. Reinstall coolant catch can 

17. Slide the rubber bushings back into 
place

19. Replace the top 2 radiator mounts18. Slide the AC condenser back into 
place int the upper and lower slots

21. Install the lower coupler to inter-
cooler with clamp, and the throttle body 

22. Slide the driver side pipe into place 
and tighten clamps 

23. Place the lower coupler on the drivers side, and slide in the intercooler pipe. 
Then place the upper couper on the pipe and attach to turbo, tighten all clamps. 

24. Reinstall intake - remember to install the 
Blow off valve, AIT sensor, and Air filter
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THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
sales@maperformance.com

Show us some photos! @maperformance / #maperformance

25. Route the included vacuum line from the BOV across the 
front of the engine and down under your intake manifold

26. On the back of the intake manifold will be a white clip with a vacuum 
line coming out of it, cut the line ~ 3-4” away from the clip and install the 
included T fitting to 
connect BOV line.

27. Replace the top panel 28. Replace the under side splash shield and 
you are ready to go!


