
INSTALLATION GUIDE
Evo x cast exhaust manifold

Tools Required:
14mm Socket
8mm Allen head socket
3/8” ratchet 
Medium length extension
14mm Wrench
10mm Stud removal tool

WHat’s in the box:
1x Investment cast exhaust manifold
1x Investment cast exhaust manifold hardware kit (2 bolts)

1. Remove Engine cover, and strut bar. Set to the side, 
remove upper intercooler pipe - Not required, just makes 
it easier - Remove the factory heat shield if equipped

2. Remove two turbo to man-
ifold nuts, and two studs 
- Either a stud extractor for 
8mm studs, or the “double nut” 
technique to remove the studs. 
These can be very difficult to 
remove, so coating in penetrat-
ing oil ahead of time is not a bad 
idea. Remove two bolts on the 
turbo to manifold flange



3. Remove ten manifold to head nuts. 
lift the manifold up, and towards the 
firewall to remove. Remove the gasket 
if it did not come off with the mani-
fold, as you can re-use it in most cases 
unless damaged.

5.  Reinstall the gasket, and slide the new manifold 
back in the same way the stock one was removed, by 
tilting and sliding from the rear of the engine bay. Make 
sure turbo gasket is on the housing and Install the 
lower/inner drivers side bolt from the manifold to the 
turbo first, and snug the bolt down, as otherwise you 
will not be able to get to it in the car easily with all 
other bolts in, once threaded in, 
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6. Install the other three bolts - One 
stock, 2 included - into the manifold. 
The longer of the two included ones 
goes into the drivers upper bolt hole.

4. Remove both the upper right and left side corner studs 
as pictured as these will be replaced by the included bolts
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THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
ajohnson@maperformance.com

Show us some photos! @maperformance / #maperformance

7. Utilizing the included bolts, thread them 
into the upper right, and upper left corners 
of the manifold and begin to snug them up. 
Reinstall the other eight manifold to head 
nuts and tighten them all

8. Start the car and check for leaks, if 
leak free reinstall the engine cover, heat 
shield,  and strut tower bar and you are 
ready to drive!


