
INSTALLATION GUIDE
evo x oil cooler kit

Tools Required:
Trim clip removal tool 
10mm socket
12mm socket
24mm socket
Various extensions
Swivel adapters 
1/2 ratchet
3/8” ratchet 

WHat’s in the box:
1x MAP Setrab Cooler
3x 90* -10AN Fittings
1x Straight -10AN Fitting
2x M22 to -10 Banjo Fittings
2x M18 to -10 Banjo Fittings 
1x Roll -10AN Black Braided Line 
3x MAP Evox Oil Cooler Brackets
10x ¼-20 Nuts
10x ¼” Washers
8x ¼-20 Screw ¾” Long
2x ¼-20 Screw 1” Long

1. Remove the bumper cover by taking out the Upper shroud held in by trim clips, then TWO 10mm screws holding it to the core sup-
port, THEN 2 screws and two trim clips holding to the fender liner, removing clips holding the bumper to the undershroud will be 
required if still equipped. 
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2. Remove air ram from factory oil cooler assembly 

3. continued

5. Remove oil cooler lines bracket from vehicle, the factory oil cooler should be 
completely free from vehicle. Set your factory cooler and lines aside

3. Remove bracket bolts holding the 
factory oil cooler to the vehicle

4. Remove two 24mm banjo fittings from the oil filter housing, you will need to use a 
variety of extensions and swivels to achieve this. We found to get the most rearward

fitting, it’s easiest to run the extension 
through the intake manifold 



6. Attach included brackets to your new oil cooler as shown, make sure to use the included washers to space the bracket away 
from the cooler. The order should be, bolt, bracket,washer, oil cooled, nut. This will ensure the best possible fitment
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7. Attach the bracket pictured to the 
chassis

9. Attach your new MAP Oil cooler assembly to the vehicle 

8. Reuse the rubber grommets from your old oil cooler (or replace), install them into 
the bracket as shown



10. Measure your factory oil cooler lines for reference, and Install the banjo to -10 
fittings on the block. Now assemble one of the 90* fittings on the end of the hose, 
route that hose as it will run to verify length to the cooler. Cut and assemble line, 
and repeat for second line.  note, the drivers side port will use the straight fitting 
on the block. 
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11. Install your new hoses following the factory routing path. 
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THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
sales@maperformance.com

Show us some photos! @maperformance / #maperformance

12. Start and check for leaks 13. Re install air ducts 14. Reinstall bumper and upper shroud


