
INSTALLATION GUIDE
mk7 vw GTI Downpipe

Tools Required:
6mm Allen Wrench
13mm Socket
22mm Wrench

WHat’s in the box:
1 Main Downpipe Section
1 Straight Downpipe Section 
1 V-Band Clamp

1. disconnect THE BATTERY 2. loosen 6mm allen bolt for v-band 3. remove downstream o2 sensor
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Notes:
MAP MK7 Downpipes no longer 
include the rear engine bracket 
to improve ease of installation 
and due to bracket location dif-
fering on some models of MK7s.

If you have any questions 
please call!



4. remove two 13mm nuts attaching 
downpipe to the support Bracket

5. remove four 13mm bolts for the 
exhaust support Brace

6. remove the two 13mm nuts for the 
exhaust slip joint

7. remove the downpipe hanger bracket
and save

8. Remove the OEM downpipe fully
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9. install map downpipe on 
support bracket

10. start the two 13mm bolts for 
support bracket but do not tighten

11. reinstall the o2 sensor 12. tighten the v-band clamp to top
of downpipe at turbo

13. tighten the hanger bracket bolts

14. fully tighten all nuts and bolts 15. attach and tighten v-band clamp to
straight downpipe section

16. place and tighten the slip joint
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17. Tighten the v-band fully 18. reinstall the exhaust support 
brace

19. reconnect the battery - done!

THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
ajohnson@maperformance.com

Show us some photos! @maperformance / #maperformance
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