
  

PARTS LIST
2PC | Aluminum intAke PiPes

1PC | 90-degree silicone uPPer Hose

1PC | silicone lower Hose

1PC | HigH-Flow, oiled Filter

oPtionAl Airbox witH Protective edging

 

Disclaimer
• Please dispose of any liquids properly.  
• Allow vehicle to cool completely prior to attempting installation.  
• Mishimoto Performance (MP) is not responsible for any vehicle  
   damage or personal injury due to installation errors, misuse,  
   or removal of MP products. 
• MP always suggests that a trained professional install all  
   MP products. 
• Do not run the engine or drive the vehicle while overheating.  
   Serious damage may occur. 
• Raise vehicle only on jack stands or on a vehicle lift. 

INSTALLATION INSTRUCTIONS 
01 | remOViNG THe sTOcK iNTaKe

1. Remove the air intake duct (2x pop clips) 

2. Loosen the intake hold-down bracket on the passenger side 
fender at the top of the airbox (2x 10mm nuts) 

3. Loosen the other intake hold-down bolt on the bottom of the  
airbox (1x 10mm bolt) 

4. Properly support and raise the vehicle with jack stands or a 
two-post lift

5. Remove the plastic undertray clips (9x large pop clips)

6. Remove the clips holding the undertray to the aluminum plate (4x 
small pop clips)

7. Remove the final two bolts holding the undertray in place  
(2x 12mm bolts) 

8. Remove the plastic undertray

9. Remove the screw holding the wheel liner to the vehicle  
(1x 10mm screw)  

10. Fold down the plastic wheel liner on the passenger side; this 
gives access to the intake system (2x pop clips)

11. Loosen the worm-gear clamps on the intake piping  

12. Loosen the intake piping from the underside bracket  
(1x 10mm nut)
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4MM ALLEN KEY

SMALL PHILLIPS-HEAD 
SCREWDRIVER

FLATHEAD SCREWDRIVER

10MM DEEP SOCKET

12MM DEEP SOCKET

3/8” DRIVE SIX-INCH  
EXTENSION

3/8” DRIVE RATCHET

10MM WRENCH

DIFFICULTY LEVEL: 3/5 

INSTALL TIME: 1 HOUR

TOOls NeeDeD
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13. Disconnect and remove the lower intake hose

14. Disconnect the plastic intake pipe from the underside bracket

15. Remove the lower airbox bolt (1x 10mm bolt) 

 
16. Remove the hold-down bracket nuts for the intake  
(2x 10mm nuts)

17. Unhinge the airbox cover, remove the air filter, and remove the 
airbox cover

02 | remOViNG/reiNsTalliNG mass  
airflOW seNsOr

1. Disconnect the mass airflow sensor and remove the airbox.

 
2. Remove the mass airflow sensor from the stock airbox  
(2x Phillips-head screws) 

 
3. Note the direction of airflow on the new mass airflow housing, and 
install the mass airflow sensor accordingly (2x Phillips-head screws)

 

03 | iNsTalliNG THe misHimOTO PerfOrmaNce 
cOlD-air iNTaKe

1. Install the silicone hose with the supplied worm-gear clamps. 
The longer side of the hose faces the engine turbo inlet.  
(2x worm-gear clamps)

 
2. Tighten the engine side clamp (1x worm-gear clamp)

3. Connect the 90-degree coupler to the lower intake hose and then 
tighten the clamp (1x worm-gear clamp)

 
4. Connect the lower intake pipe to the lower silicone hose.  
Make sure the bracket is aligned.

5. Tighten down the clamp (1x worm-gear clamp)

6. Tighten down the underside bracket to the intake pipe (1x 10mm nut)

7. Fold upward and reinstall the wheel liner to the vehicle (2x pop clips)

8. Reinstall the wheel liner screw (1x 10mm screw)

9. Place undertray into position on the bottom of the vehicle.

10. Reinstall the undertray bolts, but do not fully tighten  
(2x 12mm bolts).
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03

11. Be sure to hook the undertray to the aluminum plate.

12. Reinstall the undertray clips (4x small pop clips, 9x large pop clips)

13. Install the mass airflow housing to the silicone coupler. Be sure 
to have both clamps already on.

14. Tighten down the clamps (2x worm-gear clamps)

15. Secure the mass airflow housing with the bracket (1x 10mm nut)

16. Reconnect the mass airflow sensor

17. Install the Mishimoto air filter with clamp (If without the airbox) 

18. Tighten down clamp (1x worm-gear clamp) [If no airbox, skip to 
the next step]

19. Reinstall the air  intake duct (2x pop clips)

20. If you have purchased the optional Mishimoto Airbox, please 
continue to section 4 of the install guide.

04 | iNsTalliNG THe misHimOTO airbOX
1. Install the supplied rubber trim on the lid to the airbox. Install 
the supplied rubber trim to the intake duct port

2. Install the supplied rubber trim to the intake duct port 

3. reinstall the airbox (2x 10mm nuts)

4. reinstall the airbox hold-down bolt (1x 10mm bolt)  

5. install the mishimoto air filter by tilting the air filter downward at 
a 45 to 70-degree angle to get onto the mass airflow pipe first 

 
6. tighten down the clamp (1x worm-gear clamp)

7. install the airbox lid using the three supplied 4mm Allen blots 
and plastic washers (3x 4mm Allen bolts and washers)

8. reinstall the air intake duct (2x pop clips)

9. You have now successfully installed the mishimoto 2015 subaru 
wrx Performance cold-Air intake. enjoy!
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