
INSTALLATION GUIDE
2015+ Subaru STi Downpipe

Tools Required:
10mm wrench
8mm,12mm, 14mm deep socket
14mm socket extensions
O2 sensor wrench
1/4”, 3/8” ratchet

WHat’s in the box:
1 Downpipe
1 Factory catback adapter
1 gasket
2 bolts, 2 washers, 2 nuts
O2 bung

1. Remove the battery - 10mm wrench 2. Begin by removing the intercooler 3. Remove the BOV - two 12mm bolts
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4. Remove two bolts holding 
coolant lines - 12mm

6. Remove one 8mm clamp for 
the throttle body

2

8. With the coolant lines and BOV out 
of the way - remove intercooler

9. remove the factory spring bolts 
and nuts - 14mm/12mm

5. Remove two bolts holding 
intercooler bracket - 12mm

7. Remove one 8mm clamp 
for turbo outlet

10. Remove o2 sensor Carefully 11. Remove 14mm bolt for downpipe 
support bracket



14. Remove 14mm nut, then two 14mm 
bolts and one nut from top

16. install wideband sensor, if no 
wideband then install supplied bung

17. Carefully install MAP downpipe

18. Reinstall two 14mm nuts from 
below - downpipe to turbo
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13. Remove two 14mm nuts from below 
that hold the downpipe to the turbo

20. Reinstall lower support bracket 
- 14mm. Upper bracket not used

12. Remove 14mm bolts from 2nd 
support bracket

15. Remove the stock downpipe

19. Reinstall 14mm nut, two 14mm bolts 
and nuts up top - apply anti seize



22. Place doughnut gasket onto adapter 23. Insert between exhaust and 
MAP downpipe

4

21. Remove stock doughnut 
gasket carefully

24. Tighten down supplied adapter
bolts

25. Reinstall intercooler, 8mm clamp 
to turbo outlet and throttle body

Please note: If using an aftermarket exhaust, 
most will not require the use of the adapter. 
Simply use the supplied gasket and hardware. 
skipping steps 21-23.



27. Reinstall BOV - 12mm bolts 28. Make sure everything is tight, 
Reconnect battery - done!

THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
ajohnson@maperformance.com

Show us some photos! @maperformance / #maperformance
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26. Reinstall 12mm bolts to coolant 
lines and bracket 


