
INSTALLATION GUIDE
MK5 SUPRA catback exhaust

Tools Required:
13mm Deep socket 
10mm socket
8mm
Long extension 
Allen wrench

WHat’s in the box:
1x MAP Oval front pipe
1x 3.5” MAP midpipe 
1x 3.5” MAP valved muffler section 
1x 3.5” Vband clamp
1x 3.5” Slip clamp
8x 5mm Cross member spacers 
2x Hanger clamps
1x 3” Clamp for factory downpipe connection 
2x Tips

1. Remove exhaust valve connector at 
the rear of the exhaust

3. Remove 13mm holding the center 
exhaust hanger to the car

2. Remove the pinch clamp holding the 
exhaust to the downpipe



4. Remove front hanger 13mm nut 
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6. Remove the 4 13mm nuts holding the muffler section to the car, 
then remove the entire exhaust from the car 

5. Remove the under chassis brace, 8 13mm bolts and 2 8mm screws on the ends

7. Remove the exhaust hangers from 
the removed exhaust 
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8. Remove exhaust valve actuator from
the removed exhaust 

9. Remove rear right side heat shield, allowing you to move the exhaust valve actuator wiring harness up and over the crash 
bar. This will move the connector to space you see it pictured

10. Reinstall the rear heat shield 11. Install the front piece of the MAP catback, secure it with front hanger bracket (13mm) 
and the downpipe pinch clamp. Be sure the exhaust is fully slipped in place in the downpipe 
before securing the clamp
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12. Install Exhaust valve actuator to map supra catback muffler section, be sure to install the included spacer and hardware 
as pictured, install the oem exhaust valve actuator spring in the position pictured - it will be obstructed if installed backwards

13. Install the muffler section of the supra catback onto the car, securing the muffler with the oem hangers by 
reinstalling the 4 13mm bolts 

14. Install center section of the catback, securing it with 1 oem exhaust hanger 
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THank you for choosing maperformance!

If you have any problems or concerns during installation of this product, feel free to call or email us: 

1-888-MAPERFORMANCE
support@maperformance.com

Show us some photos! @maperformance / #maperformance

15. Ensure that all piece of the catback are rotated in the orientation pictured so 
there are no issues with clearance or the fitment of the tips is undesirable.

16. Once you are happy with fitment and 
it appears as pictured, then tight the 2 
vband clamps fully holding the catback 
together. 

17. Reinstall underchassis brace, install included spacers and install the in the 8 
front holes as pictured

18. Start and check for leaks
DONE!


