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NOKIAN FOREST KING TRS 2+

Soil-friendly traction
for 6-wheel forwarders
and harvesters - with or
without tracks.

The timber must be harvested without damaging
the forest soil - even in the most demanding of
conditions. The Nokian Forest King TRS 2+ tire is
designed to provide the widest possible ground
contact and superb traction without tracks as well
as improved support for chains and tracks. The tire

has improved stability due to a 24PR bias structure.

The Nokian Forest King TRS 2+ tires are also very
resistant to cuts, punctures and track abrasions
thanks to strong shoulders and steel fortification.
Sturdy and stable Nokian Forest King TRS 2+
has extra rubber on the shoulder area, making

it more cut and puncture resistant.

Traction without chains and tracks Nokian
Forest King TRS 2+ tires feature sharp rib
edges, extra wing bars and wide contact area
to maximize grip even on demanding terrains
without chains or tracks - with minimal
damage to the soil.

Care-free track use Nokian Forest King TRS 2+

is designed to give excellent support for tracks.

Sizes

Diagonal Forestry Tire

* The tire carcass is protected by steel
fortification (SF).

* Multiple ply cords are laid at alternate
angles substantially less than 90° to
the centerline of the tread.

Nokian Forest King
TRS 2+ tread depth
measuring point

© Nokian Forest King TRS 2+ 600/65-34 169 A8 / 176 A2 - T445714

© Nokian Forest King TRS 2+ 710/55-34 173 A8 / 180 A2 - T445715

© Nokian Forest King TRS 2+ 710/70-34 181 A8 / 188 A2 - T445716
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Nokian Forest King TRS 2+ SF TT 600/65-34 169 A8 / 1776 A2 - T445714

SF = STEEL FORTIFIED TT = TUBE-TYPE, to be fitted with tube
Product code Size LIIss PR Pattern Steel TTTL Rim Permitted Width Diameter Loaded static radius Rolling Max inflation Total tread depth Tread depth measured
Forest  fortified tims circumference pressure on top of tie-bar
mm in mm in mm in mm in kPa psi mm 32ndsin mm 32ndsin
T445714 600/65-34 | 169A8/176A2 | 24 | TRS2+ sF | 1T | owaos 615 24.2 1638 64.5 743 293 4934 1943 400 58 50 63 - -

LOAD CAPACITY VALUES FOR FORESTRY USE LIQUID AND SALT BALLASTING

Inflation Pressure Road Road Road Forestry service (LT) Tire volume 100% Water filling (75%) Water / salt filling (75% / ~30°C / -22°F)
50 km/h / 30 mph 40 km/h / 25 mph 30 km/h / 20 mph 20 km/h / 125 mph 10 km/h / 5 mph
Water Salt (CaCl,)  Total weight increase
kPa si ke Ibs ke Ibs ke Ibs ke Ibs ke Ibs
E < < 9 < 9 I gals) I gals) | gals) kg Ibs kg Ibs
160 23 2960 6525 3250 7165 3480 7670 4000 8820 4000 8820 550‘ 145‘ 415‘ ,‘10‘ 338‘ 90‘ 173‘ 380‘ 511 ‘ 1125
200 29 3530 7780 3875 8545 4150 9150 4770 10515 4750 10 470
240 35 3750 8265 4125 9095 4410 9720 5070 11175 5000 11025 TUBES AND VALVES
280 41 4210 9280 4625 10195 4950 10915 5690 12545 5600 12345
320 46 4440 9790 4875 10 745 5220 11510 6 000 13230 6 000 13 230 Tube Valve
360‘ 52 4820 10625 5300 11685 5670 12500 6520 14375 6500 14330 product code tube-type
T55394 TR 218A
400 | 58 5280 11 640 5800 12785 6210 13 690 7130 15720 7100 15 655 Maximum inflation pressure 400 kPa.

Nokian Forest King TRS 2+ SF TT 710/55-34 173 A8 /| 180 A2 - T445715

SF = STEEL FORTIFIED TT = TUBE-TYPE, to be fitted with tube
Product code Size LIS PR Pattern Steel TTTL Rim Permitted Width Diameter Loaded static radius Rolling Max inflation Total tread depth Tread depth measured
Forest fortified rims circumference pressure on top of tie-bar
mm in mm in mm in mm in kPa psi mm 32ndsin mm 32ndsin
T445715 710/55-34_ |173A8/1804A2 | 24 | TRS2+ sf | 11 | owaas DW23B 715 281 1634 643 740 291 4957 195.2 400 58 50 63 - -

LOAD CAPACITY VALUES FOR FORESTRY USE LIQUID AND SALT BALLASTING

Inflation Pressure Road Road Road Road

Forestry service (LT) Tire volume 100% Water filling (75%) Water / salt filling (75% / -30°C / -22°F)
50 km/h / 30 mph 40 km/h / 25 mph 30 km/h / 20 mph 20 km/h/ 12.5 mph 10 km/h / 5 mph )
Water Salt (CaCl,)  Total weight increase
k73 el kg bs kg (5 kg bs kg (3 kg bs | gal (US) 1 gal (US) I gal(US) kg Ibs kg Ibs
160 23 3320 7320 3650 8045 3910 8620 4490 9900 4500 9920 650‘ 170‘ 490‘ 130‘ Aoo‘ 705‘ 204‘ 450‘ 604 1330
200 29 3870 8530 4250 9370 4550 10030 5230| 11530 5300 11685
240 35 4210 9280 4625 10195 4950 10915 5690 12545 5600 12345 TUBES AND VALVES
280 41 4820 10625 5300 11685 5670 12500 6520| 14375 6500 14330
320 46 4960 10935 5450/ 12015 5830 12855 6700/ 14770 6700 14770 Tube Vv
360 52 5460 12035 6000 13230 6420 14155 7380 16270 7300 16 095 productcode  tube-type
400 58 5920 13050 6500 14 330 6960 15 345 8000 17 635 8000 17635 Mayimum inflation pressure 400 kPa. 755394 TR218A




- Nokian Forest King TRS 2+ SF TT 710/70-34 181 A8 / 188 A2 - T445716
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SF = STEEL FORTIFIED TT = TUBE-TYPE, to be fitted with tube

Product code Size Li/ss

PR Pattern Steel TTTL Rim Permitted Width Diameter Loaded static radius Rolling Max inflation Total tread depth Tread depth measured
Forest  fortified tims circumference pressure on top of tie-bar
mm in mm in mm in mm in kPa psi mm 32ndsin mm 32ndsin
T445716 710/70-34 | 181A8/1884A2 | 24 | TRs2+ sF | 1T | owaas DW238 754 29.7 1833 722 819 322 5548 2184 400 58 50 63 - -
LOAD CAPACITY VALUES FOR FORESTRY USE LIQUID AND SALT BALLASTING
Inflation Pressure Road Road Road Road Forestry service (LT)

50 km/h / 30 mph 40 km/h / 25 mph 30 km/h / 20 mph 20 km/h /12.5 mph

10 km/h / 5 mph

Tire volume 100% Water filling (75%) Water / salt filling (75% / -30°C / -22°F)

Water Salt (CaCl,)  Total weight increase
kP i Kk Ibs k Ibs k Ibs k Ibs k Ib
° =1 Y s 9 ° ® s J ° ® s | gal (US) 1 gal (US) | gal (US) kg Ibs kg Ibs

160 23 4100 9040 4500 9920 4820 10625 5540 12215 5600 12345 900‘ 240‘ 675‘ 180‘ 554‘ 145‘ 282‘ 620‘ 836 1845

200 29 4820 10 625 5300 11685 5670 12 500 6520 14 375 6 500 14 330

240 35 5280 11 640 5800 12785 6210 13 690 7130 15720 7100 15 655

TUBES AND VALVES

280 41 5920 13 050 6 500 14 330 6 960 15 345 8000 17 635 8000 17 635

320 46 6100 13 450 6700 14770 7170 15 805 8240 18 165 8250 18 190 Tube Valve

360 52 6830 15055 7500 16 535 8030 17 705 9230 20350 9250 20395 productcode ] [T tubestype

T55388 TR 218A
400 58 7510 16 555 8250 18 190 8830 19 465 10 150 22375 10 000 22045 Maximum inflation pressure 400 kPa.
. . o
Nokian Forest King TRS 2+ - all sizes
Product code Size LI/ss PR Pattern Steel TTTL Rim Permitted Width Diameter Loaded static radius Rolling Max inflation Total tread depth Tread depth measured
Forest fortified rims circumference pressure on top of tie-bar
mm in mm in mm in mm in kPa psi mm 32ndsin mm 32ndsin

T445714 600/65-34 169 A8 /176 A2 24 TRS 2+ SF T DwW20B 615 242 1638 64.5 743 293 4934 194.3 400 58 50 63 - -
T445715 710/55-34 173 A8/ 180 A2 24 TRS 2+ SF TT DwW24B DW23B 715 281 1634 643 740 291 4957 195.2 400 58 50 63 - -
T445716 710/70-34 181 A8/ 188 A2 24 TRS 2+ SF T bDw248B DwW23B 754 297 1833 722 819 322 5548 218.4 400 58 50 63 - -




