
Heater Installation

Warning: This product is not for use with seats with covers bonded to the 
foam. The product is designed to be installed beneath a vinyl or leather seat 
cover. For specification questions, please contact the seat manufacturer 
directly.

1. Remove the seat from the machine.
2. Remove the staples from the back of the seat, so the vinyl or leather can 

be rolled back.
3. Choose the placement of the seat heater. Route the seat heater power 

wire to the bottom of the seat.
Note: Removing foam and drilling a hole through the bottom of the seat 
may make installation easier.

4. Remove the paper backing from the heater and place in position. Make 
sure to press down on the heater to insure a good adhesion between the 
seat and the seat heater. Avoid creating any wrinkles.

5. Remove the paper backing from the foam and place over the heater. Make 
sure the foam covers the heater completely.

6. For the Dual High/Low Kit, repeat steps 1 through 5 for the second heater.
7. Pull the seat cover back over the seat heater and re-staple the cover.

Switch Installation

1. Unscrew the bolts from the front panel, and separate the switch panel/
wire harness from the back panel.

2. Using the back panel, mark the preferred switch placement on the seat. 
Then use the back panel as a stencil to cut out the needed holes. 

3. Remove enough foam the seat to house the switches, and make a small 
tunnel from the switch location to the bottom of the seat to run the wire 
harnesses through. You will need to make a hole in the plastic bottom 
of the seat to thread the wires through.
Note: Use the holes cut in the seat cover in Step 1 to locate where to 
remove the foam from the seat.

4. Pull the seat cover back over the seat and leave it loose. Place back 
panel on the inside of the seat cover. Make sure to orientate the switch 
panel correctly, with notches on the switch holes to the left and nuts 
facing inside the seat.

5. Push the connectors on B side (Figure 1) through the center hole of the 
back panel, then pull the A side connectors (Figure 1) through the cen-
ter hole of the panel. Then connect the A side connectors to the high/
low switch (Figure 2). 
Dual Switch Kit Only: With the front panel and back panel firmly con-
nected, attach the second wire harness to the second switch (Figure 2.)
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Need help? Contact us at (763) 231-4769 or sales@symtec-inc.com, 
or visit YouTube.com/HeatDemon for instructional videos.

Instructions for Seat Heater Kit with High/Low Switch
Part Numbers: 210171 & 210172

Items Required for Installation
• Drill with a 13/16" Bit

1-888-571-9193
www.HeatDemon.com

FIGURE 1

FIGURE 2



This Heat Demon product has a five year limited warranty. 
The warranty does not cover:

• Products worn by use;
• Tampering or misuse of the product, including operation

outside of design specifications;
• Damages made to products installed incorrectly, including

shorting or pinched wires;
• Damages caused by crashes or natural disasters.

Because Heat Demon does not have any control over the connection and use 
of the product, or any other related electronics, no liability will be assumed 
nor accepted for damage resulting from the use of the product. In no case 
shall liability exceed the product’s original cost.

Warranty & Damage
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Visit www.HeatDemon.com for more Heat Demon products.

6. With the seat cover pulled tight, tighten the front panel to the back panel 
with the screw you removed previously. 

7. Push the B side connectors of the wire harnesses through the foam and 
pull them out of the bottom of the seat. Connect the seat heater plug to 
the wire harness jack.
Dual Switch Kit Only: Connect the front seat to the A side switch har-
ness and connect the back/passenger seat heater plug with the B side 
switch harness.

8. With the seat heater, and switch in place, pull the seat cover as tight as 
possible; make sure the seat heater doesn’t wrinkle. Staple the seat 
cover back in place.

Switch Installation Cont.

Connect to Power

1. Connect the brain box harness to the switch wire harnesses.
2. Temporarily run the bare leads directly to the battery (red to positive, 

black to negative). Turn the switches to high, and make sure that the 
seat heater operates correctly (allow 5 to 10 minutes for the heater to 
heat up).

3. Disconnect the wires from the battery, and disconnect the battery leads 
negative first. Connect the red wire from the brain box to a 12V 
keyed-power wire. Connect the black wire from the brain box to a ground 
wire.

4. Reconnect the battery leads. With the vehicle and switch on, you should 
start to feel heat in approximately 5-10 minutes.
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