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GENERAL INFORMATION 

 

1.1 Introduction 

 

The Ltl Acorn Ltl-6210MC is a step-up to Ltl-5210A. It provides enhanced features and better 

performances. With its highly sensitive Passive Infra-Red (PIR) sensor, the camera detects the 

sudden change of ambient temperature caused by moving game in a region of interest (ROI), 

triggers to take pictures and/or HD videos. The standard scouting camera (Part # Ltl-6210MC) 

can be upgraded to work as a remote cellular camera when bundled with the MMS-module 

(Multimedia Messaging Service) (Part # LTL-MM2, sold separately), which can send the 

pictures via GSM network to the user’s cell phone or email account 

 

Features: 

 

 5M/12M/2M pixel high-quality resolution.  

 1280 x 720 HD video with audio 

 Infrared night vision LEDs 850nm for flash range up to 65 feet (20m) 

 “Cam + Video” mode enables camera to take both picture and video at every trigger 

event  

 Impressively quick trigger speed (0.8 second) 

 Continuous shooting interval time about 0.5 or 1.0 seconds (stamp Off or On) 

 Extremely long in-field life (in standby mode, up to 6 months with 12 x AA batteries) 

 Unique side Prep Sensor design provides wider sensing angle and enhances camera’s 

response speed  

 Perform in the most extreme temperatures from -22°F (-30°C) to 158°F (70°C) 

 Compact size (5 ½ x 3 ½ x 3 inches) with through hole for cable lock  

 Programmable to work as Time-Lapse camera taking pictures/videos in long range day 

and night  

 When Timer setting on, programmable to only work in specified period every day. This 

feature can be used together with Time Lapse feature to meet your timetable  

 Flip-down built-in 2.0” TFT color display to review images and videos. 

 Date, time, temperature, moon phase and battery level can be stamped on picture    

 Lockable and password protected 

 Send 640 x 480 resolution MMS image  

 Setup is a snap by running the user-friendly software on the enclosed CD on the computer, 

or directly on the built-in TFT display. 

 Can change several language of the menu through setting country in MMS menu or in PC  

Setup 

 Upgradable to MMS wireless camera by inserting the MMS module (purchased 

separately) provides users flexibility: starting with the standard scouting camera and 

upgrading to the wireless model with MMS function. 

 SD card can be set in “Cycling Save” mode, which automatically deletes the earliest 



 

photos or videos and makes room for new ones. 

  

 

1.2 Application 

 

 Trail camera for hunting 

 Animal or event observation 

 Motion-triggered security camera, for home, office and community 

 All other indoor/outdoor surveillance where intrusion evidence and live alert needed 

 

 

1.3 Illustration 

 

 Figure 1.1 shows the front view of the camera (Part # Ltl-6210MC) 

 Figure 1.2 shows the bottom view of the camera (Part # Ltl-6210MC) 

 Figure 1.3 shows the back view of the camera (Part # Ltl-6210MC) 

 Figure 1.4 shows the view of the flip-down display  

 

 

Figure 1.1: Front View of Ltl-6210MC 



 

 

 

Figure 1.2: Bottom View of Ltl-6210MC 

 

The camera provides the following connections for external devices: USB 2.0 port, SD card slot, 

TV out jack, and external DC power in jack. The 3-way Power/Mode Switch is used to select the 

main operation modes: OFF, ON and TEST. 

 

To power up the camera, install four NEW high-performance alkaline or lithium AA batteries in 

the camera. To achieve longer in-field life, always install 12 AA batteries.  

 

 

Figure 1.3: Back View of Ltl-6210MC 



 

 

Figure 1.3: View of Flip-down Display 

 

CAUTION: If you are not using the camera for an extended period of time, it is highly 

recommended that you remove the batteries from the camera to avoid possible acid leak 

that may damage the camera which would void the warranty. 

 

 

 

 

 

Parameter Settings 

(Bold = default) 

Description 

Mode Camera, 

Video, 

Cam+Video 

Select whether still photos or video clips 

are taken. In Camera+Video mode, 

camera takes photos and video on same 

trigger event.   

Format Enter All files will be deleted after formatting 

the SD card. Format the SD card on 

the camera when use it first time. 

Caution: make sure wanted files on the 

SD card have been backed up first! 

Photo Size (affects still 

photos only) 

5MP, 12MP, 2MP 

 

Select desired resolution for still photos 

from 2 to 12 megapixels. Higher 

resolution produces better quality 

photos, but creates larger files that 

occupy more space and take longer time 

to write to the SD card, which slightly 

affects the shutter speed. 5MP is 

recommended. 

Video Size (affects 

video clips only) 

1440X1080, 

1280×720, 

640×480 

 

Select video resolution (pixels per 

frame). Higher resolution produces 

better quality videos, but creates larger 

files that occupy more space. 1280X720 

provides the best High-Definition effect. 



 

Set Clock  Enter Press Enter to set up date and time. 

Internal capacitor will remain the clock 

time for up to 7 minutes when changing 

batteries. 

Picture No. (affects 

still photos only) 

01 Photo, 02 Photos, 

03 Photos 

Select the number of photos taken in 

sequence per burst in Camera mode.  

Video Length (affects 

video clips only) 

Avi 10 s, optional from 

1s to 60s 

Videos are in AVI format that can be 

played back on most media players.  

Interval 1 Min, optional from 

1S to 60M  

  

Select the length of time that the camera 

will wait from when the last picture was 

taken and written on the SD card, until it 

responds to any new triggers. During the 

selected interval, the camera will not 

take pictures/videos. This prevents the 

SD card from filling up with too many 

redundant images.  

Sense Level Normal, High, Low  Select the sensitivity of the PIR sensor. 

The High setting suits indoors and 

environments with little interference, 

while the Normal/Low suits outdoors 

and environments with more 

interference. Temperature also affects 

the sensitivity. The High setting is 

suitable when the ambient temperature is 

warm, and the Low setting is helpful in 

cold weather. 

Time Stamp (affects 

still photos only) 

On, Off Select On if you want the date & time 

imprinted in every photo. 

Timer Off, On Select On if you only want the camera to 

work within a specified period every 

day. For instance, if the starting time is 

set at 18:35 and the ending time at 8:25, 

the camera will function from 18:35 the 

current day to 8:25 the next day. Outside 

the time period the camera will not be 

triggered nor take photos/videos. This 

feature can be used together with Time 

Lapse feature. 

Password Set Off, On Set up a password to protect your camera 

from unauthorized users.  

Serial No. Off, On Select On to assign a serial number to 

each camera you have. You can use the 

combination of 4 digits and/or alphabets 

to record the location in the photos (e.g. 



 

YSP1 for Yellow Stone Park). This helps 

multi-camera users identify the location 

when reviewing the photos.  

Time Lapse Off, On If set On, the camera will automatically 

take photos/videos at the set interval 

(Note: in this mode, the PIR sensor is 

disabled). This is helpful when 

monitoring fields in long range, or the 

process of flowering, etc. This feature 

can work together with Timer feature.    

Side PIR On, Off The default setting is On. The two side 

prep PIR sensors provide wider sensing 

angle and enhance response time. 

(Reference 2.10 Advantages of Prep 

Sensors.) However, in some situations 

you have difficulty removing the 

interfering twigs, or avoiding the 

sunlight. If so, you have the option to 

turn off the side sensors.      

Sound Settings     On, off Choose OFF to turn off the sounds 

made by pressing the keys. 

Cycling Save    Off, On Choosing ON enables the “cycling 

save” function, which automatically 

deletes the oldest files when the SD 

card becomes full to make room for the 

latest pictures and/or videos. 

Default Set  Press OK Enter to return all your 

camera settings back to the manufacturer 

default. However, all the MMS function 

settings will remain the same except for 

MMS Phone No. and MMS Status. 

 

 

IMPORTANT INFORMATION 

 

5.1 Power Supply  

 

Ltl-6210MC camera can work on up to 12 voltages. The 4 AA batteries in the front of camera, 

the 8 AA batteries in the back of camera, and the external power supply form a four-path 

parallel circuit. Each path is isolated from others and does not charge nor discharge others. 

As a result, the camera can extend its life in the field by being powered by an external solar 

panel Ltl-SUN.   



 

 

5.2 SD Card 

 

There are plenty of different brand SD cards on the market. We tested on our camera as many 

brands as we can. However, we cannot guarantee every brand SD card will work compatibly 

with our camera. Please format the SD card on the camera before use. If it doesn’t work, 

please try another brand SD card. 

 

5.3 Auto Adjustment on Video Length 

 

To extend the battery life, you are strongly suggested to use 12 AA alkaline batteries when 

having the camera running in Video mode or Cam+Video mode. Compared to products of its 

kind on the market, our camera takes thirty percent more full-length video clips. Besides that, 

when battery power gets low, our camera automatically shortens the video length so as to 

take more clips of more events. As a result, the total number of video clips doubles, even 

triples that of products of its kind, which provides users with more useful records.  

 

Note: Our camera performs at extreme cold environment as low as -30°C (-22°F), in which 

the battery power capacity deteriorates drastically. Therefore, the number of video clips 

decreases accordingly. 

 

5.4 850nm and 940nm IR LED 

 

There are two selects of IR LED on the Ltl-6210M series camera, 850nm and 940nm. The 

former provides up to 65-foot flash range whereas the latter up to 30-foot flash range. The 

benefit of 940nm IR LED, however, is it emits no-glow flash that is invisible in the dark.  

 

5.5 Mount on Tripod  

 

The camera can be mounted on a 1/4" tripod. CAUTION: To avoid breakage, always lock 

the latch in position to secure the bottom cover.  

 

 

 

 

FIRMWARE UPGRADES 



 

 

6.1 Firmware Upgrades 

 

Attention: A firmware upgrade program for one model is not compatible on 

other models. In other word, an upgrade for Model Ltl-6210M only applies to 

that model. If a camera is falsely upgraded by running a non-compatible 

program, it will quit working and needs to be sent back for repair. This issue is 

not covered under warranty.   

 

 

 

 

  



                                                   

 

LIMITED WARRANTY 

 

We take great pride in our products. We always stand behind our promises. We provide a leading 

warranty term and service. Buying a Ltl Acorn trail camera, you are covered under a limited 

times warranty.  

We guarantee our trail cameras to be free of defects in materials and workmanship under normal 

use and service for a period of a limited times after registered date of purchase. This warranty 

does not cover damages caused by consumers’ misuse, abuse, or improper handling or 

installation, by user installed batteries, or by repairs attempted by someone other than our 

authorized technicians. 

In the event of a defect under this warranty, we will, at our option, repair your camera or replace 

it with the same or comparable model free of charge, provided the product is returned postage 

paid. This warranty only extends to the original retail buyer from our authorized dealer. Purchase 

receipt or other proof of the date of the original purchase is required to receive warranty benefits. 

The warranty on any replacement product provided under the original warranty shall be for the 

remaining portion of the warranty period applicable to the original product. 

This warranty extends solely to failures due to defects in materials or workmanship under normal 

use. It does not cover normal wear of the product. 

Please contact our tech support department to determine the nature of the problem before you 

return a Ltl Acorn product under this warranty for repair or exchange.  

 

 

  



Appendix I: Technical Specification 

 

Appendix I: TECHNICAL SPECIFICATION 

Model Parameters Ltl-6210MC Ltl-6210M

M 

Image Sensor 5 Mega Pixels Color CMOS Yes Yes 

Pixel Size 2560x1920 Yes Yes 

Lens F=3.1; FOV=52°; Auto IR-Cut Yes Yes 

IR Flash 82 Feet/25 Meters; 42 Feet/13 Meters on 

No-glow Flash 

Yes Yes 

LCD Screen 40.8x30.6mm(2.0"); 960(RGB)*240DOT; 

16.7M Color 

Yes Yes 

Operation Keypad 6 Keys Yes Yes 

Memory SD Card (8MB ~ 32GB) Yes Yes 

Picture Size 5MP/12MP/2MP = 

2560X1920/4000X3000/1600X1200; 

Yes Yes 

Video Size 1440x1080: 15 fps; 1280x720: 30fps; 

640x480: 30fps; 

Yes Yes 

PIR Sensitivity High/Normal/Low Yes Yes 

PIR Sensing 

Distance 

82ft/25m（Below 77°F/25°C at the Normal 

Level） 

Yes Yes 

Prep PIR  

Sensing Angle 

Left and right light beams form an angle 

of 100°; Each lens covers 10° 

Yes Yes 

Main PIR Sensing 

Angle 

35° Yes Yes 

Operation Mode Day/Night Yes Yes 

Trigger Time 1.2 Second (When using the 2G SD card) Yes Yes 

Trigger Interval 0sec. - 60min; Programmable Yes Yes 

Shooting Numbers 1~3  Yes Yes 

Video Length 1-60sec.; Programmable Yes Yes 

Camera + Video First take Picture then Video Yes Yes 

Playback Zoom In 1~16 Times Yes Yes 

Time Stamp On/Off; Include serial No., temperature 

and moon phase 

Yes Yes 

Timer On/Off; Programmable Yes Yes 

Password 4-Digit Numbers Yes Yes 

Device Serial No. 4 digits and 26 alphabets set by yourself Yes Yes 

Time Lapse On/Off; 1 Second ~ 24 Hours 

Programmable 

Yes Yes 

Beep Sound On/Off; Yes Yes 

SD Card cycle 

Save 

On/Off; Yes Yes 



Appendix I: Technical Specification 

 

MMS Options VGA = 640x480; SMS = Text Msg.; OFF 

Programmable 

Upgradeable Yes 

MMS Numbers “0” = Unlimited; 1 ~ 99/Day Upgradeable Yes 

MMS Phone No. 1 ~ 3 Phone Numbers Upgradeable Yes 

MMS E-mail 1 ~ 3 E-mail addresses Upgradeable Yes 

Low-Battery SMS 

Alert 

“Battery Low” text alert sent Upgradeable Yes 

language setting Change Country Can Setting 

Language 

    Yes Yes 

Power Supply 12xAA; Yes Yes 

External DC 

Power Supply 

Plug Size: 4.0mmx1.7mm 

6 ~ 12V (2 ~ 1A) 

Yes Yes 

Stand-by Current  0.4mA Yes Yes 

Stand-by Time 4～6 Months（4xAA～12xAA） Yes Yes 

Auto Power Off Auto power off in 2 minutes if no keypad 

input 

Yes Yes 

Power 

Consumption 

150mA (+350mA when IR LED lights up) Yes Yes 

Low Battery Alert 4.2~4.3V Yes Yes 

Interface TV out (NTSC); USB; SD Card Slot; 6V 

DC External 

Yes Yes 

Mounting Strap; Tripod Yes Yes 

Waterproof IP54 Yes Yes 

Operation 

Temperature 

-22~+158°F/-30 ~+70°C Yes Yes 

Operation 

Humidity 

5% ~ 95% Yes Yes 

Certificate FCC & CE & ROHS Yes Yes 

 

 

app:ds:waterproof


 

Appendix II: PACKAGE CONTENTS 

 

 

Part name Quantity

（Ltl-6210MC） 

Quantity

（Ltl-6210MM） 

LTL-MM2 MMS 

Mode 

Digital camera 1 1 0 

LTL-MM2 MMS 

Mode 

0 1 1 

TV AV IN cable 1 1 0 

USB cable 1 1 0 

Strap 1 1 0 

External DC cable 

(optional) 

1 1 0 

CD 1 1 1 

Warranty Card 1 1 1 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


