
Winch Mount 
Installation Instructions

2011-13 John Deere Gator 825i
2013 John Deere Gator 855D

Part Number:  1622X 

Inst1622X    11/29/2011 

Qty. Part # Description
1
2
4
2
4
4
4

Winch Mount Plate
5/16" x 3/4" Hex Bolts
5/16" x 1-1/4" Hex Bolts
5/16" Nylock Nuts
Spacers
5/16” Flat Washers
5/16” Flange Nuts

1622-1
HDW2050
HDW2061
HDW7058
2610-15
HDW9002
HDW7056

1. Remove front brushguard.

2.   Place the four included spacers over the holes in the frame illustrated below.  

3.  Orientate your winch so the cable pulls off the bottom of the drum and place it on the main winch mount.  Bolt the 
 winch in place using the hardware that came with your winch.  Set the winch and mount in place on top of the 
 spacers to verify it fits in the machine with the winch mounted.  Verify the mounting holes all line up.

4. Once aligned, install the winch and mount plate to the frame through the spacers using four 5/16” x 1-1/4“ hex bolts 
 and 5/16” flat washers.  Drop the bolts and washers in from the top and secure on the bottom with four 5/16” flange 
 nuts.  The bottom of the front bolts may be hard to access, you can put the flange nut inside a box end wrench 
 and reach in the frame channel to get them started.

5. Bolt your roller fairlead to the roller fairlead plate.  NOTE:  The fairlead plate will accept both standard and wide roller 
 fairleads, you will only use the set of holes that line up with your fairlead.   If using an aluminum hawse with a 
 synthetic winch rope, use the hardware provided with the hawse to mount it.

6. Follow the winch manufacturer’s instructions and wire the winch.

7.   Reinsall the front brushguard. 

INSTRUCTIONS:

All images used are copyrighted property of CMP and may not be used without permission.
FOR QUESTIONS OR COMMENTS PLEASE CALL THE MANUFACTURER:  763-689-4800

NOTE:  Roller fairlead not included with this kit!

Bolt the winch and mount
to the frame through the
spacers.

Place spacers over the corresponding 
holes in the frame.
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