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PRODUCT DATA FLOOR CLEANER  
 
 
 

DESCRIPTION 
RUST-OLEUM® Floor cleaner is a lightly foaming neutral degreaser based on surface-active 
substances and cleaning enhancers. Suitable for daily or periodic cleaning. Not flammable, 
not corrosive and nearly odourless. 

 
RECOMMENDED USES 
RUST-OLEUM® Floor cleaner is suitable for the removal of grease, dirt, proteins and many 
other contaminations from mineral, coated or tile floors. Also ideal for removing soot and fire 
damage to floors. Suitable for cleaning with a scrubbing machine, but can also be applied with 
a mop, broom or squeegee. 

 
TECHNICAL DATA (20°C and 50% RH) 
Density:  1,05 kg/liter 
pH:        Approx. 6 
VOC-content: 0 g/l 
Dilution: 1 : 8 for daily cleaning, 1 : 2 for severe pollution 

 
Usage 
Theoretical: Ca. 20 m²/l. 
Practical: Practical coverage depends on many factors such as porosity, roughness of 

the substrate, contamination level and dilution during application. 
 

DIRECTION FOR USE 
Shake well before use. Scrape off grease, oil, dirt and other pollution as much as possible. 
Dilute RUST-OLEUM® Floor cleaner to a maximum of 1 : 8. Apply the product on the floor 
using a scrubbing machine, air-atomised spraygun or squeegee. For manual cleaning: After 
application brush with a stiff brush and allow a few minutes to soak. Rinse with clean water. 

 
APPLICATION CONDITIONS 
Temperature of air, substrate and material between 5 and 35°C. 

 
SAFETY 
Consult Safety Data Sheet and Safety Information printed on the can. 

 
SHELF LIFE / STORAGE CONDITIONS 
2 years from date of production in unopened cans, if stored in dry, well ventilated areas, not in 
direct sunlight at temperatures between 5° and 40°C. 

 
 
 


