
 
 
 
 
Technical leaflet 

FLEXCOAT 
High quality, elastic, waterproofing paint 
 
 

Description 
 
High quality, elastic, waterproofing paint, 
based on acrylic resins. FLEXCOAT offers 
total water impermeability for the protection of 
walls against rain. It has high elasticity and 
crack bridging ability on surfaces that show 
hairline cracks. The paint is vapor permeable, 
allowing the building to breathe. It features 
total surface coverage, excellent bonding and 
superb resistance to weather conditions and 
washing. 
It is certified as a cool paint. 
 

Fields of application 
 
It is suitable for outdoor and indoor 
applications, on old and new surfaces, such 
as exposed concrete, plaster, brickwork, 
asbestos cement, gypsum boards etc. It may 
also be applied over bituminous layers, 
bituminous membranes and polyurethane 
layers for their protection against sunlight. 
Indoors, it is recommended in areas where 
frequent cleaning and high resistance are 
required, like kitchens, bathrooms, garages, 
hospitals, industrial areas etc. 
 

Technical data 
 
Colors:                  white and 1371 selected   

(ISOMAT COLOR 
SYSTEM) 

Type: 100% acrylic paint 

Viscosity (Poise): 14-17 

Density: 1,34 kg/l 

pH: 8-9 at +200C 

Opacity:                  min 90% 

Whiteness:             min 85%  

Capillary water                                          
absorption:            0,03 kg/m2h0,5  

Bond strength:        2,00 N/mm2                        
 
 

Resistance to  
washing:           >20.000 cycles 

Solar reflectance:     89% 

Infrared emittance                                           
coef:                         0,86 

Drying time: 1 h (in touch) 

Recoating:  3-4 h 

Cleaning of tools: 
Remove as much paint as possible from the 
used tools before cleaning. Clean the tools 
thoroughly with water and detergent 
immediately after use. 
 

Directions for use 

1. Substrate 
The substrate should be clean, dry and free 
of grease, dust and loose materials. 
• Cracks or joints should be filled with 

ISOMASTIC-A sealant. 
• Imperfections on concrete should be 

repaired with polymer-modified mortar 
DUROCRET and on exposed concrete 
with polymer-modified putty PLANFIX or 
PLANFIX-FINE.  

• Plaster repairs are done with UNICRET or 
UNICRET-FAST ready made mortars.  

Priming with acrylic FLEX-PRIMER should 
follow, with consumption 100-200 g/m2, 
depending on the substrate’s absorptivity.  
FLEX-PRIMER is especially recommended for 
loose or crumbling plasters. 
 
2. Application 
FLEXCOAT is used as it is or thinned with up 
to 5% of water. It should be thoroughly stirred 
before application. It is applied by roller, brush 
or airless spray in two layers. The second coat 
follows after drying of the first. In cases of 
severe, isolated cracks, FLEXCOAT may be 
reinforced along the crack with a polyester 
fabric tape (30 g/m2), 10 cm wide.  
 
 
 
 



 
 
 

The technical information and instructions supplied in this datasheet are based on the knowledge and experience of the Department of Research 
and Development of our company and on results from long-term applications of the product in practice. The recommendations and suggestions 
referring to the use of the product are provided without guarantee, since site conditions during the applications are beyond the control of our 
company. Therefore the user is responsible for confirming that the chosen product is suitable for the envisaged application. The present edition 
of this technical datasheet automatically cancels any previous one concerning the same product. 

 

 

 

 

 
 
 
In cases of multiple cracks, FLEXCOAT may 
be totally reinforced with the same polyester 
fabric, 100 cm wide. 
 

Coverage 
 
FLEXCOAT covers 12 m2/l, on previously 
prepared surfaces. 
 

Packaging 
 
FLEXCOAT is supplied in plastic buckets of 
3 lit and 10 lit. 
 

Shelf-life - Storage 
 
12 months from production date if stored in 
original, unopened packaging, in temperature 
between +5OC and +35OC. Protect from direct 
sun exposure and frost. 
 

Volatile organic compounds (VOCs) 
 
According to the Directive 2004/42/CE (Annex 
II, table A), the maximum allowed VOC 
content for  the product  subcategory  c, type 
WB is 40g/l (2010) for the ready to use 
product. 
 
The ready to use product FLEXCOAT 
contains max <40 g/l VOC. 
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