


LUBRICANT INDUSTRY

Globally, the entire finished lubri-
cant market is evaluated at approxi-
mately 35.3 million tons (aka that’s 
78 billion pounds , 10 billion gallons 
or 38 billion liters)!  Over 1/2 of that 
volume is engine oils.  Over 1/4 
quarter of that volume is industrial 
(hydraulic oils, gear oils).  The bal-
ance is process oils, metalworking,  
and grease.

Biobased lubricants and Synthet-
ic lubricants represent a small but 
rapidly growing part of the of the to-
tal market today.  

What will the industry look like 
5-10-20 years from now?  More and 
more people are switching to Bio-
Blend from petroleum based lubri-
cants. You know it’s the right choice... 
what are you waiting for? 

“HERE IS YOUR COUNTRY. CHERISH THESE 
NATURAL WONDERS, CHERISH THE NATURAL 
RESOURCES, CHERISH THE HISTORY AND 
ROMANCE AS A SACRED HERITAGE, FOR 
YOUR CHILDREN AND YOUR CHILDREN’S 
CHILDREN. DO NOT LET SELFISH MEN OR 
GREEDY INTERESTS SKIN YOUR COUNTRY OF 
ITS BEAUTY, ITS RICHES OR ITS ROMANCE.” 

- THEODORE ROOSEVELT

BioBlend 
2250 Arthur Avenue 
Elk Grove Village, IL 60007 
630.227.1800 (P) 
630.227.1801 (F) 
info@bioblend.com
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   BioBlend has been in the business of 
making high performance biodegradable 
lubricants and greases since 2001and that’s 
been our primary focus all along. We started 
out blending vegetable oil base stocks and 
have expanded into synthetic esters which 
offer additional performance benefits with-
out sacrificing favorable biodegradability 
and minimal toxicity characteristics. By 
offering a full range of technology solutions 
in a range of price points, we can satisfy 
virtually every industrial need. Technology 
continues to evolve in base oils as well as 
the complex additives that go into our lubri-
cants. Greater performance specifications, 
increased renewability, enhanced sustain-
ability and decreasing costs have been our 
goals throughout history and continue to be 
primary goals.
     Our customers lead us into new markets 
every year.  In recent history, we’ve developed  
suites of products for the oil & gas industry, 
the marine industry, the elevator industry, 
and the food packaging industy, to name just 
a few.  
      We’ve been growing steadily over the 
years. We’ve been able to do that because 
of the strong team we’ve put in place, our 
strong relationships with our distribution part-
ners, our reputation in the marketplace, and 
delivering the highest quality products.

WITH BIOBLEND PRODUCTS, 
YOU ARE GETTING INDUSTRY 
LEADING PERFORMANCE, 
COMPETITIVE PRICES, 
GLOBAL DISTRIBUTION, AND 
PERSONALIZED SERVICE.



BI
OD

EG
RA

DA
BL

E WHAT DOES  
BIODEGRADABLE  
MEAN?
The combination of “high performance” and 
“environmentally responsible” sounds like 
a great foundation for an advanced line of 
lubricants. While the phrase “high perform-
ance” translates easily into functional specifi-
cations, words like “environmentally respon-
sible” or “biodegradable” too often are used 
as descriptors with no real meaning for 
lubricant users coping with environmentally 
sensitive applications and operations.

BIODEGRADABLE  
DEFINITIONS FOR  
LUBRICANTS

BIOBASED PRODUCTS: 
As defined by the United States Secretary of 
Agriculture in the Farm Security and Rural 
Investment Act of 2002, is any manufactured, 
commercial, or industrial good (non-food) that is 
made up of biological materials or agricultural 
resources within the United States.

BIODEGRADATION:
Is the chemical breakdown of the base oil and 
additives into carbon dioxide and water, in the 
presence of organisms, air, and water.

INHERENTLY BIODEGRADABLE:
Means at least 20% of the product will have 
biodegraded in 28 days or less.

READILY BIODEGRADABLE - 
ULTIMATELY BIODEGRADABLE: 
Means that 60% or more of the product will have 
biodegraded in 28 days or less. Nearly all BioBlend 
products fit this category (OECD 301-B).

RENEWABLE RESOURCE: 
Is any natural resource (such as plants or solar 
energy ) that can be replenished naturally with the 
passage of time.

SUSTAINABLE RESOURCE:
Is an available supply that can be drawn on when 
needed and is capable of being continued with 
minimal long-term effect on the environment.

TYPES OF OILS

Polyisobutylene 
(PIB) 

0 - 25% 

biodegradable

PAO (synthetic) 

5 - 30% 

biodegradable

Petroleum

15 - 35% 

biodegradable

White Oil 

25 - 45% 

biodegradable

Polyols & Diesters 

55 -100% 

biodegradable

NATURAL & 
VEGETABLE OILS

70 -100%   
BIODEGRADABLE
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BioBlend is conscious 
of performance 
requirements and the     
environment.  We offer 
a wide range of products 
that are adapted  
to your needs.

MARKET 
SEGMENTS

BIODEGRADABLE 
LUBRICANTS
Aerosols
Air Tool Lubricant
Chain and Bar Lubricants
Chain and Cable Lubricants
Cutting Fluids
Engine Oils
Extreme Pressure Greases
FM Approved Lubricants
Food Grade & Bio 
Lubricants
Form Release Oils
Gear Oils
General Purpose Greases
Heavy Duty Greases
Hydraulic Fluids
Metalworking Fluids
Multi-Purpose Lubricants
Penetrating Oils
Plunger Packing Greases
Plunger Packing Lubricants
Rock Drill Oils
Specialty Products
Stern Tube Lubricants
Synthetic Lubricants
Thread & Joint Compound

FOOD GRADE 
LUBRICANTS
Aerosols
Air Tool Lubricant
All Purpose Greases
Chain and Cable Lubricants
Cutting Fluids
Gear Oils
Hydraulic Fluids
Specialty Products
Synthetic Lubricants
White Oils
Wipe Down Oils

AUTOMOTIVE 
AGRICULTURE | CONCRETE
CONSTRUCTION | DRILLING
FOOD PROCESSING
FORESTRY | GOLF
GOVERNMENT
LANDSCAPING
METALWORKING | MINING
MUNICIPALITIES
OILFIELD SERVICES 
PARKS | PORT & MARINE 
WASTE & REFUSE 
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BIOLUBE RD/RDP 
BIODEGRADABLE HEAVY DUTY ROCK DRILL FLUID

BIOLUBE RD/RDP are readily biodegradable, heavy duty rock drill 
lubricants designed to meet the requirements of pneumatic tools, 
down-hole and surface drilling equipment.  It is formulated with high 
viscosity index vegetable base oil, anti wear additives, and corrosion 
protection. The high viscosity index provides superior lubrication in a 
working hammer.  BioLube RD/RDP’s natural polarity and tackiness 
allows the lubricant to adhere to tooling surfaces, further reducing 
corrosion and wear in the presence of compressed air.  Available in ISO 
grades 40, 46, 100, 150, 220 and 320.

BIOLUBE PPL 
BIODEGRADABLE PLUNGER PACKING LUBRICANT

BIOBLEND PPL is a readily biodegradable lubricant for the fluid end of 
positive displacement reciprocating pumps, such as triplex /quintuplex 
pumps used in oil and gas fields. It is formulated from ultra-low toxicity 
renewable resources and contains no mineral oil or metallic additives, 
thus greatly reducing environmental impact and liability compared to 
traditional lubricants. BioBlend PPL is designed to reduce wear on plun-
gers, packing, and liners.

BIOGREASE PPG  
BIODEGRADABLE PLUNGER PACKING GREASE

BIOGREASE PPG is specifically designed for plunger packing lubrication 
of triplex and quintuplex pumps. BioGrease PPG is made from a high 
quality vegetable oil base with a special blend of polymers to provide low 
temperature pumpability, excellent adhesion to the plunger, and mini-
mize friction while providing an excellent seal in the system. Pumpability 
is critical in these pumps and BioGrease PPG offers excellent perform-
ance at a very wide range of temperatures. In addition, this ultra-low 
toxicity grease is made from bio-based, sustainable base stocks, and is 
readily biodegradable if released in the environment. Available in NLGI 
grades 1, 0, 00.

BIOFLO AW 
BIODEGRADABLE ANTI-WEAR HYDRAULIC FLUIDS

BIOFLO AW Hydraulic Fluids are readily biodegradable, zinc-free, anti-
wear hydraulic oils formulated from renewable basestocks to meet 
the requirements of mobile and industrial hydraulic systems. These 
high lubricity base oils are paired with environmentally friendly addi-
tive technologies to minimize ecological impact. These lubricants offer 
excellent thermal and oxidative stability, assuring superior service life 
with minimal viscosity change over a broad range of operating temper-
atures. BioFlo AW fluids are suitable for use in all conventional hydraulic 
systems, especially environmentally sensitive applications. Available as 
a sheen-free product upon request.DR
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BIOLUBE CS-3(W)  
BIODEGRADABLE CEMENT SHIELD

BIOLUBE CS-3 is a readily biodegradable, high-performance release 
agent formulated from natural base oils and esters. It was developed 
to prevent cement, concrete, grout and mortar from bonding to equip-
ment surfaces.  BioLube CS-3W forms an effective barrier shield on 
any surface, easing the burden of removing dried cement and simi-
lar substances from equipment. BioLube CS-3W does not react with 
metals, plastics, or paint finishes, making it a better choice than acid 
based cleaning chemicals.

BIOLUBE TJC  
BIODEGRADABLE THREAD/JOINT COMPOUND

BIOLUBE TJC is a readily biodegradable thread compound for drill 
pipe and other threaded connections. It is formulated with high quality 
vegetable base oil and non-metallic solids, providing excellent protec-
tion against seizing and galling. This formula is also highly resistant to 
water washout and corrosion. It is easy to apply across a wide temper-
ature range. BioLube TJC is a premium quality, non-toxic alternative to 
petroleum oil based thread compounds, many of which contain a high 
percentage of metallic solids. 

BIOGEAR EP 
BIODEGRADABLE EXTREME PRESSURE GEAR LUBRICANT

BIOGEAR EP is a series of readily biodegradable extreme pressure 
gear lubricants designed for a variety of industrial and mobile equip-
ment applications. Each grade of BioGear EP is designed to replace 
standard gear lubes within the AGMA grades. The BioGear EP series 
offers excellent thermal and oxidation stability and reduces operating 
temperatures to ensure superior service life with minimal gear, shaft, 
and bearing wear, all in a readily biodegradable, environmentally friendly 
formula. Available in ISO grades 68, 100, 150, 220 and 320.

BIOGREASE HD  
BIODEGRADABLE HEAVY DUTY GREASE

BIOGREASE HD is a readily biodegradable, non-toxic Lithium 12- OH 
Stearate grease designed to provide high film strength, withstand high 
ope-rating temperatures, maintain excellent stability, and extended lubri-
cant life. BioGrease HD features a high viscosity base oil for high load-
carrying capabilities and anti-wear characteristics along with low water 
washout properties. It is designed for heavy-duty use in a variety of indus-
trial, mobile, and marine applications. Available in NLGI grades 1 and 2. OIL
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