LV301-SLV

IN-GROUND WELL LIGHT

........................

LS e !
3.92"| 4.41"
99.57mm{ | 112.01mm
[ T A
e :
6.13”
' ' 155‘7IOmm
5.38” 5.88"
136.65mm 149.35mm
209"
P 2 |l
Y . [l
L | 057 [1.02 * t N 2 A
yemm-- 2.88" " >
73.15mm
P Material: Powder Coated Cast Aluminum with PVC Sleeve
P Lens: Clear, Heat Resistant, Tempered Glass
P Lamp: MR16 Bi-Pin Base (50W Maximum)
................................................................................................... Overall Dimensions:
MODEL LAMP ILLUMINANT | WATTS VOLTS | LAMP(S) 6.13"Hx 4.41"W x 4.41"D
NUMBER TYPE TYPE (W) (V) |INCLUDED?
LV301-SLV MR16 HALOGEN 20 12 YES Weight: 1.0 Ibs
LV-LED301-SLV MR16-LED 3LEDs 3 12 YES Approximate Wire Length: 22 "
dh ..... d| ...... b| .......................................... Box Dimensions:
..... Pre-wired with UL Listed Direct Burial Wire/Gable e, 6.75"Hx 4.75"W x 4.75"D

» Available Finish: Black, Bronze, Green, Verde Green
» ETL Approved
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