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NEX-750-LED 
Steel LED Exit W/Adjustable Incandescent Heads,  
NY Approved 
Lamp: LED 12.55 Watts

PRODUCT DESCRIPTION 
Nora’s New 20 gauge steel body exit and emergency combination units are suitable for rugged 
applications and New York city approved.

BODy 
• 20 Gauge Steel Construction

HOUSINg 
• Low Profile snap-together 
• Snap-out knockouts for wiring

FaCE 
• 8" high Letters with 1" stroke 
• Snap-Out  Chevrons 
• New York Approved

mOUNTINg 
• Wall Mount

ElECTRICal 
Voltage 
• 120V or 277V dual input 
• Automatic solid state switching and charging 
Light Source 
• Exit Fixture : Long Life LED source 
• 2 Head Unit : (2) 12 Watt T15 DC Lamps 
• 2 Head Unit : (3) 9 Watt T15 DC Lamps 
Voltage 
• Sealed Lead Acid 6V 
• 90 Minute emergency operation on fully charged battery 
Voltage 
• Solid state short circuit protection

lISTINg 
• UL Listed 
• NFPA-101 
• Safe for Damp Location 
• NY Approved

Steel LED Exit w/Adjustable Incandescent Emergency Heads

Create a complete item number:     Example: N E X - 7 5 0 - L E D / R 2

Catalog No.  Emergency Heads            

 NEX-750-LED  R2 = 2 Adjustable Emergency Heads               

   R3 = 3 Adjustable Emergency Heads

NEX-750-LED/R2

NEX-750-LED/R3

Height : 19" 
Width : 17-5/8" 
Depth : 2-1/4"

Height : 19" 
Width : 17-5/8" 
Depth : 2-1/4"
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