
PRODUCT DESCRIPTION
Highly attractive miniature spotlights utilize MR11 and MR16 halogen lamps for brilliant, pure
white light. Built especially for small spaces and display cases. In retail applications, the ultra-
compact fixtures highlight merchandise without cluttering or distracting from the selling space.
For use with Nora Low Voltage Mini Track.

SPECIFICATION
Features
• Petite MR11 and MR16 halogen lamps allow precise beam focusing
• Miniature looking track adapter provides secure track connection
• Protective lens

Socket
Porcelain bi-pin G4 (MR11).
Porcelain bi-pin G5.3 (MR16).

Lamp
12/24V 20W-35W Bi-Pin MR11 (not included)
12/24V 20W-50W Bi-Pin MR16 (not included)

Optional Accessories
NM-100/MR11 Lenses for MR11 Lamp 

(Blue, Clear, Frosted, Green, Linear Spread, Pink, Red, Spread, Yellow)
NM-100/MR16 Lenses for MR16 Lamp 

(Blue, Clear, Frosted, Green, Linear Spread, Pink, Red, Spread, Yellow)

Labels and Listings
UL and cUL Listed.

Type

Project

Catalog No.

Lamp/Wattage

NLMT-707 / NLMT-709 
Electra™ Gimbal Ring
Mini Track Spotlight
Lamp:  20-35W Halogen MR11

20-50W Halogen MR16

DIMENSIONS
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Create a complete fixture catalog number:     Example: N L M T- 7 0 9 W    /    N M - 1 0 0 / B / M R 1 6    

1-1/2"(MR11)
2-1/8"(MR16)

3-1/8"(MR11)
3-3/4"(MR16)

1-3/4"(MR11)
2"(MR16)

DIMENSIONS: MR11 MR16
Diameter: 1-1/2” 2-1/8”
Length: 1-3/4” 2”
Max. Extension: 3-1/8” 3-3/4”

Fixture - select one box from each column

Catalog No. Finish  

NLMT-707 Black

NLMT-709 White

Accessories - select finish

Catalog No. Finish

NM-100/MR11 B P  

NM-100/MR16 C R

F S

G Y

L

Finishes: B = Blue, C = Clear, F = Frosted, G = Green, L = Linear Spread,
P = Pink, R = Red, S = Spread, Y = Yellow


