
CISTERNA 
EMPOTRADA
MECANISMO CABLE DOBLE 
DESCARGA 3/6L

CONCEALED
WC CISTERN
DUAL FLUSH CABLE
MECHANISM 3/6L

RÉSERVOIR
ENCASTRÉ
MÉCANISME CÂBLE DOUBLE 
CHARGE 3/6L  

AUTOCLISMO 
DE ENCASTRAR
MECANISMO DESCARGA DUPLA
3/6L POR CABO

سیفون مرحاض دفن بالجدار 

UNTERPUTZ 
SPÜLKASTEN
SPÜLVENTIL DOPPELSPÜLUNG
3/6L KABEL

مكینھ (عدة) سیفون كیبل تفریغ میاه 

مزدوج ٣/٦ لیتر
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للعلم ننحص�م عند ترك�ب الس�فون ملئه �الم�اە 
�وال�قاء �ه مع�ء لمدة ٢٤ ساعه للتأ�د من عدم 

وجود ���ب 
� � م�اە وأو أي خلل ف� قد �حصل أثناء ف�ة النقل وذلك �

���ق�ل الأنتهاء من ت�ل�ط الس�م�ك � فتحة الجدار.

Para vuestra información, os aconsejamos, 
cuando hayáis instalado la cisterna y antes de 
realizar el chapado de la pared, rellenarla de agua 
y dejarlo 24 horas lleno para verificar que no hay 
goteo o cualquier fallo que pueda aparecer 
durante el transporte.

Pour votre informa�on, nous vous conseillons, 
lorsque vous avez installé la citerne et avant de 
plaquer le mur, de la remplir d’eau et de la laisser 
pleine pendant 24 heures pour vérifier qu’il n’y a 
pas d’égou�ement ou autre défaut technique 
pouvant apparaître pendant le transport. 

For your informa�on, when installing the 
concealed cistern, we recommend carrying out 
a leak test before performing the wall panelling. 
To proceed, fill the cistern with water and leave 
it for approximately 24 hours filled to verify that 
there is no leak or defect that may have been 
caused during the transport of the product.
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