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Peepers 120pc

If you have any questions please call 412.434.8344 REF: Peepers 120pc

BOX 1 BOX 2

1/4-20 x 2” with 
washer (x2)

Hook (x2)
Mirror (x2)

Nose Pieces (X24) Case Holder (x2) 

Cabinet Base

Leveler (x4)

#6 x 1/2” (x6)



Place tape on the back of the bucket below screw hole as shown.
Make sure the tape is centered in the middle of the 
bucket  

a. b.

1

2

If you have any questions please call 412.434.8344 REF: Peepers 120pc
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Locate the levelers in box 1 and screw 
them into the bottom of the base.

Locate the display top in box 
2.  From the inside of the base, 
screw in the 1/4-20 x 2” screws 
with washers from box 1 as 

1/4-20 x 2” 
screw

BASE

Display Top

Make sure to 
align hinge with 

hole
*After base is 
installed peel 
protective tape 

If you have any questions please call 412.434.8344 REF: Peepers 120pc
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Attach mirrors (2) to side panels.  Begin by starting screws #6 x 1/2” 
(2). Do not tighten! Slide mirror to side and remove tape on back of 
mirror.  Alighn Mirror so it is vertically straight.  Press on to rail and 
finish tightening screws!  Do not over tighten screws!

Locate the #6 x 1/2” (x2) screw from box 
1.  insert the accessory hook then screw in. 

Attach case holder using #6 x 1/2” 
screws (1).  Start screw, then slide 
case holder to side and remove 
tape on back of holder.  Align case 
holder so it is vertically straight.  
Press on rail and finish tightening 
screws.  Do not over tighten screws

TO REMOVE:
Pull the top 
of the nose 
piece toward 
you, then 
pull entire 
nose piece 
up.  There 
is a locking 
devise to 
prevent it 
from coming 
out.

#6 x 1/2”

#6 x 1/2”

#6 x 1/2”

A B

Insert nose pieces by starting at the 

A B

If you have any questions please call 412.434.8344 REF: Peepers 120pc


