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These lights are the top of the line in quality and price. These 
fixture are easy to installation and operate and are IP65 rated. 
Additionally, our Street Lights are DLC certified which means 
they are guaranteed up to 5 years. The lights produce over 140 
lumens per watt and start from 150 watts and can go up to 300 
watts. The lights also have adjustable mounting functions which 
consist of a shoebox, yoke, slip fitter, and typical street light 
horizontal mount. This light can have a Photocell installed 
seamlessly into the top of the fixture.

Suitable for use in the following locations: 

Ambient Temp: -4°F to 113°F
Wet Locations

This product has a warranty for a period of 5 years from the 
date of purchase. The warranty is invalid in the case of 
improper installation, tampering, or removal of the Q.C. 
date label. Installation in an improper working environment 
or installation not according to the current edition of the 
National Electric Code also invalidates the warranty. Should 
this product fail during the warranty period, it will be 
replaced free of charge, subject to correct installation and 
return of the faulty unit. Greentek Energy Systems does not 
accept responsibility for any installation costs associated with 
the replacement of this product. This warranty is in addition 
to the statutory rights in the country of purchase. Greentek 
Energy Systems reserves the right to alter specifications 
without prior notice. 

WARRANTY

DESCRIPTION

140ºF

-22ºF
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2.87”

15.16”
23.03”

Certification Lumens Output

Watts

Lumens

Color

Distribution

 14000Lumens

SKU: GT-S-G07-100WCT3A1-WHDM57

100W

UL, DLC

140W

5700K 100-277VAC 50/60Hz

Type III

50,000 hours

Input Voltage

>70CRI

Lifespan

11.24 lbsWeight

5 yearsWarranty

LED STREET LIGHT DIRECT MOUNT
100W

Housing Aluminum Alloy
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Power Factor (PF)

Driver

IP Grate

Operating Temperature>0.9

 SS-100V-54B

IP65 Rated

-4°F to 122°F

LED PHILIPS LUMILEDS

Replaces up to 400W MH/HPS

Dimension 23.03” x 15.16” x 2.87”

LED Type SMD3030

PRODUCT SPECIFICATIONS

The street light comes with the top of the line chipset from 
PHILIPS LUMILEDS and a MeanWell IP65 Driver. The light 
produces no UV or IR in the light. It is easy to install and operate. 
The street light instantly starts with no flickering or humming. 
It is eco friendly and does not contain any mercury. 

Application

Streets, Parking Lots, Outdoor Courts & Fields, Plazas

Notice For User:

Please turn off power before installing or changing assembly parts.
The input voltage and lamps should be matched, after 
connecting the power line, please make sure the wiring section 
is insulated.
Professionals should only install and disassemble the lamps.

MORE INFORMATION

100W
LED STREET LIGHT DIRECT MOUNT




