
LED RETROFIT KIT INSTRUCTION
Product Features
• PHILLIPS LUMILEDS chip
• 90º  150 degree, TYPE III
• Lamp Base: 270 degree rotated
• Internal driver, input voltage AC100-277V
• New style and high efficient wide-range input
• Long lifespan and good heat dissipation
• Direct replacement for Metal Halide, easy installation
• Fits many different fixtures to replace traditional lamps

Application
LED Retrofit Kit make it simple to replace: parking lot lighting, 
shoebox lighting, street lighting, flood lighting, wall pack 
lighting, and canopy lighting etc.

Installation Instructions: 
Warning: Please make sure thepower is off before 
installation
1. Turn off the power switch
2. Screw off the CFL or MHL or HPS and so on
3. Take out the led lamp and screw on. Then rotating the lamp 
body, ensure the emitting surface is flush with the cover and 
enclosure. See Figure (1)(3)(4).
4. If security string provided, fix one branch of the string on 
the lamp body, the other on the enclosure. See Figure (2)
5. Turn on the power switch (Finished)
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5. WARNING-TO PREVENT WIRING DAMAGE OR ABRASION, DO NOT EXPOSE WIRING TO EDGES OF SHEET METAL OR OTHER 
SHARP OBJECTS.

Can not use the electric generator to test the LED lamp. Please avoid using the led fixture in environment where there is smoke, 
sulfur, and corrosive substances. But if used in such environment, make sure the led fixture is well protected by an enclosed 
lampshade whose dimension is no less than below size, and whose material is either glass or semi-glass, semi-metallic. Surface 
of the lampshade shall nothave any covering which prevents heat dissipation. 
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