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INSTRUCTIONS 

 

Eagle Lights 4.5” LED Passing Light 
Installation Instructions 

 
Our products use the latest state-of-the-art 
technology and the best available parts for the 
most reliable LED products for your motorcycle. 
 
We offer the best and most comprehensive 
warranty in the business backed by excellent 
support and technical help. If you have 
questions, please feel free to call us at 
1-800-921-3162 or email us at 
Support@EagleLights.com .  
 

Attention!  
Please read before installing. 

 
● Warning:  To prevent possible 

electrical shock, disconnect the 
negative battery terminal before 
installing this product.  

● Fitment Note : Earlier model Harley 
Davidson Softails will require the 
passing lights to be wired into the 
spade harnesses. If you have two 
separate spade connectors, you will 
need to splice them into the harness. 

 
Installation: 

1. Disconnect the negative lead to the 
main battery. 

2. Check your models manual for 
changing and replacing the stock 
passing lights.  

3. Remove the factory passing light 
from the housing. 

4. Install the LED passing light: 
Connect the harness from the LED 
passing light to the harness on the 
motorcycle. If the connection type is 
a dual spade connection (found on 
earlier model softails and touring 

models), you will need to splice in 
the connection.  

a. Inside the package, two 
connections are included 
with wire ends. 

b. The red wire is the positive 
lead and gets connected to 
the white wire on the passing 
light connection. (The color 
may differ by model.) 

c. The black wire is the ground 
and gets connected to the 
black wire on the passing 
light connection. (The color 
may differ by model.) 

5. Repeat the process for the other 
side. 

Halo Model LED Passing Lights 
All 4.5” LED Halo model LED passing are 
equipped with a preinstalled harness for 
the halo ring. The halo ring will illuminate 
whenever the passing lamp is turned on.  

 

Slim Line / Infinity Beam LED Passing 
Light Models: 
Models come equipped with an extra red 
wire. It provides power to the DRL bar in 
the center of the light. Can be connected 
to any 12V constant power source. This 
does not need to be connected if you do 
not want to use the functionality. 

 

Generation II LED Passing Lamps: 
The Generation II passing lamps do not 
use the keyway notch on the stock collar 
ring that goes over the back of the light. 
They are designed to be held in by the 
tension from the beauty ring. If you can 
not get the unit to tighten down, please 
contact us. We will be able to help you 
troubleshoot the issue. 

 

If you are having any issues installing the headlight, please contact us. We can provide 
technical help on the phone (1-800-921-3162) or via email (support@eaglelights.com) 
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