
	
	
For models WITH main fuse: 
To prevent accidental vehicle start-up, which could cause death or serious injury, remove main fuse 
before proceeding.  
 
For models WITHOUT main fuse: 
To prevent accidental vehicle start-up, which could cause death or serious injury, disconnect 
negative (-) battery cable before proceeding. 
	
NOTE:	
For 2004 and later XL (Sportster®) models, the negative battery cable is most easily 
disconnected at the engine crankcase. 
	

1. Refer to the owner's manual and follow instructions to remove seat and disconnect negative 
(black) battery cable from negative battery terminal. Retain all seat mounting hardware. 

2. Loosen the two screws (2) retaining the tail/stop lamp assembly (1) to the lamp base (3). Pull 
the lamp assembly away from the base. 

3. Push the locking tab (button), and disconnect the tail/stop lamp connector [93B] (4) from the 
circuit board. Remove the lamp from the vehicle. 

4. On the new tail/stop lamp assembly, the wires and socket terminals are not installed in the 
four-way socket housing. Refer to the original lamp removed in Step 3, and observe which 
cavity contains which wires. The cavities are numbered on the face of the secondary lock. 
The green, red and black wires and terminals must be installed into the same cavities in the 
socket housing of the new lamp as follows: 

a. On the secondary lock (2) side of the socket housing (1), position the socket 
terminal (5) with the slot (6) and crimp tails (7) facing up (in the same direction as the 
button (3) on the top of the socket housing) 

b. Insert the terminal into the correct cavity 1, 2, 3 or 4 (4) until it snaps into place with 
an audible "click". 

c. Gently tug on wire ends to verify that all terminals are locked. 
d. Rotate the hinged secondary lock inward until tabs fully engage latches on both 

sides of connector. 
5. Connect the socket housing on the new tail/stop lamp assembly to the four-way pin 

housing in the circuit board 
6. Install the tail/stop lamp to the vehicle. Alternately tighten the screws to 2.3–2.7 N·m (20–

24 in-lbs). 
7. Verify that the ignition/ light key switch is in the OFF position. Models WITH main 

fuse:Refer to the Owner's Manual and follow the instructions to install the main 
fuse. Models WITHOUT main fuse: Connect the negative battery cable per the instructions 
in the Owner's Manual. Apply a light coat of petroleum jelly or corrosion retardant material 



	
	

to battery terminals. Refer to the Owner's Manual, and follow the instructions to install the 
seat. 

8. Turn the ignition/ light key switch to ON, but do not start motorcycle. Check operation of all 
lamps. 

 
Additional Functionality: 
 

1. Turn off bike, and disconnect the negative battery terminal prior to installation. 
2. The light is equipped with alternating amber LEDs for turn signals.  
3. The yellow wire from each side is for that sides turn signal.  
4. Splice the yellow wire into the turn signal positive for the corresponding side.  
5. Turn signal function does not need to be wired in if you do not need / want that 

functionality.  
 

	


