
 
Eagle Lights 8900V 5 ¾” LED V-Rod Headlight Installation Instructions 

 

Included Parts: 
8900V  
 

Warning! 
 
For models WITH main fuse: 
To prevent accidental vehicle start-up, 
which could cause death or serious injury, 
remove main fuse before proceeding. 
 
For models WITHOUT main fuse: 
To prevent accidental vehicle start-up, 
which could cause death or serious injury, 
disconnect negative (-) battery cable before 
proceeding. 
 

Common Tools Required 
 
1 - 3/16th Allen Key Wrench 
 
 

Headlight Removal 
The V-Rod has two 3/16th bolts on either 
side that hold in the main headlight. Undo 
these screws to remove the headlight from 
the bike. Please be sure to hold the 
headlight when removing the bolts to ensure 
it does not drop and break. 
 
Disconnect the two plugs going to the 
headlight bulbs. You should not be able to 
remove the headlight by pressing down and 
back. 
 

LED Headlight Installation 
 
With the old headlight disconnected, we are 
ready to install the new headlight.  

 
IMPORTANT! - Common Installation 
Error: 
When connecting the headlight, you must 
make sure the black wire from the plug on 
the headlight is mated up to the black wire 
on the motorcycle’s harness. If it is 
connected backwards, it will not illuminate. 
Flip the plug around to solve this. If you 
experience any issues, please contact or 
tech help line.  
 
IMPORTANT - Common Installation 
Error: 
Do NOT reverse the connection. If the 
connections are reversed, the fuse will pop 
and need to be replaced. While looking at 
the back of the light, with the circular vent 
on the top, the plug on the left is the low 
beam and the plug on the right is the high 
beam.  

 
 
Installation Note: 
Two adapter plugs are included in the box. 
If you have the light plugged in correct, but 
the light does not illuminate, use the 
provided adapter plugs. This will reverse the 
connection which is common on many 
V-Rods.  
 


